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ADEQUACY AND ECONOMICS OF WATER SUPPLY IN NORTHEASTERN 
ILLINOIS: PROPOSED GROUNDWATER AND REGIONAL SURFACE 
WATER SYSTEMS, 1985-2010 
by Krishan P. Singh and J. Rodger Adams 
SUMMARY 
This three-year study was a cooperative effort between the State Water 
Survey and the Division of Water Resources. Its purpose was to plan for the 
optimal use of the available groundwater and surface water resources in 
northeastern Illinois for an adequate and dependable water supply to all 
towns in Cook, Du Page, Kane, Lake, McHenry, and Will Counties in future 
years up to 2010. Information on municipal water demands, inventory of 
existing wells, estimates of well depths and capacities for each aquifer in 
the townships comprising the six counties, and cost functions (in July 1976 
dollars) for the several components of water supply systems were developed 
during the first year. In the second year, the study focused on refining 
the cost functions, developing costs for meeting radioactivity standards 
for drinking water, determining the cost and adequacy of groundwater to 
meet municipal water demands through 2010, assessing the availability of 
river water, investigating the feasibility of conjunctive use of ground-
water and surface water, and analyzing various combinations of towns (with-
out adequate groundwater supply from shallow aquifers) that six regional 
supply systems can serve with water from the rivers, Lake Michigan, or 
Chicago. During the third year, the cost functions were updated to July 
1980 dollars, the costs of groundwater supply and the six regional supply 
systems were recomputed with the updated cost functions, and at least one , 
water supply system was dynamically optimized for each of the six regional 
systems analyzed the previous year. 
Equations to predict water demands from a town's population and manu-
facturing employment were developed for each of the six counties. Future 
water demands were projected using the appropriate equation with a 
multiplier to account for each town's variation from the average regression 
equation. The total projected water demand increases from 1272 mgd in 1980 
to 1360 mgd in 2010 for the 273 towns in northeastern Illinois. About 
300,000 people live in rural areas and can obtain groundwater from individ-
ual or subdivision wells. This use totals between 20 and 30 mgd in the six 
counties. The self-supplied industrial water is about 45 mgd, out of which 
about 37 mgd is pumped from the deep sandstone wells. 
The potential yield of the shallow aquifers, Silurian dolomite and 
sand and gravel, is between 450 and 495 mgd, depending on whether the 
Silurian dolomite or the sand and gravel is the aquifer selected for 
primary development. The deep sandstone aquifer has a practical sustained 
yield of 46 to 65 mgd. Water supplies of up to 32 mgd from the Fox River 
and up to 100 mgd from the Kankakee River can be developed if reservoir 
storage is provided to meet demands, wholly or partially, during periods of 
low river flow. The 3200 cfs diversion from Lake Michigan was fully 
accounted for in 1970 by public water supply, storm runoff, and diversions 
into the Sanitary and Ship Canal. Implementation of instream aeration by. 
1985 and completion of phase I of the Tunnel and Reservoir Plan in 1986 
will make additional water available to meet public water demands. 
Cost functions, in terms of July 1980 dollars, were developed for 
wells, well pumps, reservoirs, water treatment, pipelines, and pipeline 
pumping stations. The pumping capacity in the pipeline conveyance networks 
was designed to meet 1.8 times the average demand. Any extra storage 
needed to meet hourly demand variations will be provided by the user 
entities or towns according to their particular needs. The increase in 
cost of water treatment to reduce radioactivity was derived because water 
from many deep sandstone wells contains alpha radioactivity above the per-
missible limit. Groundwater costs were computed for the 177 towns which do 
not presently use water from Lake Michigan or the city of Chicago. These 
costs include wells and pumps, water treatment, and conveyance to one or 
two distribution storage facilities. 
Six regional systems to meet the water demands of towns with inadequate 
shallow groundwater supplies were investigated. Preliminary analyses con-
sidered a wide range of system configurations, with considerable overlap of 
some systems. Conjunctive use of groundwater was a key part of the Fox 
River system and an option on other systems. At least one of the configura-
tions for each system was selected for optimization over the period 
1985 to 2010. The configurations were selected on the basis of the pre-
liminary analyses and discussions with Division of Water Resources staff. 
Costs were computed with 0 and 5% inflation rates beginning in July 1980 to 
determine the effect of inflation on the optimal system design. Capital 
requirements include capital expenditures, capitalized interest during con-
struction, and 20% for contingencies. An interest rate of 8% was used. 
The optimal systems and their 2010 demands are: Lake County system 
supplying 17 towns, 27.80 mgd; Southern Cook County system supplying 8 
towns, 19.98 mgd; Du Page County system supplying 19 towns, 77.55 mgd; 
Northwestern Cook County system supplying 14 towns, 61.59 mgd; Fox River 
system supplying 8 towns, 35.61 mgd; and Kankakee River system supplying 10 
towns, 25.33 mgd. Except for the Fox River system, conjunctive use is not 
economical. Directly supplied industries will continue to use 35 to 40 mgd 
of groundwater from the deep sandstone aquifer. With the use of groundwater 
from the shallow aquifer and the regional surface water supply systems out-
lined in this report, municipal use of groundwater from the deep sandstone 
aquifer will be between 20 and 35 mgd. Thus, the total use of water from 
the deep sandstone aquifer may be between 55 and 75 mgd. The total demand 
to be met from Lake Michigan increases from 1190 mgd in 1985 to 1213 mgd in 
2010. With the assumption that phase I of the Tunnel and Reservoir Plan will 
be completed in 1986, there is enough Lake Michigan water available to meet 
these demands. 
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INTRODUCTION 
Northeastern Illinois comprises six counties (Cook,DuPage, Kane, 
McHenry, Lake, and Will) with a population of about 7 million and a land 
area of 3714 square miles. Municipal and industrial water supplies are 
presently obtained from either Lake Michigan or groundwater. 
Northeastern Illinois is one of the most favorable areas in the state 
for groundwater development. It is underlain at depths of 500 feet or 
more by sandstone aquifers that have been used for water supply for over 
100 years. At lesser depths, the area is underlain by sand and gravel and 
creviced dolomite aquifers that are good local sources of groundwater. 
Water from Lake Michigan is used by about 100 towns including Chicago. The 
Fox and Kankakee Rivers are potential sources of water for municipal use. 
Background 
Since the beginning of diversion in 1900, several states have con-
tested the legality of the diversion of lake water for navigation, sewage 
dilution, and water supply by the State of Illinois and its political sub-
divisions. On June 12, 1967, the U.S. Supreme Court entered a decree 
which enjoins the State of Illinois from diverting water from Lake Michigan 
in excess of an annual average flow of 3200 cubic feet per second (cfs) or 
2068 million gallons per day (mgd), and requires the state to apportion 
the flow among its political subdivisions for domestic use and direct 
diversion into the Sanitary and Ship Canal. The Division of Water Re-
sources (DOWR) , Illinois Department of Transportation, held hearings in 
Chicago during 1975 and 1976 to obtain information about the available 
water resources and projected water demands of the towns and other 
applicants for an allocation of Lake Michigan water. The Division of 
Water Resources (1977) issued an allocation of the 3200 cfs in 1977 as a 
result of these hearings. 
The State Water Survey presented testimony on the adequacy of surface 
waters other than Lake Michigan and groundwater to meet water demands on 
a township basis. This testimony was published as Report of Investigation 
83 (Schicht, Adams, and Stall, 1976). Groundwater demands were estimated 
with population and manufacturing employment data provided by the North-
eastern Illinois Planning Commission (NIPC) in 1974. Water demand and the 
unit cost in 1974 dollars of groundwater were computed for each township 
outside of Chicago. Unit costs of water supply from the Fox and Kankakee 
Rivers, groundwater from shallow aquifers in nearby townships, and Lake 
Michigan water purchased from the city of Chicago were given as alterna-
tives to local groundwater development. Other water sources including 
artifical recharge, precipitation augmentation over Lake Michigan, and 
reduction in direct diversion as a result of the Tunnel and Reservoir 
Plan (TARP) were also considered. The report included a summary of water 
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quality data and a discussion of the problems with commingling Lake 
Michigan water and groundwater. Townships in which groundwater avail-
ability from the deep sandstone aquifer was predicted to drop signifi-
cantly by 2010 were identified. 
Preliminary analyses of regional systems supplying lake or river 
water were conducted by Keifer and Associates (1977a). Individual town 
water demands were computed from 1980 to 2010 and compared with local 
groundwater resources. Technical planning policies, based on those pro-
posed by NIPC (1974), were used to select towns (unable to meet projected 
water demands with groundwater only) for each of the regional supply 
systems. The Fox and Kankakee River water supply systems as well as the 
Lake Michigan water supply systems were proposed. The costs were calcu-
lated in 1976 dollars and included provision for engineering and 
contingencies. 
Three-Year Study Plan 
A system study was conceived in July 1976 for optimal development and 
use of the available groundwater and surface water resources to ensure an 
adequate and dependable water supply to all the users in the six counties 
in future years up to 2010. The study is a cooperative effort between the 
Division of Water Resources and the State Water Survey. The broad ob-
jectives achieved in each of the three years of the study plan are given 
below. 
The first year was spent developing data inputs such as municipal 
water requirements from 1980 through 2010; inventorying existing wells in 
sand and gravel, dolomite, and deep sandstone aquifers; and estimating 
expected well capacities and depths in the various townships making up the 
six counties. Cost functions for wells, pumps, water treatment plants, and 
water transport were developed for use in economic analyses of alternative 
water supplies. 
Investigations in the second year focused on: 1) refinement of cost 
functions and development of costs for meeting standards for radioactivity 
in drinking water; 2) the adequacy of groundwater for meeting water demands 
through 2010 and the associated costs; 3) availability of water from the 
Fox, DuPage, and Kankakee Rivers; 4) the optimal combinations of towns 
that can be served with water from the rivers, Lake Michigan, or the city 
of Chicago; 5) the size and cost of reservoirs required by the river water 
supply systems; 6) the feasibility of conjunctive use of groundwater and 
surface water. 
The third-year study produced dynamically optimized systems to meet 
water demands from 1985 to 2010 for each of the six regional systems in-
vestigated during the previous year. Water demands were computed with 
town populations revised by NIPC to be compatible with the projected county 
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populations developed by the Illinois Bureau of the Budget (IBOB) in 1977. 
Costs were computed in July 1980 dollars and include contingencies, 
interest, and inflation factors. 
Project Highlights 
The information in this final report is a concise description of the 
investigations conducted throughout the three-year project. Highlights 
from each subject investigated are presented here to give the reader a 
quick overview and to allow him the option of delving directly into the 
sections of immediate interest. 
Water Demands 
Water use, population, and manufacturing employment data for 1970 
were used to develop water demand predictor equations for each of the six 
counties. In all cases, the multiple correlation coefficient was greater 
than 0.992. Town water demands for future years were projected using the 
appropriate regression equation and a multiplier to account for each 
town's variation from the average relation. The populations used are in 
agreement with the IBOB 1977 county population projections. The total 
water demand of the 273 towns in the six counties increases from 1272 mgd 
in 1980 to 1360 mgd in 2010. 
Water Availability 
The water resources of the area include groundwater in several 
aquifers and surface water in rivers and Lake Michigan. 
Groundwater. The potential yield of the shallow aquifers, both sand and 
gravel and Silurian dolomite, was determined. Potential yield in each 
township was computed with primary development of either the sand and 
gravel or the dolomite aquifer. Twenty-two townships were identified in 
which the potential yield is significantly higher with primary development 
of the sand and gravel aquifer. The total potential yield of the shallow 
aquifers is between 450 and 495 mgd, depending on the aquifer selected for 
primary development in each township. 
River Water. The quantity and quality of water available from the DuPage, 
Fox, and Kankakee Rivers have been assessed for their possible development 
as sources of water supply. Curves have been developed delineating the 
relation between river flow, frequency, and deficit duration in months, 
for each of the three rivers. For developing a supply of about 32 mgd 
from the Fox River at Algonquin, the deficit duration in months varies 
from 1.8 to 3.9 months with drought recurrence intervals varying from 10 
to 40 years. From the Kankakee River at Wilmington, a supply of about 100 
mgd supply can be developed with deficit duration varying from 1.6 to 4.1 months. 
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About 6 to 9 mgd can be developed from the DuPage River. The DuPage River 
has not been considered as a supply source because of poor water quality, 
small quantity, and local opposition to such use. 
Lake Water. The Lake Michigan diversion of 3200 cfs was fully accounted 
for in 1970 by public water supply, lockage and leakage, navigation make-
up water (it equals the difference between the amount of water released 
from the Canal at Lockport in anticipation of a storm and the actual run-
off from that storm, if the actual runoff is less than that expected), 
discretionary diversion, and storm runoff. This implies that no water is 
available to meet increased future demands of current users or for alloca-
tion to new users. However, with partial implementation of instream aer-
ation in 1979, discretionary diversion has been somewhat reduced. The 
completion of TARP phase I in 1986 will reduce discretionary diversion and 
navigation makeup water by 287 cfs. Presumably this 287 cfs (186 mgd) will 
be available to meet public water supply demands. The recent change 
in the storm runoff accounting procedure, based on a pending U. S. 
Supreme Court decision expected in November 1980, will make an additional 
150 cfs (Keifer, 1977b) available for other purposes including water 
supply. Projected use of Lake Michigan diversion is given in Table 68 
of this report. The reduction in projected future population by the 
IBOB in 1977 has lowered the future water demand projections. 
Cost of System Components 
The main components of a regional system are 1) the raw water supply 
from well fields or withdrawal from a river or lake, 2) the treatment 
plant, and 3) the pipeline network for delivering water to a central point 
in each town on the system. Each of these components requires cost 
functions for its various subcomponents. These cost functions were de-
veloped in terms of July 1980 dollars by projecting the trends indicated 
by Handy-Whitman Indexes (Whitman-Requardt, 1978). The increase in treat-
ment cost to reduce radioactivity in groundwater from the deep sandstone 
aquifer to the permissible level and the increase in disposal cost of the 
resulting sludge or brine containing radioactivity were also derived. . 
Capital requirements include capital expenditures with or without in-
flation, interest during construction, and 20% for contingencies. Opera-
tion, maintenance, and repair (OM&R) costs are computed for each system 
component with or without inflation. An interest rate of 8% is assumed. 
Costs for the optimal systems are computed for both 0 and 5% annual in-
flation rates. 
Cost of Groundwater 
The unit cost of developing local groundwater supplies to meet the 
2010 demand of each of the 177 user entities, not using water from Lake 
Michigan or the city of Chicago, was computed in July 1980 dollars. The 
required number of wells was calculated on the basis of meeting 1.5 times 
the average demand, pumping 18 hours per day, and considering the highest 
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capacity well as a standby. The cheaper of the lime-soda or ion-exchange 
softening was considered for the treatment plant. The cost of water at 
the well was calculated on a township basis using the potential yield 
and average well depth and capacity in that township. New wells in the 
deep sandstone aquifer were considered only where present or future water 
demands could not be met from the shallow aquifers alone. 
Regiona1 Systems 
Six regional systems providing surface water to user entities, mostly 
with inadequate shallow aquifer resources, were investigated. These 
supply systems are: Lake County, southern Cook County, DuPage County, 
northwestern Cook County, Fox River, and Kankakee River. Preliminary 
analyses considered a wide range of system configurations, serving from 
a small to a large number of towns, and with considerable overlap of some 
configurations for three of the six systems. Conjunctive use of ground-
water was a key part of the Fox River system, and it was considered as an 
option on several other systems with.towns which have or can develop 
shallow aquifer well fields. The unit costs, towns served, and system de-
mands indicate the more economical system configurations as well as the 
economic feasibility of using surface water resources with or without 
conjunctive use of groundwater. 
One or more of the system configurations for each of the six regional 
systems were selected for optimization over the 25-year period from 1985 
to 2010. The selected configurations were identified as desirable by the 
preliminary analyses, the Division of Water Resources, or the county 
officials. Staged construction of treatment plants and pipeline pumping 
capacity was included in these analyses. Costs were computed with 0 and 5% 
inflation rates, effective July 1980, to assess the effect of inflation on 
the optimal system design. The final choice between direct supply of water 
from Lake Michigan and purchase of water from the city of Chicago for four 
of the six systems will depend on the price charged by Chicago. 
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MUNICIPAL WATER REQUIREMENTS 
Various municipalities in the six-county region satisfy residential, 
commercial, and industrial water demands from groundwater and/or Lake 
Michigan water (water pumped directly from the lake, or treated water 
purchased from the city of Chicago). Water use is measured at the treat-
ment plant for directly diverted lake water or at the master meters in-
stalled on the inflow lines from the supplier. Well water use is generally 
measured at the well head or at the water treatment plant. Therefore, the 
average daily pumpage or use throughout the year, in million gallons per 
day (mgd), generally refers to the raw water entering the treatment plant 
(with the exception of towns using treated water from the city of Chicago) 
and includes the actual domestic, commercial, and industrial water use, 
water used in firefighting and public purposes such as for fountains and 
parks, and water lost in the treatment plant and through leakage in the 
distribution system. Unaccounted-for water equals the amount of water 
pumped or entering the treatment plant minus the amount of water actually 
used or billed on the basis of metered supplies. The unaccounted-for 
water as a percent of total water pumped varies; the higher the percentage 
the more inefficient the water system. A figure of 10 to 15 percent or 
less is deemed to be satisfactory (Howe, 1971; Keller, 1976). Cost of leak 
detection surveys and remedial measures to effect a reduction of about 10 
in the percent unaccounted-for water is usually compensated by savings on 
water over a 6-month period. The higher the percent unaccounted-for water, 
the more pressing and economical are the remedial measures to bring it 
within acceptable limits. 
Most of the towns have a computerized billing system and they can get 
information on total water billed and pumped in a year by a small change in 
the computer program. Some of the towns may be doing so already. Such 
information not only keeps the water authorities informed about their 
system's efficiency but also leads to better management and use of the 
limited water resources of the region. 
Water Use 
The following sources of data were used to determine the average 
water use in the year 1970 for 214 towns in the six counties. 
1) Opinion and Order: In the Matter of Lake Michigan Water Alloca-
tion, LMO 77-1. Division of Water Resources, Illinois Depart-
ment of Transportation, April 1977. 
2) Public water supply data sheets from the Division of Public 
Water Supplies, Illinois Environmental Protection Agency. 
3) Sanitary engineering surveys by the Cook County Department of 
Public Health. 
4) State Water Survey files. 
5) Northeastern Illinois Planning Commission reports. 
8 
6) Telephone inquiries. 
The number of towns per county for which water use data were developed is: 
Town Populations 
The population for the 214 towns was taken from the United States 
Census of Population 1970, Illinois, published by the Bureau of Census,, 
U.S. Department of Commerce. 
Manufacturing Employment 
The Illinois Manufacturers Directory, 1971, was used to aggregate the 
manufacturing employment listed under various industries for each of the 
214 towns. These figures were generally in the same range as developed by 
NIPC from the county totals, though there were some significant differences 
for a small number of towns. 
Data Modifications 
Some examples of data modifications, carried out before performing 
statistical analyses, are: 
1) North Chicago (Lake County) water use, excluding water supplied to 
the Great Lakes Naval Training Center, was 3.57 mgd during the 
year 1970 for a population of 18,000. 
2) Industrial employment for Northlake (Cook - DuPage Counties) does 
not include some 11,600 employees of GTE Automatic Electric which , 
according to 1974 IEPA, uses only 0.1 mgd from the town's water 
supply. 
3) Water use for Lemont (Cook County) does not include water supplied 
to Argonne National Laboratory, and the industrial employment also 
excludes 5,000 shown in the Illinois Manufacturers Directory for 
the laboratory. 
4) Hebron (McHenry County), 1970 population of 781, used 0.17 mgd in 
1970 but 0.1 mgd was used by the Kenosha Meat Packing Company with 
150 employees. These employees and 0.1 mgd were excluded from the 
total employees and water use. 
9 
5) Woodstock (McKenry County), 1970 population of 10,226, used 2.40 
mgd in 1970 but 1.0 mgd was used by the Woodstock Die Casting 
Company. This use was treated in the same manner as for Hebron. 
Water Use, Population, and Employment Relationships 
The following two models were tested to assess the relative impact of 
manufacturing employment, I, on the water use, Q, of a town with the 1970 
population, P. 
Note: R = multiple correlation coefficient 
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in which Q is the average water use in mgd (recorded at the water treatment 
plant) over the year; P is the population from the 1970 census; I is the 
manufacturing employment from the 1971 Illinois Manufacturers Directory, 
a is a coefficient, and a and β are exponents. The second model was found 
to be superior to the first because equation 1 implies a constant 
multiplier for a given I/P ratio irrespective of the magnitude of P. It is 
believed that water use increases with increase in P for a given value of 
I/P according to equation 2. 
The results of multiple regressions for each of the six counties are 
given in table 1. Equation 2 was transformed to equation 3 for conducting 
regression analyses: 
Four towns were dropped from a total of 118 in Cook County because the per 
capita water use was much higher than the others. These were Glencoe, 
Rosemont, Stickney, and Winnetka. Similarly, Lake Forest and Highland Park 
were dropped from the 28 towns in Lake County. 
α + β ( I / P ) 
Table 1. Regression Parameters with Model: Q = a P 
Development of Multipliers 
A list was prepared of the 273 user entities or towns in the six 
counties. Many of the towns added to the 214 used in the regression 
analyses had partially developed water supply systems in 1970 or the 
development took place later. The water use data for the added towns was 
estimated for the year 1970 assuming fully developed supplies. 
The 1970 water use for each of the 273 user entities (with the ex-
ception of Chicago) was computed with the applicable model parameters in 
the table and the P and I data. The ratio of actual 1970 Q to that com-
puted according to the model is designated as multiplier K. It reflects 
the variation of water use from the average relation depending on the 
particular use and system characteristics of a particular town. 
Estimated Future Water Requirements 
NIPC (1976) had prepared projections of manufacturing employment, I , 
and population for the years 1970, 1980, 1985, 1990, 2000, and 2010 for all 
towns in northeastern Illinois. The manufacturing employment figures were 
developed from the county to the township to the town level. The following 
procedure was used to compute the manufacturing employment, I, in future 
years from the corresponding NIPC values: 
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The future water requirement, in mgd, was computed from 
in which P and I refer to future estimates of population and manufacturing 
employment. 
The Illinois Bureau of the Budget (IB0B) revised its population pro-
jections in 1977. The 1976 NIPC populations are in general agreement with 
1976 IBOB figures, but are up to 12 percent higher than the 1977 IBOB 
estimates. These population projections, in millions, for the six-county 
area are: 
The 1970 census population was 6.995 million and the census bureau 
estimate for 1975 was 7.015 million. The State Water Survey (SWS) re-
quested the Division of Water Resources for revision of NIPC estimates 
so the county population projections would agree with those of the IBOB 
1977. The old and new total populations, in millions, for the 273 towns 
are: 
The difference of 0.25 to 0.30 million in IBOB (1977) and NIPC (1978) 
figures is the result of the IBOB total being for six counties and the 
NIPC total being for 273 user entities or towns. 
The new populations were used with the original manufacturing employ-
ment data to generate new water demands for the 273 towns. Use of the 
original manufacturing employment results in slightly higher estimates 
of water demand for the towns with lowered population estimates. The use 
of the same manufacturing employment implies that the industrial activity 
is not affected by a small decrease in projected population. The original 
and revised water demands, in mgd, for the 273 towns as well as 1976 NIPC 
demands are: 
Part of the difference between the NIPC 1976 and SWS 1977 demands can 
be attributed to the inclusion of some of the self-supplied industrial 
water use (46.3 mgd in 1970) in its demand projections by NIPC. The re-
maining difference is caused by the use of different water demand functions. 
No allowance has been made for any reduction in water use from possible 
water conservation measures. The K factor, 1970 water use, and projected 
water demands for each of the 273 user entities are listed in table 2. 
Some Water Conservation Measures 
Measures that will aid in the reduction of water waste are: good 
accounting of water pumped and actually used; satisfactory operation, 
maintenance, and repair of the water supply system; a savings oriented 
water rate structure; and the use of water saving devices in new and 
rehabilitated developments. 
Unaccounted-for Water 
An effort was made to explain the variation in unaccounted-for water 
reported by more than 100 towns in Cook County (Division of Water Re-
sources, 1977). Generally, towns with moderate-to-large water use 
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Table 2. Estimated Water Demands in mgd for Selected Years 
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Table 2 . Continued 
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Table 2. Continued 
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Table 2. Continued 
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Table 2. Continued 
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Table 2. Continued 
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Table 2. Concluded 
*Chicago reported a water use of 867 mgd in 1970. Keifer & Associates are 
using demands of about 840 mgd for Chicago from 1980 to 2010 in a current 
study for the Division of Water Resources. 
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reported a greater percent of unaccounted-for water than those with lower 
water use. Plausible reasons are older systems and absence of leak de-
tection surveys followed by remedial measures. It is imperative that all 
municipalities keep monthly and yearly records of water pumped to the 
treatment plant and that billed to the customers, so that an excessive 
unaccounted-for water problem may be recognized and rectified. 
Water Rate Structvre 
The water rate structure in most of the towns has a decreasing charge 
with an increase in consumption, a vestige of the principle of the 
economy of scale when resources are plentiful. Excessive water use not 
only increases the cost of extra water, but also increases the volume 
entering the wastewater treatment plants, necessitating plant expansions 
and higher operation, maintenance, and repair costs. The increase in 
effluent from wastewater plants may require advanced treatment because of 
a reduction in the dilution ratio based on the 7-day 10-year low flow in 
the area streams. Water rate structure should be based on the considera-
tion of limited resources and other externalities in order to foster an 
optimal use of water for domestic, commercial, and industrial purposes. 
Miscellaneous 
Residential water metering programs need to be actively pursued in 
the city of Chicago and some other towns with moderate-to-large water 
use. Generally, a savings of 10 to 20 percent in water use can be 
effected by metering. Use of water saving devices in new or rehabilitated 
developments may reduce the household water use by 10 to 20 percent. This 
may result in lower water bills for homeowners, but will not significantly 
reduce the cost of water supply. Conservation measures may increase the 
adequacy of a water system designed for 2010 to say 2025 or 2040. For 
instance, excluding Chicago, the new demand projections increase from 
458.1 mgd in 1980 to 601.3 mgd in 2010. This is an increase of about 
5 mgd per year. A 10 percent reduction in the 2010 demand is 60 mgd 
which is equivalent to 12 years of growth at 5 mgd per year. Thus the 
positive effects of conservation are saving the resource for future use 
and postponing the need for new sources of water and expanded conveyance 
systems and treatment plants. 
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POTENTIAL YIELD OF SHALLOW GROUNDWATER AQUIFERS 
In 1966, the Water Survey estimated the potential yield of the shallow 
groundwater aquifers in the six-county region to be 507 mgd (NIPC, 1966). 
Moench and Visocky (1971) revised the yield estimate to 445 mgd using all 
the data available at that time. Estimates of the potential yield by town-
ships (Schicht et al., 1976) add up to 455 mgd. The difference between 
the 1966 and the 1971 estimates is largely caused by a reduction in the 
yield in the western part of the area where the Maquoketa shale is the upper-
most bedrock and by the elimination of the potential yield for the areas with 
extremely low well yields. The small difference between 1971 and 1976 esti-
mates is caused by a greater detail of computation and smaller and more 
numerous subareas used in the 1976 study. 
The exact location and extent of the sand and gravel aquifer are not 
known. The areal extent and thickness of the Silurian dolomite aquifer are 
better known, but information on the distribution of water-bearing cracks, 
crevices, and solution channels is lacking. Recharge is generally adequate 
to provide the projected yield on a regional basis, but some test drilling 
may be necessary to locate and to design an adequate and economical well 
field. The well yields may vary by a factor of 10 or more (Csallany and 
Walton, 1963). Either a suitable test-drilling program or drilling 2 to 3 
times the required number of well holes may be needed to locate sufficiently 
high capacity wells. 
The distribution of the Silurian dolomite aquifer over the area is well 
known. On the other hand, the sand and gravel aquifer covers only certain 
parts of the area and its local areal distribution needs to be verified. 
More drawdown is available in the dolomite aquifer. Because of these and 
some other considerations, the potential yield estimates made in the past 
were based on the assumption of developing first the dolomite aquifer and 
then the sand and gravel. The data compiled on shallow aquifer wells in 
present use indicate greater development of sand and gravel in some townships 
(with Silurian dolomite either missing or thin) than that estimated with 
dolomite as the primary aquifer. Primary development of dolomite assumes 
maximum possible recharge to the Silurian dolomite and hence maximum with-
drawal from it. With the primary development of dolomite, recharge first 
meets the recharge requirements of the dolomite aquifer, and the balance, if 
any, is available for pumping from the sand and gravel aquifer. If the sand 
and gravel aquifer is selected for primary development, recharge to the 
dolomite is limited to the amount that cannot be practically developed from 
the sand and gravel aquifer. Detailed computations were carried out to 
estimate the yields with sand and gravel aquifers as the primary source. The 
information on the yields computed from the two bases should help in optimal 
use of the groundwater resource. 
It is not practical to develop groundwater well fields in the four 
cross-hatched townships shown in figure 1 because they are completely urban-
ized. Fifteen more townships are almost completely urbanized and full de-
velopment of their groundwater potential is doubtful. All of these townships 
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Figure 1. Location map and urbanized townships 
22 
receive water from Lake Michigan, either directly or through Chicago. An 
additional 18 townships are more than 50 percent urbanized and optimal de-
velopment of well fields therein will pose some problems and difficulties. 
Some of these townships have already developed their potential yield. Vari-
ous townships, shown in figure 1, have been so labelled by a perusal of the 
1979 Illinois Highway Map. 
Potential Yields 
The potential yield of an aquifer is defined as the maximum amount of 
groundwater that can be developed from a reasonable number of wells and well 
fields without creating critical water levels or exceeding recharge (Schicht 
et al., 1976). The potential yield of an aquifer is less than the ground-
water recharge which equals the product of the recharge rate and the area. 
No well field can be devised which will divert all of the recharge into the 
pumping cones. Development of an aquifer for water supply may reduce ground-
water contribution to the surface streams (thus reducing their base flow) and 
groundwater flow to other areas of the aquifer. 
Dolomite as the Primary Aquifer 
The shallow aquifer potential for the six-county area was estimated 
with the Silurian dolomite as the primary aquifer (Moench and Visocky, 1971; 
Schicht et al., 1976). The sand and gravel aquifers in the glacial drift 
were considered complementary to the dolomite where their development would 
reduce recharge to the dolomite. In such areas, the shallow aquifer poten-
tial yield equals the potential yield of the dolomite aquifer. In areas 
where shales or shaly dolomites are present in the upper portion of the 
dolomite aquifer and limit the recharge rate to it, the yield from the 
sand and gravel supplements that from the dolomite. The potential yield of 
the shallow aquifers was computed with the maps showing recharge rates to 
and areal distribution of these aquifers. A sample computation for a town-
ship is given in table 3A. The C factor, generally 1.0 for dolomite and 0.5 
for sand and gravel, is based on well-field data and represents the fraction 
of recharge that may be diverted into the pumping cones. The values of C 
used in computing potential yields were taken from Circular 102 (Moench and 
Visocky, 1971). Figure 2 shows the distribution of the various aquifers. 
The water that is not diverted into the pumping cones leaves the 
aquifer as lateral outflow or baseflow to the streams. Column 3 in table 
3A is the probable recharge rate which depends on the thickness, vertical 
permeability, and head in the overlying glacial till or shale. In the sample 
township, 5.6 sq mi of dolomite has a very low recharge rate. This can be 
caused by the absence of the upper Silurian (Niagaran) formation or by the 
presence of a shale layer as the uppermost bedrock. For the township under 
consideration, it is caused by the absence of the upper Silurian dolomite. 
Column 4 shows the recharge passed through the sand and gravel aquifer to 
assure the maximum recharge rate to the dolomite. The interbedded and basal 
sand and gravel aquifers are tabulated only where they overlie dolomite with 
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Table 3. Sample Computation of Potential Yield of Shallow Groundwater Aquifer 
(Township: No. 11, T44N R7E, Dorr; McHenry County) 
A. With Primary Development of the Silurian Dolomite 
B. With Primary Development in Sand and Gravel 
Note: S= surficial; I= interbedded; B= basal sand and gravel; 
and D = dolomite aquifer 
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Figure 2. Distribution of surficial, interbedded, and 
basal sand and gravel; and dolomite aquifers in 
Dorr township, No. 11, T14N, R7E 
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a recharge rate less than that for the overlying interbedded or basal aquifer. 
Everywhere else, the interbedded or basal sand and gravel has the same re-
charge rate as the dolomite and the net recharge to these aquifers is zero. 
Column 5 shows the net recharge rate to the aquifers. The sand and gravel 
aquifers have a useable potential yield only where they have a net recharge 
rate when primary development of the dolomite aquifer is considered. 
The yield computations were made in this fashion for all the townships. 
The potential yield for the shallow aquifer as well as the component yields 
for the dolomite and sand and gravel with the primary development in the 
Silurian dolomite are given in figure 3. 
Sand and Gravel as the Primary Aquifer 
In Woodstock in McHenry County and in the Hadley Valley aquifer in Will 
County, much larger quantities of groundwater are developed from sand and 
gravel aquifers than indicated with dolomite as the primary source. To 
accommodate these differences and to assess the effect of using sand and 
gravel for primary development, the potential yields for all the townships in 
the six-county area were calculated. The maps delineating surficial, inter-
bedded, and basal sand and gravel aquifers and their appropriate recharge 
rates were used. The recharge rates generally decrease downward because of 
rather low permeability of the glacial till. The recharge rate to the next 
underlying aquifer was assumed to be one-half that of the aquifer under con-
sideration. The distribution of shallow aquifers in Dorr township is shown 
in figure 2. The yield computation for this township is given in table 3B. 
The potential yield is computed for each aquifer layer or unit start-
ing from the uppermost. In sequence 'a' (all combinations of units with 
surficial sand and gravel) in table 3B, one-half of the recharge to the sur-
ficial aquifer contributes to the potential yield of that aquifer and one-
half is passed on to the next lower unit — interbedded, basal, or dolomite. 
Recharge to the succeeding unit is one-half of that to the preceding unit. 
In the dolomite, the entire recharge to the dolomite is considered develop-
able. It may be stressed that a relatively less permeable till or shale can 
limit the recharge rates to the lower aquifers. The dolomite recharge rate 
in column 5 and line 14 under sequence 'c' (basal sand and gravel) is 0.012 
mgd per square mile instead of one-half of 0.175 because of the absence of 
the upper dolomite as mentioned earlier. Since the maximum potential yield 
is derived from the sand and gravel aquifers, the total area of each aquifer 
unit is accounted for in this scheme. 
The potential yield for this township is 6.404 mgd with dolomite as the 
primary and 7.103 mgd with sand and gravel as the primary. However, the sand 
and gravel contribution changes from 1.017 to 4.121 mgd. Where surficial 
sand and gravel is present over a large part of the area, there is a signif-
icant increase in shallow aquifer potential yield. The increased development 
possibility in the sand and gravel aquifer decreases recharge to the dolomite 
and hence its yield. The potential yield estimates with primary development 
in sand and gravel are given in figure 4. 
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Figure 3. Potential yield, in mgd, of shallow aquifers 
with primary development of Silurian dolomite 
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Figure 4. Potential yield, in mgd, of shallow aquifers with 
primary development of sand and gravel 
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Table 4. Shallow Groundwater Aquifer Potential with Primary 
Development in Silurian Dolomite or Sand and Gravel 
*The 4 townships cross hatched in figure 1 are excluded from 
potential yield calculations. 
Note: S&G = sand and gravel; D = dolomite aquifer 
Comparison of Yields 
Shallow aquifer potential for each of the six counties considering pri-
mary development in the Silurian dolomite or the sand and gravel aquifer is 
given in table 4. The potential yield with either development is practically 
the same for Cook, Du Page, and Will counties. When sand and gravel is con-
sidered as the primary aquifer, an increase in potential yield of 11.5, 6.1, 
and 23.8 mgd is indicated for Kane, Lake, and McHenry counties, respective-
ly. The increase is mostly attributed to a decreased amount of lateral out-
flow from the sand and gravel aquifers and the development of large sur-
ficial aquifers with high recharge rates. The magnitude of this increase 
depends on the areal extent of the surficial sand and gravel aquifers, and 
the absence of the upper Silurian dolomite or the presence of shales over-
lying the dolomite. 
The relative importance of sand and gravel and dolomite aquifers differs 
with the selection of one or the other for primary development. For primary 
development in sand and gravel aquifers, their potential of 212.4 mgd is about 
3 times the yield of 72.4 mgd with dolomite as the primary aquifer. The dol-
omite aquifer potential with its primary development is 378.5 mgd compared 
with 283.1 mgd when sand and gravel is considered the primary aquifer. There 
are 22 townships showing 1.0 mgd or more increase in potential yield with the 
primary development in sand and gravel; their total increase is 35,8 mgd. 
Similarly, 37 townships show an increase of 0.5 mgd or more, with a total of 
45.8 mgd. 
The choice of aquifer, sand and gravel or dolomite, for primary develop-
ment will be determined by the technical feasibility and the economics of re-
source use. The groundwater resource forms an integral part of any regional 
optimization scheme. A choice will be made for each community as to whether 
the primary development of one or the other shallow aquifer will be optimal. 
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Sand and gravel aquifer development may be economical where it increases 
yields significantly and where limited test drilling is needed for delin-
eation of the aquifer. In other areas, as well as in areas where the sand 
and gravel aquifer cannot support high yield wells, the primary development 
of the dolomite aquifer will be more desirable. 
Effect of Urbanization on Potential Yields 
Figure 1 shows that there are 15 townships that are almost fully ur-
banized and are served with Lake Michigan water, directly or through Chicago. 
If they are excluded from development of shallow aquifers, the potential 
yield will be reduced by 49.1 mgd with dolomite as the primary aquifer and 
51.1 mgd with sand and gravel as the primary aquifer. The development of 
sand and gravel aquifers may not be feasible in these townships, but it 
should be possible to develop the dolomite aquifer in some of them. Be-
cause of the uncertainity about the areal extent, thickness, and trans-
missivity of the sand and gravel aquifers, a test drilling program is a 
prerequisite to design a suitable well field. This type of drilling pro-
gram is impractical in heavily built-up areas. It may be of interest to 
note that only 2.1 mgd is contributed by a sand and gravel aquifer out of 
a total of 49.1 mgd with the primary development in the dolomite aquifer. 
The potential yield includes current pumpage so that the amount of 
water available for future development is the difference between the 
potential yield and the present pumpage. 
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AVAILABILITY OF WATER FROM FOX, DU PAGE, AND KANKAKEE RIVERS 
The quantity and quality of water available from the Fox, Du Page, and 
Kankakee Rivers in northeastern Illinois were investigated to assess the po-
tential of these sources for water supply. The gaging stations, the drain-
age areas, the 7-day 10-year low flows (Q7,10), and the years of daily flow 
data used are: 
The 7-day 10-year low flow values (Singh and Stall, 1973) apply to the 1970 
condition of effluents discharged to the receiving stream. 
Low Flow Statistics 
The 7-, 15-, and 31-day low flows for the months of January through 
December for each year of the flow record at the four gaging stations were, 
computed with the use of the daily flow data stored on DISK and a computer 
program specifically prepared for this purpose. The 31-day low flow in any 
month could have 0 to 15 days in the preceding or succeeding month. Sim-
ilarly, the 15- and 7-day low flow could have 0 to 7 and 0 to 3 days in the 
preceding or succeeding month, respectively. The low flows in each year 
were adjusted for the effluent flow condition in 1970 for which the Q7,10 
values hold. Curves of relation were developed for the effluent dis- ' 
charge to the stream during dry weather conditions versus the calendar year, 
for each of the towns above the 4 gaging stations. There were 4 towns above 
Algonquin, 20 towns above Dayton, 22 towns above Shorewood, and 3 towns above 
Wilmington. The sum of these effluents entering the Fox, Du Page, and Kanka-
kee River above the gaging stations of interest is plotted in figure 5 with, 
respect to time. The low flow in a particular year was adjusted by adding to 
it the difference between the 1970 effluents and the effluents for the year 
under consideration. For example, the 1950 low flow adjustment for the Fox 
River at Dayton equals 54.12 - 26.11, or 28.01 cfs. 
Flow-Deficit-Duration Frequency 
From the adjusted 7-, 15-, and 31-day low flows during January to 
December for each year of the flow record, deficit durations at different 
levels of flow were tabulated at the four gaging stations. As an example, a 
part of the information covering years 1961 -through 1970 for the 31-day low 
flows in the Fox River at Algonquin is shown in table 5 which shows the 
month and the middle of the 31-day low flow period when the flow was less 
than the desired flow. Deficit durations at different recurrence intervals 
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Figure 5. Effluents entering the Fox, Du Page, and Kankakee 
Rivers upstream of the gaging stations 
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Table 5. Nonavailability of Water from the Fox River at Algonquin 
(from 31-day low flow information) 
Notes: 1) M denotes the month. D denotes the date of the middle of the 
31-day period, in the month on the preceding line. 
2) 100 cfs is available in any month. More than 175 cfs is 
available at all times in years 1961, 1962, and 1967-1970. 
Table 6. Available Flow, Deficit Duration, 
and Recurrence Interval Information 
Note: Above deficit durations may be increased by one-half month to allow 
flow variations within the deficit duration. 
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for each of the selected flow levels were determined from deficit duration 
versus probability graphs. The final information is presented in figures 6 
and 7. 
Availability of Water 
It is assumed that no withdrawals from the river for water supply pur-
poses will be made when the flow is equal to or less than the 7-day 10-year 
low flow. River flow in excess of the Q7,10 can be pumped for water supply 
as needed. Usually, this pumpage will not vary considerably over the year. 
Availability of flow in cfs and in mgd and the associated deficit durations 
in months for recurrence intervals of 10 to 40 years are given in table 6. 
For a 40-year drought, the deficit duration lies usually between mid-June 
and mid-October at Algonquin, between mid-May and mid-October at Dayton for 
the Fox, and between mid-September and mid-January for the Du Page and 
Kankakee Rivers. 
Water Quality 
The Water Survey has data for numerous water quality parameters stored 
in readily accessible computer storage from samples of surface and ground-
water taken all over the state. The data for the Fox River at Algonquin 
and at Dayton, Du Page River at Shorewood, and Kankakee River at Wilmington 
were printed out separately by months — January through December. The 
means and standard deviations for each of the 12 months at a gaging station 
were computed for the following parameters: iron (Fe), manganese (Mn), 
calcium (Ca), magnesium (Mg), strontium (Sr), sodium (Na), potassium (K)| 
ammonium (NH4), barium (Ba), copper (Cu), lead (Pb), lithium (Li), nickel 
(Ni), zinc (Zn), phosphates (PO,), silica (Si02), fluoride (F), boron (B), 
nitrate (NO ), chloride (C1), sulphates (SO,), alkalinity, and hardness. 
Water quality information developed is shown in table 7 for 5 parameters: 
NO , Fe, PO,, NH4, and hardness. Quality of water is such that it can be 
treated by conventional means. Fox River water quality at Algonquin is 
better than at Dayton. Kankakee River water is of good quality. Du Page 
River water is inferior in quality to both Fox and Kankakee waters. 
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Figure 6. Duration and frequency of flow deficiency 
in the Fox River at Algonquin and at Dayton 
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Figure 7. Duration and frequency of flow deficiency in the Du Page 
River at Shorewood and the Kankakee River at Wilmington 
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Table 7. Quality of Water in Fox, Du Page, and Kankakee Rivers 
(Concentration in mg/1) 
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COST FUNCTIONS FOR WATER SUPPLY SYSTEM COMPONENTS 
Cost functions for pipelines, pumping stations, wells, well pumps, 
reservoirs, intake structures, and water treatment plants, in terms of 
July 1980 dollars, have been used to develop the cost of water supply 
systems. These cost functions for construction and operation, maintenance, 
and repair (OM&R) are intended for use in planning and system studies. The 
economically feasible water supply systems selected from these studies will 
require detailed engineering design and cost estimates. 
The Handy-Whitman Index (HWI) of Water Utility Construction Costs 
(Whitman et al., 1978) was used to convert the cost functions in terms of 
July 1976 dollars given in the Interim Reports of 1977 and 1978 to July 
1980 dollars. From 1980 to 2010 the annual inflation rate is assumed to be • 
either 0 or 5 percent. Inflation after 1980 is accounted for in the com-
puter programs developed for system-staging details and unit cost of water 
from year to year. Land costs for reservoirs and for acquiring rights-of-
way for pipelines are adjusted to July 1980 dollars by using Farmland Index 
Numbers (FIN) given by Reiss (1978). The HWI and FIN have been extrapolated 
to July 1980 from the indexes and numbers available in 1978. 
Capital requirements in 1985 include, in July 1980 dollars, capital 
outlays, interest charges during construction, added costs due to inflation 
from 1980 to 1985 on account of construction over a period of 2 to 5 years, 
and contingency costs. The contingency cost has been taken at 20 percent 
of the capital expenditure and interest and inflation costs. The 20 percent 
comprises 12 percent for engineering, 5 percent for unforeseen items, and 
3 percent for bond floatation. Interest and inflation during construction 
depend on the construction schedules which are specified for each system 
component. The 1985 capital cost is converted to an annual cost by means 
of a capital recovery factor (CRF) which is given by: 
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in which i is the interest rate in decimal fraction and n is the amortiza-
tion period in years. The amortization period, capital recovery factor, 
and cost indexes in July 1976 and July 1980 are given in table 8 for each 
system component. 
Operation, maintenance, and repair (OM&R) costs have been estimated 
in July 1980 dollars for each system component. Electric power costs are 
computed with the Commonwealth Edison Company rate schedule (applicable 
from October 14, 1977) for municipal use. The schedule is; 
For the first 100,000 kwh/month 2.45ç/kwh 
For all over 100,000 kwh/month 1.99ç/kwh 
Table 8. Construction Cost Parameters 
Note: Index values give HWI for all components except land for which 
they represent FIN. 
The 2.45ç/kwh rate for the first 100,000 kwh in a month assumes a monthly 
power variation small enough to obtain a 10 percent load factor discount. 
Annual electric charges are calculated from the monthly kwh and applicable 
electric rate, summed over the 12 months in a year. 
For intermediate pumping capacities, the larger diameter is used. 
The cost of a pump includes the pump and motor, their installation, 
electrical wiring, meters, connections, etc. The two types of pumping 
installations in use are the vertical turbine pump and the submersible 
turbine pump. The choice of one or the other depends on the preferences 
of the engineering consultant, well driller, and the municipal authorities 
who are guided by their past experience. From data on the wells drilled 
over the last 70 years in northeastern Illinois, the useful life of a well 
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Wells and Pumps 
The cost of constructing a well depends on the type of aquifer, the 
need for a well screen and/or gravel pack, and the diameter and depth of 
the well. The diameter of a well depends on the expected well capacity 
and the size of the pump required. Well diameters for various pumping 
rates or well capacities (Smith, 1961) used in Illinois are: 
in a sand and gravel aquifer can be taken as 25 years and in Silurian 
dolomite and deep sandstone aquifers as 50 years. Well pumps are assumed 
to have a useful life of 10 years with normal operation and maintenance. 
Gibb and Sanderson (1969) presented equations for computing well 
costs in sand and gravel, dolomite, and deep sandstone aquifers for 
several ranges of well diameters. The well costs for the specified ranges 
are a function of the well depth alone; the coefficient and the exponent 
in the equations vary with the well diameter and the type of aquifer. A 
preliminary analysis indicated that the fixed cost as a percent of total 
well cost is considerable in the case of sand and gravel wells, but that 
it is less with dolomite wells and least with deep sandstone wells. An 
effort was made to derive three general cost equations, one for each 
aquifer, from which a well cost could be determined. It is recognized 
that the cost of a particular well may differ from that given by the 
developed equations because of site access or local geologic conditions. 
Normal well development and pumping test costs are included. Shooting 
and associated bailing and retesting would increase the cost of a well 
requiring special development. Cost data were collected for wells drilled 
and well pumps installed in northeastern Illinois between 1974 and early 
1978 to check the cost functions in the 1977 Interim Report. Adequate 
information was obtained for 4 gravel-packed wells in sand and gravel, 5 
wells in Silurian dolomite, and 10 wells in the deep sandstone aquifer. 
Similar data were also obtained for 4 well pumps in the shallow aquifers 
(sand and gravel or Silurian dolomite) and for 6 well pumps in the deep 
sandstone aquifer. Analysis of these data yielded the multipliers listed 
below which need to be applied to the cost functions in the 1977 Interim 
Report. 
These multipliers are included in the final cost equations for wells and 
well pumps. 
Well Costs 
Wells are assumed to be constructed and well pumps installed in one 
year, for example from July 1984 to June 1985. The cost of a gravel-
packed well, WCsg, in the sand and gravel aquifer is given by 
WCsg = 7320 + 465D + 9.3d D (6) 
in which WC is the well cost in July 1980 dollars, D = bottom casing 
diameter in inches, and d = well depth in feet. The cost of a well in 
the Silurian dolomite, WCsd, is 
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in which x = D - 6 and D = bottom bore hole diameter in inches. In 
computing deep sandstone well costs, the well diameters for pumping rates 
of 350, 700, and 1000 gpm have been taken as 10, 12, and 15 inches, 
respectively. The cost of a deep sandstone well, WCds, is given by 
ds 
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Well Pump Costs 
Installed costs of vertical turbine pumps (line-shaft) and submersible 
turbine pumps, including motors and electrical appurtenances, are given by 
Gibb and Sanderson (1969) in terms of 1966 dollars. Singh et al. (1972) added 
$800, 1964 prices, for a pump enclosure to the cost of vertical turbine 
pumps. In July 1980 dollars the cost functions for well pumps in shallow 
aquifers including motor, electrical equipment, and installation are; 
in which PC is the pump cost and subscripts tp and sp denote vertical 
turbine and submersible turbine, respectively; Q and H are the pump 
capacity in gpm and total dynamic head in feet, respectively. Total head 
is obtained by adding 25 feet to the pumping lift to furnish raw groundwater 
to a treatment plant or a transmission line. Any additional head required 
would be considered under the cost of transporting water. 
The pumping lift for shallow aquifers is determined from ground surface 
elevation, static water level, and drawdown. The less expensive type of 
pump is assumed in computing the cost of shallow groundwater. Submersible 
turbine pumps are cheaper if less than 20 horsepower is required. Deep 
sandstone wells are mostly high capacity and have high pumping heads. 
Vertical turbine pumps will be more economical for such wells. The cost 
of vertical turbine pumps, in dollars, for deep sandstone wells, PC, , is 
The pumping head in the deep sandstone aquifer is determined from pumping 
levels obtained from the digital computer model of that aquifer. 
Annual Operation Costs. 
The annual cost of electricity for pumping is obtained with the 
electric power cost schedule and the annual electric consumption which is 
given by: 
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where Q is the average pumping rate in mgd, and E is the annual average 
efficiency taken as 0.6. The annual operation, maintenance, and repair 
cost for a municipal well field in July 1980 dollars is given by: 
in which NW = number of wells. 
In addition, costs are incurred for rehabilitation of dolomite wells. 
A dolomite well generally needs rehabilitation by acidizing once every 
25 years on the average (Schicht et al., 1976). An addition of $1.20 per 
gpm of well capacity is made to the OM&R cost to allow for the rehabilita-
tion cost incurred once over the 50-year useful life of a dolomite well. 
Reservoir Costs 
The reservoir storage, S, is designed to meet 1.2 times the average 
yearly demand in mgd during a 40-year drought and the evaporation and 
leakage loss (taken as 1.5 times the evaporation during the critical 
drought duration). The reservoir water surface area, A, in acres is 
obtained from Dawes and Wathne (1968) 
where S is in acre-feet. Area acquired for the reservoir, embankments, and 
access roads will be 1.5 times A. An intake structure will be constructed 
in the river for pumping water to the reservoir. 
Reservoir Cost 
The reservoir construction cost, RC, following the expression given by 
Dawes and Wathne (1968), in July 1980 dollars is 
in which LC is the land cost in dollars per acre. Construction is assumed 
to occur between July 1980 and June 1985 according to this schedule: 0.05, 
0.20, 0.35, 0.30, and 0.10 from the first to the fifth year. Land is 
assumed to be purchased during the second half of 1980. 
Intake Structure Cost 
Singh et al. (1972) gave an expression for the cost of a reservoir or 
river intake structure. The construction cost of an intake structure, IC, 
in 1980 dollars is 
Water Conveyance System 
Water will be conveyed by a network of pipelines from the source, 
whether groundwater or surface water, to the user towns or entities. The 
conveyance network will have pumping stations to keep the pressure in the 
system between 25 and 300 feet of water. The pipeline will be optimal in 
the sense that the unit cost of conveyance will be minimum. It will be 
adequate to meet the varying water demand expressed in terms of the demand 
factor (ratio of the demand to the average demand) and the fraction of time 
a factor is to be met. Additional storage to meet hourly demand variations 
will be provided by each town according to its particular needs. 
Six components of conveyance cost (Singh, 1971) are: 1) pipeline con-
struction cost, 2) pipeline maintenance cost, 3) easement cost, 4)pump-
ing station cost, 5) pumping cost, and 6) pumping station OM&R cost. 
Conveyance pipeline systems are assumed to be constructed between July 1980 
and June 1985 according to the schedule: 0.05, 0.20, 0.35, 0.30, and 0.10 
from the first to the fifth year. Pipelines for local groundwater col-
lection systems are assumed to be constructed in 1984-1985. Study of some 
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in which Q is the average withdrawal in mgd. The intake structure is 
assumed to be built in 1984-1985. 
OM&R Cost 
Annual operation, maintenance, and repair cost for a reservoir and 
intake structure, in 1980 dollars is computed from 
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recent engineering reports on water supply for northeastern Illinois in-
dicated the need for increasing the cost of pipeline construction. Such 
an increase is dependent on the depth at which pipe is to be laid, 
drainage, road and highway crossings, extra costs involved in directing 
and routing traffic, limited easements and workspace in and around 
medium to large size towns, number of other utility lines to be crossed, 
any breaking of pavements, etc. The increase in cost is achieved by the 
use of a multiplier, which varies from 1.0 to 2.0. It is 3.0 for under-
water pipelines to intakes in Lake Michigan. 
Pipeline Construction Cost, C1 
The cost C1 in dollars is obtained from 
in which L is length in miles, D is inside pipe diameter in inches, and 
M is a multiplier. 
Pipeline OM&R, C2 
Annual pipeline operation, maintenance, and repair cost in dollars 
is given by 
Easement Cost, C3 
The easement cost in dollars of the right-of-way lands for the 
pipelines is given by 
Pumping Station Cost, C4 
The construction of a pump station complete with installation of 
pumps in July 1980 dollars is 
in which h equals maximum head at 1.8 times the average flow and HPmax 
is the maximum installed horsepower. 
Annual Energy Cost, C5 
The annual cost of energy depends on the horsepower actually ex-
pended (varying with the varying pumpage demand) integrated over the year. 
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The annual energy cost, C , is the product of the annual kwh and the 
appropriate value from the rate schedule. 
Pump Station OM&R, C6 
This cost includes oiling, painting, routine checking, servicing, and 
repairing or renewing worn-out parts. The annual cost in dollars is 
Water Treatment 
Water treatment costs in two recent regional studies of northeastern 
Illinois (Schicht et al., 1976; Keifer, 1977a) were based on the cost 
functions in State Water Survey Technical Letter 11 (ISWS, 1968) and 
Circular 102 (Moench and Visocky, 1971) . The unit treatment costs de-
veloped in this study considered the information from these publications 
together with that from three others (Howson, 1962; USEPA, 1977: and 
Volkert, 1974). 
Because hardness of water, concentration of suspended solids, and other 
water quality parameters vary with the source of water, water treatment 
requirements are considered for the average raw water quality from each 
source. Lake Michigan water will be treated by coagulation, sedimentation, 
filtration, and disinfection. The water from the Fox and Kankakee Rivers 
will not only be similarly treated but also softened to the hardness of 
Lake Michigan water, treated for iron removal when necessary, and disinfected. 
Typical values of hardness for river and groundwater (Harmeson et al., 1973; 
and NIPC, 1966) are 325 and 425 mg/1. Thus, hardness removal of 200 and 
300 mg/1 will be required for raw river and groundwater on the basis of 
125 mg/1 hardness in the treated lake water. In a few townships where 
groundwater has hardness considerably higher than the average, the treatment 
cost can be modified to reflect the additional cost of chemicals to soften 
the water to 125 mg/1 hardness. The extra costs involved if radioactivity 
in the groundwater from the deep sandstone aquifer exceeds permissible limits 
is given in the section on radioactivity. 
Treatment plants are assumed to be built in 3 years according to the 
schedule: 0.1, 0.5, and 0.4 in the first to the third year. Construction 
costs are based on building a plant with a capacity 1.5 times the average 
demand. The 3-year construction schedule may run from July 1982 to June 1985. 
Cost data from several sources were used to derive satisfactory cost 
functions. Technical Letter 11 (ISWS, 1968), a USEPA manual (1977), and a 
report by Keifer and Associates (1977a) were used to derive the treatment 
costs for Lake Michigan. Howson (1962) and Volkert (1974) suggested ad-
justments to the cost of filtration plants to account for the added cost of 
softening river water. The OM&R costs for treating river water were ad-
justed to be consistent with the OM&R costs for lime-soda softening of 
groundwater. Groundwater treatment costs, were developed from Howson (1962), 
USEPA (1977), and Keifer (1977a). 
Lake Michigan Water 
The curves for capital, OM&R, and total unit costs in figure 8 include 
coagulation, sedimentation, rapid sand filtration, and disinfection. Unit 
costs for plants with capacities over 100 mgd are assumed to equal those 
for a 100 mgd plant. The following sample calculation illustrates the 
derivation of the total cost curve and the method of obtaining annual and 
construction costs from the unit cost. 
Consider a 20 mgd average supply from Lake Michigan 
Maximum plant capacity = 30 mgd 
Unit capital cost =11.0 ç/1000 gal (for a 30 mgd plant) 
Annual capital cost, $ = [(11.0 x 30 x 1000 x 365.2)/100] = 1,205,160 
Capital cost = 1,205,160/0.088 = $13,572,000 (not including contingenc-
ies or interest during construction) 
Unit OM&R cost = 7.4ç/1000 gal 
Annual OM&R cost, $ = [(7.4 x 20 x 1000 x 365.2)/100] = 540,496 
Total annual cost, $ = 1,745,656 
Total unit cost = [(1,745,656 x 100)/(20 x 1000 x 365.2)] = 23.9c/ 
1000 gal 
River Water 
Softening by the lime-soda process is required in addition to coagula- ' 
tion, sedimentation, filtration, and disinfection. The hardness is about 
325 mg/1 as compared with 125 mg/1 for Lake Michigan water. Construction 
costs were increased 10 percent over those for Lake Michigan water. The 
OM&R costs were based on adding about 10 cents per thousand gallons to the 
OM&R costs for Lake Michigan water and then adjusting costs for plant 
capacities under 10 mgd to be consistent with the OM&R costs for lime-soda 
plants treating groundwater. The unit costs of treating river water are 
given in figure 9. 
Groundwater 
The groundwater will be softened to 125 mg/1 hardness. About two-
thirds of the towns using groundwater have iron concentrations in raw water 
exceeding 0.8 mg/1 (Schicht et al., 1976); the drinking water standard 
specifies a maximum of 0.3 mg/1 of iron in treated water. The lime-soda 
softening process removes iron. Iron removal can also be achieved by ion 
exchange and diatomaceous earth filtration. The costs for ion exchange 
softening include oxidation and diatomaceous earth filtration, in addition 
to softening and disinfection. Unit cost curves for both softening pro-
cesses are shown in figure 10. For plant capacities less than 5 mgd, ion 
exchange softening is less costly than lime-soda softening. Above 5 mgd 
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Figure 8. Lake Michigan water treatment costs in July 1980 dollars 
Figure 9. River water treatment costs in July 1980 dollars 
Figure 10. Groundwater treatment costs in July 1980 dollars 
capacity, lime-soda treatment becomes progressively more economical as the 
plant size, increases. The ion exchange cost curves are drawn up to 10 mgd. 
For larger ion exchange plants, more treatment units are added, but there 
is no economy of scale. 
Generally, groundwater supplies in northeastern Illinois are not 
treated for hardness removal in the municipal treatment plants. Home 
softening of water, usually that portion which goes through the water 
heater, is common and it is achieved with individual ion exchange units. 
Considering the useful life of these units as 10 to 15 years, Howson (1962) 
gave a total unit cost estimate which is 130 to 160ç/1000 gal of water 
softened in terms of 1961 dollars. Staackmann and Agardy (1977) give a 
relation between home softening cost and hardness removal. The cost works 
out to 105ç/1000 gal in July 1980 dollars with 300 mg/1 hardness removal 
for a household using an average of 450 gallons per day. However, this 
cost is based on a 30-year life of the home softening units. With a life 
of 10 to 15 years as used by Howson, the unit cost would be close to $2.00. 
These estimates can be compared with the total cost curves in figure 10. 
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RADIOACTIVITY AND INCREASE IN TREATMENT COSTS 
The Illinois Pollution Control Board adopted radiological standards 
for alpha particle activity and monitoring requirements on August 24, 1978, 
in line with the National Interim Primary Drinking Water Regulations. Some 
of these are given below. 
"Maximum allowable concentrations for radium-226, radium-228, and 
gross alpha particle radioactivity are: 5 pCi/1 for combined 
radium-226 and radium-228 and 15 pCi/1 for gross alpha particle 
activity (excluding radon and uranium)." 
"A gross alpha particle activity measurement may be substituted for 
the required radium-226 and radium-228 analysis, provided that the 
measured gross alpha particle activity does not exceed 5 pCi/1 at a 
confidence level of 95 percent (1.65a where a is the standard devi-
ation of the net counting rate of the sample). In localities where 
radium-228 may be present in drinking water, radium-226 and/or 
radium-228 analyses may be required by the agency (Illinois Environ-
mental Protection Agency) when the gross alpha particle activity 
exceeds 2 pCi/1." 
"When the gross alpha particle activity exceeds 5 pCi/1, the same 
or an equivalent sample shall be analyzed for radium-226. If the 
concentration of radium exceeds 3 pCi/1, the same or an equivalent 
sample shall be analyzed for radium-228." 
"If the gross beta particle activity exceeds 50 pCi/1, an analysis 
of. the sample must be performed to identify the major radioactive 
constituents present and the appropriate organ and total body doses 
shall be calculated to determine compliance with Rule 304 C2." 
Radioactivity in surface water (Lake Michigan and the Fox, DuPage, and 
Kankakee Rivers) is very low. It is higher in the water from sand and 
gravel and Silurian dolomite aquifers but still lower than the permissible 
limit. However, the radioactivity in water from the deep sandstone aquifer 
exceeds the standard over a significant portion of northeastern Illinois. 
It is believed to be caused by leaching of radium from radium-bearing rock 
strata in the deep sandstone aquifer. 
Radioactivity in Groundwater 
The State Water Survey has records of laboratory tests on groundwater 
samples from shallow and deep wells in northeastern Illinois. The radio-
activity data from the tests conducted during the years 1971-1976 were com-
piled for all townships for gross alpha and beta particle activity. Sample 
size and values of mean and range are given in table 9. There were no data 
for the townships that are not listed. 
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Table 9. Radioactivity in Groundwater . 
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Table 9. Continued 
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Table 9. Continued 
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Table 9. Concluded 
a is gross alpha particle activity in pCi/1 
g is gross beta particle activity in pCi/1 
n is the number of samples tested 
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The activity varies over a wide range, indicating nonstandardized 
testing and inherent variability. Different activity levels may be ob-
tained if a sample is tested at different times after collection. It seems 
that under equilibrium conditions the combined radium-226 and radium-228 
concentration is about one-third of gross alpha particle activity, but this 
proportion varies with the source characteristics and testing procedures. 
Sand and Gravel 
Mean gross alpha activity varies from 0.1-2.5 and maximum values 
range from 0.2-4.7 pCi/1 for 33 townships. The values are much lower than 
the maximum allowable. The maximum beta activity observed is less than 10 
except it is 14 for one out of a total of 182 samples. 
Silurian Dolomite 
Mean gross alpha activity varies from 0.0 to 2.9 and maximum values 
range from 0.0 to 8.1 pCi/1 for 43 townships. These values are much lower 
than the standard. The maximum observed beta activity is 22.4 in a total 
of 449 samples. 
Deep Sandstone 
Mean gross alpha activity varies from 3.1 to 37.0 and maximum values 
range from 4.8 to 92.3 pCi/1 for 41 townships. Some low values are caused 
by wells being open to the dolomite aquifer also. The maximum beta activity 
observed is 83.7 pCi/1 in a total of 338 samples. 
Costs of Radium Removal 
The maximum contaminant level for radium-226 and radium-228 alpha 
emitters is 5 pCi/1. The reduction to 5 pCi/1 or lower can be achieved 
either by lime-soda softening or ion-exchange. The groundwater treatment 
costs with lime-soda and ion-exchange have already been derived on the basis 
of reducing hardness from 425 to 125 mg/1. This hardness removal is accom-
panied by certain radium removal which may or may not be sufficient to meet 
the standards. Any extra costs involved pursuant to achieving the standard 
are discussed below. 
Lime-Soda Softening Plants 
Radium removal in lime-soda plants is given by the equation (Singley 
et al., 1977) 
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in which fH= hardness removal fraction and fR= radium (Ra) removal fraction. 
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In the case of groundwater from the deep sandstone aquifer 
For 5 pCi/1 in finished water, the radium.in raw water equals 5/(1 - 0.885) 
or 44 pCi/1. For Ra less than 44 pCi/1, no increase in hardness removal or 
treatment cost is needed. 
With a residual hardness of 75 mg/1 (which is about the practical limit 
for lime-soda softening), raw water with 76 pCi/1 can be treated to contain 
no more than 5 pCi/1. Increased chemical costs per 100 mg/1 of hardness re-
moval are about 3ç/1000 gal (Singh and Adams, 1977 Interim Report). For -a 
residual hardness of 75 mg/1, the increase in hardness removed is 50 mg/1. 
This would increase the treatment cost 1.5ç/1000 gal for treating ground-
water with Ra up to 76 pCi/1. 
The radium is concentrated in the sludge produced in the treatment pro-
cess. The increase in the cost of water treatment due to disposal of this 
sludge is shown in figure 11 for a raw water hardness of 300 mg/1. This is 
adopted from Singley et al. (1977) and assumes sludge disposal by gravity 
thickening followed by landfill. For raw water with Ra of 5 pCi/1 or less, 
the cost of sludge disposal is assumed to be included in the treatment cost 
in figure 11. The increase in cost for other levels of hardness in raw 
water, AC(H), can be obtained from 
in which AC = cost increment in ç/1000 gal, and H = hardness in mg/1. Some 
values for Ra = 25 pCi/1 and H = 425 mg/1 are: 
Ion-Exchange Plants 
According to Singley et al. (1977), the removal of radium by ion-ex-
change softening is similar to removal of calcium and magnesium, and the re-
moval efficiency can be assumed to be 95 percent for design calculations. 
The desired hardness (125 mg/1) or radium (5 pCi/1) or lower in the finished 
water is obtained by blending unsoftened water with the softened water. For 
raw water hardness of 425 mg/1, the treated fraction passing through the ion-
exchange unit is 0.743 of the total. It can reduce 17 pCi/1 to '5 pCi/1. For 
Ra higher than 17 pCi/1 in the raw water, the treated fraction, f , needs to 
be higher. It is given by: 
Figure 11. Increase in cost of lime-soda treatment 
for disposal of radioactive sludge 
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in which R denotes the concentration of Ra in raw water in pCi/1. The in-
crease in treatment cost is obtained by the following procedure. 
1) Capacity of plant = Q x fT/0.743; Q = water supply in mgd 
2) Find the unit cost, Ub, from figure 10 for the plant capacity 
obtained in 1) 
3) Find the unit cost, U , from figure 10 for a plant with capacity Q 
4) Increase in cost over UQ in ç/1000 gal 
The increase in cost of water treatment due to disposal of radioactive 
sludge can be obtained from figure 12 which is based on the work of Singley 
et al.(1977). 
Design Value of Radium Concentration 
The methodology for estimating the increase in treatment cost and 
sludge disposal cost is based on reducing combined radium-226 and radium-
228 concentration to 5 pCi/1 or lower. The test values are for gross alpha 
particle activity (including radium but excluding radon and uranium). Be-
cause of unstandardized testing, considerable variability in gross alpha 
activity in groundwater from deep sandstone within a township, and the pos-
sibility of a greater portion of alpha activity attributable to radium, the 
radium concentration used for computing deep sandstone groundwater treatment 
cost varied from about 50 to 80 percent of the maximum value of gross alpha 
activity. The alpha activity values attributable to radium in townships with 
existing or potential groundwater development from deep sandstone wells 
are given on the following page. 
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in which Ub is the unit cost as determined in step 2. Hardness in the 
finished water will be less than 125 mg/1. The values of U' and UQ for a 
range of Ra and Q are given below. 
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Figure 12. Increase in cost of ion exchange treatment 
for disposal of radioactive brine 
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GROUNDWATER AVAILABILITY AND COST 
Groundwater resources in the area are developed from the shallow and 
deep aquifers. The shallow aquifers include the sand and gravel aquifers 
underlying about 50 percent of the area, the dolomite aquifers consisting 
of Silurian rocks in most of the area, and the Maquoketa and Galena-
Platteville Formations in the western part of the study area. High 
yielding wells in the shallow dolomite aquifers are concentrated in the 
Silurian dolomite. The potential yield of the shallow aquifers is be-
tween 450 and 495 mgd, depending on which aquifer is considered for 
primary development. The deep sandstone aquifer with an average thickness 
of 1000 feet lies at an average depth of 500 feet below the land surface. 
Well yields are dependable and the potential of the aquifer is variously 
rated at 46 to 65 mgd depending on the distribution of pumping centers. 
The Mt. Simon aquifer underlies the deep sandstone and is separated from 
it by shaley beds of the Eau Claire Formation. The practical sustained 
yield for potable water from this aquifer is estimated at 14 mgd (Schicht 
et al., 1976). Water quality problems have been experienced in a number 
of wells that are finished in the Mt. Simon. 
Well Capacities and Depths 
Information on the capacity and depth of a well in shallow and deep 
aquifers is needed to estimate the well costs. Such information has been 
developed for sand and gravel, Silurian dolomite, and deep sandstone 
(Cambrian-Ordovician) aquifers. Both existing municipal wells and avail-
able hydrogeologic data have been used to determine average values of well 
capacity and depth in each township. 
Municipal VJells 
The State Water Survey well files and groundwater supply bulletins 
(Woller- and Sanderson, 1976; Woller and Gibb, 1976) were used to delineate 
the distribution of active municipal wells in the three aquifers: sand 
and gravel, dolomite, and sandstone. The information developed was used 
in the system program for defining the desired economical development of 
groundwater aquifers from a matrix of well depths, capacities, and 
potential aquifer yields for all the townships in the area. When these 
data were compiled in 1977, there were 737 active municipal wells. There . 
were 115 wells in the sand and gravel aquifer, 352 wells in the Silurian 
dolomite, and 270 wells in the deep sandstone. 
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Industrial Wells 
Data in respect to location of wells, aquifer, and water pumped are 
collected regularly by the Warrenville office of the State Water Survey. 
Information on these industrial wells was also stored on the computer. 
The average pumpage from these wells is rather low, usually much lower 
than the well yield. The 1970 total pumpage from the 243 industrial wells 
was 46.3 mgd. There were 26 sand and gravel wells, 63 Silurian dolomite 
wells, and 154 deep sandstone wells. The pumpage for the year 1976 was 
45.0 mgd, a slight decrease from that in 1970. Pumpage from the sand and 
gravel aquifer was about 1 mgd in Lake and McHenry Counties and about 
0.5 mgd in Kane County. Between 1 and 2 mgd were pumped from the Silurian 
dolomite in each county, except in Lake and McHenry where pumpage was less 
than 0.1 mgd. Deep sandstone pumpage was about 18 mgd in Cook County, 15 
mgd in Will County, and 1 mgd each in the other four counties. 
Sand and Gravel Aquifers 
The average thickness of the glacial drift in a township yields the 
first estimate of the well depth in the township. The State Geological 
Survey has been conducting a controlled test-drilling program in north-
eastern Illinois to aid in locating sand and gravel aquifers in the 
glacial drift. The results of the program have been summarized in their 
Environmental Geology Notes series. These series and other information 
(Suter et al., 1959) were analyzed in estimating the well depths. 
The sand and gravel aquifer occurs as a surficial, interbedded, or 
basal aquifer. The well depth depends on the unit or units which are 
penetrated for developing the water supply. In townships where existing 
municipal well depths differ considerably from the drift thickness, an 
average value was used. The average well depths developed for each town-
ship are shown in figure 13. Where potential yield is zero with primary 
development of the sand and gravel aquifer, no well capacity and depth 
values are given. Many other townships will have these values as zero 
with primary development in the Silurian dolomite aquifer. 
Estimates of average well capacities, in gallons per minute (gpm), 
were developed from available information (Schicht et al., 1976) on the 
existing municipal wells. The rated capacity of the pumps on the 
municipal wells seems to be of the same order as the long-term well yield 
if there is minimal interference from the nearby wells and if the aquifer 
is not limited in areal extent. The pump rating is usually based on the 
results of an 8- to 24-hour well pumping test. Records of actual pumping 
rates, pumping durations, and volumes of water pumped are not readily 
available. These limitations have been considered in estimating average 
well capacities from the well and glacial geology data. The well 
capacities are taken as one-half of those given in figure 13 for the 70 
or more townships in which Silurian dolomite may be the primary aquifer 
to be developed. 
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Figure 13. Average capacity and depth of wells in 
sand and gravel aquifers 
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Silurian Dolomite 
The bedrock surface in most of the six-county area is formed by 
Silurian dolomite; the thickness increases from less than 50 feet in 
McHenry and Kane Counties to 450 feet or more in southeastern Will County. 
The geohydrology of the Silurian dolomite has been studied in detail by 
the State Geological and Water Surveys. Average well depths based on the 
past studies were developed for each township. Where average depths of 
existing municipal wells differed from the developed values, both depth 
values were used in computing the average depth. The final values are 
given in figure 14. The Maquoketa shale is the uppermost bedrock in 13 
townships in McHenry and Kane Counties. Since no Silurian dolomite 
overlies the shale formation, depths are not given for these townships. 
The specific capacity (the flow rate per foot of drawdown) decreases with 
increase in penetration into the Silurian dolomite. Thus, in many cases, 
a well of less than maximum depth may be practical and economical. 
Groundwater in the Silurian dolomite occurs in joints, fissures, 
solution cavities, and other openings. These openings are very irregu-
larly distributed both vertically and horizontally. Available geohydro-
logic data indicate that the dolomite contains numerous openings which 
extend for considerable distances and are interconnected on an areal basis. 
Expected well capacities were calculated from specific capacity data 
(Csallany and Walton, 1963) and available drawdown data from Water Survey 
files. The rated capacities from the existing municipal wells were con-
sidered in the final computations. The well capacities in gpm are given 
in figure 14. If the sand and gravel is the primary aquifer to be de-
veloped, the dolomite well capacities are taken as three-fourths of those 
shown in figure 14. 
It may be stressed that the well capacities are average capacities 
and that the dolomite well capacities are quite variable. The probability 
of drilling a low capacity well is recognized, but the use of average 
capacity is acceptable in regional optimization studies, allowing for 
drilling of some extra holes which cannot be economically developed. 
Deep Sandstone 
The deep sandstone aquifer consists of the Galena-Platteville 
dolomite, Glenwood-St. Peter sandstone, and Prairie du Chien Series of 
Ordovician age; Eminence-Potosi dolomite, Franconia Formation, and 
Ironton-Galesville sandstone of Cambrian age. The aquifer begins at 
about 500 feet below the land surface and has an average thickness of 
1000 feet. The Ironton-Galesville sandstone has the highest transmissi-
vity and any new wells will penetrate this formation to develop the maxi-
mum capacity. The depths estimated for each township from available 
geologic and well information are shown in figure 15. No data were 
available for township 97 through 104; however, extrapolated well depths 
are shown in italics. 
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Figure 14. Average capacity and depth of wells in 
the Silurian dolomite aquifer 
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Figure 15. Average depth of wells, in feet, in 
the deep sandstone aquifer 
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Existing municipal well data indicate that wells with a capacity of 
1 mgd or more can be developed in the deep sandstone aquifer throughout 
the region. Walton and Csallany (1962) give a detailed discussion of 
well capacities in this aquifer. Development of any new wells may be 
considered only in areas west or north of the existing pumping centers in 
eastern Kane, Cook, DuPage, and Will Counties. This is the area of 
relatively lower well depths and higher piezometric levels so that the 
cost of development and operation would be lower than in the area already 
developed. 
Unit Cost of Groundwater 
Unit costs of raw water from the sand and gravel and Silurian 
dolomite aquifers for each of the townships have been derived considering 
primary development in one aquifer or the other. Unit cost of raw water 
from the deep sandstone aquifer was also calculated for each township with 
pumpage from the deep sandstone. Out of the 273 user entities or towns, 
177 were not served with water from Lake Michigan in 1976. The distribu-
tion of the towns by county is: 
The existing wells in each of 177 towns were located on 7% minute 
quadrangle maps. Any extra supply capacity needed to meet the 2010 demand 
was met by locating new wells in shallow aquifers within the constraint of 
their potential yield, and the remaining unmet capacity by locating new 
wells in the deep sandstone aquifer considering no constraint on the 
potential yield of that aquifer. A computer program was developed to 
calculate the unit cost of treated groundwater for each of the 177 towns. 
Raw Water From Shallow Aquifers 
A computer program was developed for computing unit cost of raw ground-
water from sand and gravel and dolomite aquifers with primary development 
in one aquifer or the other. The program methodology is described below. 
1) Potential yield for the two conditions of primary development, 
depth of well, capacity of well, static water level in each 
of the two aquifers, glacial drift thickness, depth of well 
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penetration in dolomite, specific capacity of sand and gravel 
aquifer, and specific capacity per foot of penetration in the 
dolomite aquifer were stored for each of the 104. townships in a 
matrix form on the DISK, With primary development in sand and 
gravel, the dolomite well capacity was adjusted to 75 percent, 
and with primary development in dolomite the sand-and-gravel well 
capacity was adjusted to 50 percent of the normal capacity. 
2) The adjusted capacity of a sand-and-gravel well was modified, if 
so warranted, according to the following constraints; 
a) If SWL ≥ DSG; capacity = 0 
b) If drawdown ≤ 0.5 (DSG - SWL); capacity equals adjusted 
capacity 
c) If drawdown > 0.5 (DSG - SWL); capacity =0.5 (DSG-SWL) 
x specific capacity 
in which SWL and DSG denote the depth of the static water level 
and of the sand-and-gravel well below ground level, respectively, 
and drawdown equals adjusted capacity divided by the specific 
capacity. 
3) The adjusted capacity of a dolomite well was modified, if so 
warranted, according to the following constraints: 
a) If SWL ≥ (GDT + 0.25 PD); capacity = 0 
b) If drawdown ≤ [(GDT - SWL) + 0.25 PD]; capacity equals 
adjusted capacity 
c) For drawdown > [(GDT - SWL) + 0.25 PD]; then, capacity = 
[(GDT - SWL) + 0:25 PD] X specific capacity per foot of 
penetration x depth of penetration in dolomite 
in which GDT and PD denote the glacial drift thickness and 
the depth of penetration of the well in dolomite. The draw­
down was computed from the adjusted well capacity divided by 
the product of the depth of penetration, PD, and the specific 
capacity per foot of penetration. 
4) The number of wells to develop the potential yield equals the 
potential yield divided by the safe yield of a well in comparable 
units. The safe yield is 75 percent of the well capacity and is 
based on pumping 18 hours per day. The number of wells is in­
creased by 50 percent to meet up to 1.5 times the average yearly 
demand during heavy demand periods. One standby well is allowed 
if the number of wells is equal to or less than 3, otherwise 2 
standby wells are added to obtain the total number of wells, Nwt. 
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5) The cost in dollars of one well is computed by the equations 
given in the section on cost functions. The total well cost is 
obtained by multiplying Nwt by the cost of a well. 
6) Costs of both vertical and submersible turbine pumps are cal-
culated with the equations given in the section on cost functions. 
The least cost pump is considered for installation. The total 
pump cost equals N times the cost of one pump. 
7) The electric power cost is computed as described in the section 
on cost functions. The pumping rate, Q, is taken as the aquifer 
potential yield in mgd and the total dynamic head, H, is taken 
as static water level plus drawdown plus 25 feet. 
8) Annual capital costs are obtained by multiplying the capital costs 
by the appropriate capital recovery factors for wells and well 
pumps. The total annual cost is the sum of annual costs for wells, 
pumps, and the annual OM&R cost for a well field. Annual OM&R 
cost of a well field is given in the section on cost functions. 
9) The unit cost, UC, of raw water at the well field is 
UC in ç/1000 gal = (Total annual cost in dollars)/(3652 Q) 
with Q equal to the township potential yield of the aquifer in 
mgd. Raw water costs and potential yields are given in table 10. 
Raw Water from Deep Sandstone Aquifer 
The cost of wells and vertical turbine pumps are computed by the 
equations in the section on cost functions. Well capacities are assumed to 
be 0.5 mgd (350 gpm), 1.0 mgd (700 gpm), or 1.4 mgd (1000 gpm) depending 
on the 2010 township pumpage from the deep sandstone aquifer. The heads 
used for calculating pump and electrical costs were obtained from the 
2010 drawdowns produced by the computer model of the deep sandstone 
aquifer. Historical pumping patterns have resulted in pumping heads that 
vary throughout the region. The pumping schedules used from 1980 to 2010 
were estimates of the deep pumpage required to meet all increased demands 
from groundwater. The number of wells is sufficient to meet 1.5 times the 
average demand, pumping 75 percent of the time with one well as standby. 
Table 11 gives the unit costs of raw water at the deep wells for the 52 
townships in which there are towns or user entities that are partially 
or wholly dependent on this source. 
Unit Cost of Groundwater Supply to Towns 
There are 177 towns or user entities in the six-county area meeting 
their water requirements from shallow and deep groundwater aquifers. 
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Table 10. Raw Water Unit Cost, U and Ud, in ç/1000 gal., for 
sg d 
Wells in Sand and Gravel and Silurian Dolomite Aquifers 
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Table 10. Continued 
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Table 10. Concluded 
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Table 11. Raw Water Unit Cost, Uss, in ç/1000 gal, 
for Wells in the Deep Sandstone Aquifer 
Because water withdrawal from the deep aquifer greatly exceeds its long-
term yield, piezometric levels have been falling at an increasing rate 
over the last 50 years. In order to devise a framework for considering 
which towns need to be given priority in furnishing water from Lake 
Michigan and regional rivers, the ability of shallow aquifers to help meet 
the 2010 demands was investigated. Where sufficient supplies could not be 
developed from the shallow aquifers, the balance was provided by the deep 
wells. The unit costs and problems associated with disposal of the radio-
active sludges from the treatment of deep sandstone water as well as the 
falling piezometric levels are some of the factors guiding the size and 
feasibility of regional and subregional systems of alternate surface water 
supplies. 
The existing shallow and deep wells have been updated to the year 
1978 for each of the 177 towns and were located on 7½ minute quandrangle 
maps. Any new shallow and deep wells needed to meet the 2010 demand are 
also indicated. Total well capacities are sufficient to meet 1.5 times 
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the new 2010 demands (see section on potential yield of shallow aquifers) 
assuming that wells are pumped for 18 hours per day and that adequate 
provision is made for standby wells. The number of treatment plants and 
their location for a town were decided on the basis of existing ground or 
elevated storage facilities and the town size. The average distance of 
the new wells to the nearest treatment plant was estimated. The economics 
of providing one or two treatment plants was investigated for the towns 
where more than one treatment plant was indicated. 
Computer Program 
A computer program was developed to obtain the unit cost of treated 
groundwater supply to meet the 2010 demand. The basic data input to the 
program, in addition to the cost functions in July 1980 dollars for water 
transport and treatment, are as follows. 
Town number: as per table 2. 
Total well capacity: for wells in sand and gravel, dolomite 
and deep aquifers, in mgd (zero for aquifer with no wells). 
Unit raw water costs: of water from sand and gravel, dolomite, 
and sandstone aquifers, in ç/1000 gal (zero for aquifer with 
no wells). 
2010 demand in mgd. 
Number of new wells. 
Average capacity of new wells, in mgd. 
Number of treatment plants. 
Average distance in miles of the new wells from the treatment 
plant(s). 
Capacity of first treatment plant in mgd (equals 1.5 times the 
average demand it meets). 
Alpha radium radioactivity in water from shallow wells, in 
pCi/1. 
Deficiency: equals 2010 demand minus groundwater supply, 
zero in this program. 
Effective pipe cost multiplier: for pipe network in and around 
the town to allow for increased construction cost in urban 
areas. 
Alpha radium radioactivity in deep water, in pCi/1. 
The following information is provided if there is more than one treat-
ment plant: 
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Capacity of the second treatment plant equals 1.5 times the sum 
of the 2010 demand and one standby well capacity, minus the 
capacity of the first treatment plant. 
Distance between the two treatment plants in miles. 
Amount of water to be conveyed, in mgd, from one plant location 
to the other if a single treatment plant is constructed. 
Various steps in the computer program developed for calculating the 
groundwater costs are: 
1) Compute weighted unit raw water cost from the three raw water 
costs and the respective total well capacity in each aquifer. 
2) Compute overall increase in weighted unit cost because of 
carrying water from the new wells to the treatment plant(s). 
Annual cost of water transport is obtained by a computer sub-
routine which calculates the optimal pipe diameter with use of 
the cost functions for water conveyance. Increase in weighted 
unit cost is given by 
3) If deep aquifer is a source of water supply, compute equivalent 
alpha radium radioactivity by weighting radioactivity in shallow 
and deep aquifers with their respective proportions of total 
capacity. 
4) Compute treatment cost in ç/1000 gal according to the following 
procedure: 
a) Treatment costs are obtained for both ion exchange and 
lime-soda process. The cheaper one is selected and the 
cost printed out. 
b) A matrix each for the unit capital and the OM&R costs as a 
function of average demand for the two processes is stored 
in the computer. 
c) Plant capacity is 1.5 times the average demand served. 
The unit capital cost is obtained by logarithmic inter-
polation and multiplied by 1.5 to reflect the unit capital 
cost on the average use basis. 
d) Unit OM&R cost is obtained by logarithmic interpolation. 
The capacity for the OM&R equals average demand, or the 
plant capacity divided by 1.5. 
e) Extra treatment cost for achieving reduction in radio-
activity to the standard, if needed, is computed via a 
76 
subroutine based on the methodology described under 
'Radioactivity and Increase in Treatment Costs' in this 
report. 
f) Two matrices of extra sludge disposal cost, one for lime-
soda and the other for ion-exchange process, are stored 
in the computer. Appropriate cost is obtained by inter-
polation. It is zero if radioactivity is 5 pCi/1 or less. 
g) Unit treatment cost is the sum of unit capital, OM&R, radio-
activity reduction, and sludge costs. 
5) If there is more than one plant, the treatment cost is computed 
for both plants and printed under the heading 'Using Approach 1'. 
6) Costs of treatment and transmission of water from one plant loca-
tion to the other are included in determining the unit cost for 
a single treatment plant (capacity equals 1.5 times the 2010 
demand) and it is printed under the heading 'Using Approach 2'. 
7) Weighted unit treatment cost for two plants is obtained from 
in which U, and U2 are unit treatment costs for plant with 
capacity C1 and C2 and C is the capacity of a single plant. 
8) Total cost of groundwater supply equals the sum of the weighted 
raw water cost, increase in cost because of transporting water 
from new wells, and smaller of the treatment costs with one or 
two plants. 
Cost of Groundwater Supply 
A typical computer output for Bartlett (number 128) is shown in 
table 12. Such information was developed for all the 177 towns in the 
six-county area. The unit costs in ç/1000 gal are given in table 13. 
Also included are some alternate schemes for developing supplies from 
shallow aquifers for some towns at the expense of other towns which are 
relatively more dependent on the deep aquifer for their water supply. 
Information by county on the 2010 demand, the total capacity of wells 
in each of the three aquifers as well as in the three aquifers combined, 
and the use factor, which signifies the average use of these capacities, 
are given below. The use factor is the 2010 demand divided by the com-
bined well capacity. The capacity is about 2.5 times the average use 
because of the requirement of being able to meet 1.5 times the average 
demand and the need for standby wells to meet emergencies. The average 
proportional withdrawal from each aquifer is given in parentheses. 
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Use Factors for 177 Entities in Table 13 (alternates not considered) 
Table 12. Typical Information Printout on Groundwater Costs 
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Table 13. Water Supply from Groundwater Aquifers 
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Table 13. Continued 
80 
Table 13. Continued 
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Table 13. Concluded 
Existing Lake Michigan users not included in Cook and Lake County. 
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REGIONAL SUPPLY SYSTEMS: PRELIMINARY STUDIES 
There are 273 towns or entities (table 2) in the six counties and 96 of 
them are already served with water from Lake Michigan directly or through 
the city of Chicago. The availability of groundwater from shallow sand and 
gravel and dolomite aquifers as well as from deep aquifers has been investi-
gated for the remaining 177 towns. Table 13 indicates that 85 of the 177 
entities can meet their water demands up to the year 2010 from the shallow 
aquifers. Thus, 92 entities need other sources of water supply if the low-
ering of water levels in the deep wells is to be mitigated and if the safe 
yield of the deep sandstone aquifer is not to be exceeded. The locations 
of these 92 entities suggest 6 regional systems as shown in figure 16. The 
location and size of these regional systems have been determined from the 
criteria of financial and technical feasibility, compactness, and existing 
railroads and major highways. 
A number of system configurations were examined for each regional system. 
Each system configuration is designed to meet water demands for a certain 
number of towns, though the number and mix varies from one configuration to 
the other. The system costs were calculated with the cost functions, de-
scribed earlier in this report, applicable to the system components designed 
for the 2010 demands. Unit cost of water for each system has been computed 
for the 2010 demand assuming no inflation. The unit cost and system demand 
information can help the decision maker to choose the desired configuration 
taking into consideration the preferences of the towns to be served, taxing 
base and bonding requirements, and any allowed use of deep sandstone wells 
for some towns. In some of the system configurations, towns with sufficient 
groundwater from shallow aquifers but either within the system boundary or 
close to it, have been included in the system to determine whether it will be 
economical for these towns to have an independent groundwater supply or a 
supply from a regional system if sufficient water is available to the system 
from another source. 
The six regional supply systems (shown as A through F in figure 16) 
analyzed are: . 1) Lake County, 2) southern Cook County, 3) Du Page County, 
4) northwestern Cook County, 5) Fox River supply for Kane County, and 6) 
Kankakee River supply for Will and Du Page Counties. Details of system con-
figurations, water demands, conjunctive use, and annual and unit costs are 
given for each of these systems. 
Water From Lake Michigan for Lake County 
Out of the 47 user entities or towns listed in table 2 for Lake County, 
a total of 11 is currently meeting water demands with water from Lake Michigan. 
Two others, Gurnee and Winthrop Harbor, have been allocated some Lake Michigan 
water for the years 1979 through 1980. The towns that cannot meet future 
water demands from shallow aquifers alone are listed in table 14 along with 
their 2010 demand. The capacity of shallow and deep aquifer wells to meet 
the 2010 demand from groundwater alone is also included. Numbers in paren-
theses indicate the existing capacity. The needed total capacity of wells is 
2.3 to 4 times the 2010 demand because of these assumptions: 18 hours a day 
pumping of the wells, maximum demand equals 1.5 times the average demand, 
and the requirement for standby wells. 
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Figure 16. Location map for the six regional 
systems, A through F 
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Table 14. Lake County Supply System: 2010 Demands and Well Capacities 
Fox Lake and Wauconda can meet their 2010 requirements from shallow 
aquifers and use the existing deep wells only in emergency during high demand 
periods when a shallow-aquifer well breaks down. Winthrop Harbor is sched-
uled to get water from the plant supplying Zion. The remaining user entities 
will need water from Lake Michigan if pumpage from the deep aquifer is to be 
reduced. A supply system serving these entities passes so close to Haines-
ville, Hawthorn Woods, Round Lake Beach, and Vernon Hills that these towns 
may be economically served from the system serving the 11 towns. The system 
configuration is shown in figure 17. Buffalo Grove and Wheeling in Cook 
County have also been added to the system because of their close proximity. 
Lake County Lake Michigan System 
The 17 towns on this system and their 2010 demands are given in table 
15. Unit cost in ç/1000 gal was obtained with a computer program which 
considered the cost of intake in Lake Michigan and submerged pipeline from 
there to the shore, the capital and OM&R costs of a coagulation-filtration 
plant, and the pipeline and pumping costs through the pipeline network to 
the user entities. System demands and unit costs for 10 system configurations 
are given in table 15 and are summarized below. 
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Figure 17. Lake County supply system 
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Table 15. Lake County Supply Systems 
Lake County Lake Michigan Supplemental System 
Most of the towns on the system have some groundwater a v a i l a b l e from 
wel l s in shallow a q u i f e r s . The demand t h a t can be met from them is p ro ra t ed 
on t h e b a s i s of the r a t i o of sha l low-aqu i fe r -we l l capac i ty to t o t a l sha l low-
and-deep-aqui fe r -wel l c apac i t y . The remaining demand can be supplemented by 
conveying water from Lake Michigan through the conveyance network. Thus, 
t h e r e a re 13 towns on the system and a l l have supplemental demands l e s s than 
the 2010 demand except Knollwood which has no shallow w e l l s . The system 
demand t o t a l s 15.63 mgd with a u n i t cos t of 76.21 ç/1000 gal ( t a b l e 1 6 ) . 
Comparative Unit Costs. 
Unit c o s t s and annual c o s t s fo r s e rv ing the 17 towns with complete and 
supplemental systems have been computed cons ider ing both no t rea tment and 
f u l l t rea tment of groundwater from shal low a q u i f e r s . At p r e s e n t , the ground-
water is mostly c h l o r i n a t e d and polyphosphates added to keep i ron in s u s -
pension. Costs with va r ious op t ions for the two systems a r e given below. 
Lake County System ( t a b l e 15) 
Lake County Supplemental System ( t a b l e 16) 
In case the groundwater w i l l have to be fu l l y t r e a t e d (cheaper than 
doing so by ind iv idua l home sof ten ing u n i t s ) , t h e following a l t e r n a t i v e s 
need to be cons idered . 
Water supply from Lake Michigan only $6,404,000/yr 
Lake supply for 13 towns and 4 towns on GW $7,191,000/yr 
Lake supply with supplemental groundwater $8,531,000/yr 
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Table 16. Lake County Lake Michigan Supplemental System 
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Southern Cook County Supply System 
Fourteen towns were considered for inclusion in a single system using 
1) groundwater collected locally and from southeastern Will County, 2) water 
purchased from the city of Chicago, or 3) water obtained directly from Lake 
Michigan. Most of the towns have wells in the Silurian dolomite aquifer. 
All of these wells cannot be pumped at the same time because the total well 
capacity far exceeds the aquifer potential yield. The Silurian dolomite is 
being dewatered at East Chicago with substantial reduction in well yields. 
Country Club Hills presently uses water from the Silurian dolomite 
aquifer and can develop adequate supply from this source. Thornton is 
using water from the deep sandstone aquifer and it can shift to the shallow 
dolomite aquifer for new wells and use the deep wells as standby. Lynwood, 
Sauk Village, and East Chicago Heights are distant from the proposed con-
veyance system. Lynwood presently has deep wells and can shift to shallow 
dolomite wells by 2010. Sauk Village and East Chicago Heights are using water 
from the Silurian dolomite and can further develop this source to meet 2010 
demands. The existing dolomite well capacity for South Chicago Heights is 
nearly adequate to meet the 2010 demand. The development of dolomite wells 
for Lynwood, Sauk Village, East Chicago Heights, and South Chicago Heights 
depends on the reduction in usage of the shallow aquifer by Homewood, Chicago 
Heights, Matteson, and Park Forest. The eight remaining towns, their 2010 
demands, and well capacities needed to meet those demands from shallow and 
deep aquifers, are given in table 17. Only the Silurian dolomite potential 
that can be developed for each town is given under the shallow wells. The 
2010 demand for the eight towns is 19.98 mgd. 
Table 17. Southern Cook County Supply System: 
2010 Demands and Well Capacities 
Note: Existing well capacities are in parentheses. 
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Groundwater Supply System 
The eight towns on the system have existing wells with a total capac-
ity of 12.93 mgd in the Silurian dolomite and 12.62 mgd in the deep sand-
stone. Deep well pumpage is reduced to avoid critical pumping levels. 
Silurian dolomite pumpage is reduced to assure adequate supply for the 
towns not on the system. Six townships in Will County (numbers 93, 94, 96, 
100, 101, and 102) have about 24 mgd groundwater available from the Silurian 
dolomite aquifer after meeting local 2010 demands. 
Groundwater from Existing Local Wells. Eleven dolomite wells out of 
18 dolomite and sandstone wells are considered for the groundwater collec-
tion system. These wells can provide a maximum capacity of 11.12 mgd and 
an average supply of 7.41 mgd for unit costs of 17.4 ç/1000 gal for the 
collection system and 6.0 ç/1000 gal for wells and well pumping. The wells 
are distributed among the towns with 2 in Flossmoor, 2 in Homewood, 3 in 
Matteson, and 4 in Park Forest. The 7.41 mgd is about 60 percent of the 
1970 pumpage and about 87 percent of the 2010 projected demand for the 
eight towns. Deep well pumpage will be eliminated and dolomite well 
pumpage will be reduced to assure adequate supply for towns not on the 
system. The collection system is shown in figure 18. 
Water from Southeastern Will County. As many as 49 wells are needed 
to develop the 24 mgd available in southeastern Will County. A system of 
34 wells is used to deliver an average of 14.24 mgd from townships 94, 96, 
100, 101, and 102. The system is designed to develop water from the 
Silurian dolomite aquifer in these townships and to permit the towns of 
Beecher, Crete, Peotone, and Steger to meet their 2010 water demands from 
the same aquifer. The proposed well field and collection system are shown 
in figure 19. The water can be collected and piped to a point along the 
Illinois Central-Gulf Railroad tracks and State Highway 50 near the north-
east corner of Sec. 5, T33N, R13E (township 101) for transport to the treat-
ment plant which can be located in the NE¼ of Sec. 3, T34N, R13E (township 
95). The pipeline network is optimized to deliver an average flow of 14.24 
mgd with a ± 50% variation. The unit cost to deliver the water from the 
wells to the treatment plant is 31.9 ç/1000 gal. The wells and well pump-
ing cost is 6.8 ç/1000 gal. 
Treatment and Distribution of Groundwater. The 2010 system demand is 
19.98 mgd. The local and Will County groundwater collection systems have a 
combined capacity of 21.65 mgd. Unit conveyance costs are adjusted assuming 
the annual capital costs remain as calculated and annual operating costs are 
proportional to the actual flow rate. Treatment cost is for lime-soda soft-
ening of 19.98 mgd. The treated water is distributed to the user entities 
by the conveyance network shown in figure 18. The distribution system 
generally runs parallel to the local groundwater collection system. Annual 
and unit costs are given in table 18. 
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Figure 18. Southern Cook County supply system and pipeline network 
for collection of groundwater from existing wells 
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Figure 19. Pipeline network for collection of groundwater 
from southeastern Will County 
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Table 18. Cost of Groundwater Supply to the Southern Cook County System 
Water Supply from Chicago 
Purchase of t r e a t e d Lake Michigan water from the c i t y of Chicago is an 
a l t e r n a t e means of supplying these e igh t towns. The p r i c e for water p u r -
chased from Chicago is to be n e g o t i a t e d , so an a l t e r n a t i v e cos t w i l l be 
computed in comparison with groundwater and d i r e c t l a k e supply c o s t s . The 
pickup poin t for a Chicago supply is taken at 130th S t r e e t and the I l l i n o i s 
Central-Gulf t r a c k s , j u s t west of S. Indiana Avenue. Three supply system 
conf igu ra t i ons were i n v e s t i g a t e d and the one shown in f i g u r e 20 was the l e a s t -
cos t l a y o u t . The t o t a l conveyance system cost is $1,949,000 per year or 
26.70 ç/1000 gal . 
Water Supply from Lake Michigan 
A 2-mile l ake in t ake p i p e l i n e and a 10-mile p i p e l i n e to the l o c a t i o n 
proposed for g e t t i n g water from the c i t y of Chicago a re needed to br ing l a k e 
water to the supply system serving the e igh t towns. The in t ake w i l l be about 
2 mi les no r theas t of the e x i s t i n g Chicago South F i l t r a t i o n P l an t . The p i p e -
l i n e follows 76th S t r e e t to Stony Is land Avenue, t r a v e l s south along Stony 
Is land Avenue to the Calumet Expressway, and follows the expressway to the 
t rea tment p lan t which w i l l be loca ted near the i n t e r s e c t i o n of 130th S t r e e t 
94 
Figure 20. Southern Cook County supply system with, 
water from the city of Chicago or Lake Michigan 
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and the expressway. The f in i shed water p i p e l i n e goes west along 130th S t r e e t 
to the I l l i n o i s Centra l -Gulf r i gh t -o f -way . From t h e r e on the supply system 
is the same as t h a t wi th water from the c i t y of Chicago. P i p e l i n e cos t 
m u l t i p l i e r s have been taken as 3.0 for the l ake i n t a k e p i p e l i n e , and 2 .5 for 
the p i p e l i n e to the t rea tment p l a n t . 
Annual cos t s for t h i s system a re $4,067,000 for i n t ake and water t r a n s -
p o r t to the user towns and $2,131,000 for t r ea tmen t . Corresponding u n i t 
c o s t s are 55.73 and 29.21 ç/1000 g a l . Thus, the t o t a l un i t cos t becomes 
84.94 ç/1000 g a l . This compares with a u n i t cost of 84.83 ç/1000 gal for the 
groundwater supply system. Thus, if the nego t i a t ed 2010 u n i t p r i c e of water 
purchased from Chicago (assuming system c o s t s in 1980 d o l l a r s ) is l e s s than 
58ç/1000 g a l , water from Chicago would be the l e a s t c o s t l y supply op t i on . 
Du Page County Supply System 
Du Page County has a p ro jec t ed 2010 demand of 94 mgd. The shal low aq-
u i f e r s , mostly the S i l u r i a n dolomi te , have a p o t e n t i a l y i e l d of about 45 mgd. 
The coun ty ' s share of t h e deep sandstone p r a c t i c a l sus ta ined y i e l d is about 
6 mgd. If the remaining 43 mgd is obtained by mining t h e deep sandstone 
a q u i f e r , c r i t i c a l pumping l e v e l s and reduced well y i e l d s a re p red ic t ed by 
the year 2004 in the s i x c e n t r a l and e a s t e r n townships. Twenty-three of the 
35 Du Page County towns l i s t e d in t a b l e 13 a re considered for i nc lus ion on a 
system supplying e i t h e r water purchased from the c i t y of Chicago or water 
obtained independently from Lake Michigan. Hanover Park and Streamwood in 
Cook County are considered on the system. Bellwood and Western Spr ings , 
a l so in Cook County, a r e included because t h i s is the c l o s e s t l ake water supply 
system. I t a sca and Rosel le in Du Page County a re included because they a re 
c lo se to the system network, a l though they can develop shal low aqu i fe r 
supp l i e s under the a l t e r n a t e scheme ( t a b l e 13) at a u n i t cos t of 73.6 and 72.4 
ç/1000 ga l , r e s p e c t i v e l y . These 27 towns (23 in Du Page and 4 in Cook County) 
a r e l i s t e d as 25 user e n t i t i e s in t a b l e 19 combining Lombard Heights wi th 
Lombard and Oakbrook Terrace with Oak Brook. Six towns in Du Page County 
( B a r t l e t t , Burr Ridge, Wayne, West. Chicago, Woodridge, and Willowbrook) a re 
not included in t h i s system because B a r t l e t t , Wayne, and West Chicago a re 
d i s t a n t from the system l i m i t s and Burr Ridge, Woodridge, and Willowbrook can 
meet t h e i r demand from t h e S i l u r i a n dolomite aqu i f e r with supplemental use of 
deep sandstone wel l s dur ing maximum demand p e r i o d s . 
The towns served by t h e system, t h e i r 2010 demands, and the capac i ty of 
shallow and deep wel l s to meet these demands a re given in t a b l e 19. The 
capac i ty for shal low w e l l s has been reduced, i f needed, so t h a t t he t o t a l 
well capac i ty in a township approximates the p o t e n t i a l y i e l d of the shallow 
aqu i fe r in tha t township. 
Water Supply from Chicago 
Treated water w i l l be purchased from the c i t y of Chicago to serve the 
towns on the system. The purchase p r i c e at the c i t y boundary is to be n e -
g o t i a t e d . The supply po in t is on the boundary between Chicago and Oak Park, 
at the i n t e r s e c t i o n of Austin and Washington Boulevards. The water convey-
ance network and towns served a r e shown in f igu re 2 1 . The towns served , 
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Table 19. Du Page County Supply System: 2010 Demands 
and Well Capacities 
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Figure 21. Du Page County supply system with water from 
the city of Chicago 
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t h e i r 2010 demands, and annual and u n i t c o s t s of conveyance for the 7 s y s -
tem v a r i a t i o n s i n v e s t i g a t e d a re given in t a b l e 20. System demands range from 
44.20 to 93.05 mgd. Unit cos t of t r a n s m i t t i n g water from t h e Chicago c i t y 
l i m i t to the system u s e r s v a r i e s from 26.73 to 29.46 ç/1000 g a l . The seven 
system v a r i a t i o n s l i s t e d were s e l ec t ed to provide comparative c o s t s for 
d i f f e r e n t s i z e systems as well as for comparing t h e s e cos t s with cos t s from 
the northwestern Cook County system and the Kankakee River water system. 
Water from Chicago and Shallow Aquifers 
All towns except Bellwood and Bensenvi l le have e x i s t i n g shal low w e l l s . 
The demand t h a t can be met from these wel l s in a town is taken as the 2010 
demand times the shal low-wel l c a p a c i t y , divided by t h e t o t a l shal low-and-
deep-well capac i ty to fu l l y meet the 2010 demand. The remaining demand is 
met by the water purchased from the c i t y of Chicago. The 10 towns which can 
ob ta in more than 1 mgd from shal low wel ls a re l i s t e d in t a b l e 21A. The de-
mands met by the groundwater and t h e system, and u n i t c o s t s of raw and 
t r e a t e d water a re a l so included in the t a b l e . Table 21B l i s t s the Chicago 
water and groundwater s u p p l i e s , annual c o s t s , and u n i t cos t s for each of the 
7 system v a r i a t i o n s wi th con junc t ive use of shal low groundwater and Chicago 
water . The range of u n i t c o s t s for t r e a t e d groundwater p lus conveyance of 
water purchased from Chicago is 34.86 to 42.66 ç/1000 g a l . 
Water from Lake Michigan 
A system which inc ludes l ay ing an i n t ake in Lake Michigan, t r a n s p o r t i n g 
raw water to the t reatment p l a n t , and ca r ry ing t r e a t e d water to use r e n t i t i e s 
v i a a p i p e l i n e network has been i n v e s t i g a t e d as a p o s s i b l e a l t e r n a t i v e to 
us ing t r e a t e d water from t h e c i t y of Chicago. The 1-mile p i p e l i n e in take 
extends in to the l a k e near the Lake-Cook County l i n e . A raw water pumping 
s t a t i o n on the lake shore pumps the water to the t rea tment p l an t near the 
Des P la ines River, I l l i n o i s 58, and the Chicago and Northwestern Rai l road 
(C&NW) t r acks (De Leuw, Cather & Company, 1972). The p i p e l i n e extends west 
along Lake-Cook County Road to the C&NW t r a c k s , and cont inues along the r a i l -
road in a southwester ly d i r e c t i o n to the t rea tment p l a n t . The main, ca r ry ing 
t r e a t e d water , fo l lows the C&NW and connects with t h e s e rv i ce system as shown 
in f igure 22. P i p e l i n e cos t m u l t i p l i e r s of 3.0 and 2.0 have been used for 
the l ake in t ake p i p e l i n e and raw water t ransmiss ion main, r e s p e c t i v e l y . 
Cost information is given in t a b l e 22. Unit cost ranges from 64.50 to 76.55 
ç/1000 gal for the 7 systems. Conjunctive use of Lake Michigan water and 
shallow groundwater is considered under the same condi t ions as conjunct ive 
use of Chicago water ,and groundwater. Relevant cos t s a r e given in t a b l e 22. 
Total un i t c o s t s range from 69.10 to 79.69 ç/1000 g a l . 
Comparative Unit Costs 
Total un i t c o s t s for the four sources of supply for t h i s system are 
given in t a b l e 23 for the 7 system con f igu ra t i ons . The d i f f e r ence in u n i t 
cos t between the systems for Lake Michigan water and those for conveyance 
of water purchased from Chicago is t he a l t e r n a t i v e p r i c e for the Chicago 
water. Without conjunct ive use of groundwater, t h i s a l t e r n a t i v e p r i c e v a r i e s 
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Table 20. Du Page County Supply System with Water 
from the City of Chicago 
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Table 21. Du Page County Supply System with Conjunctive Use of 
Shallow Groundwater and Water from the City of Chicago 
A. Towns with more than 1 mgd shallow groundwater available 
B. Overall costs with conjunctive use 
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Figure 22. Du Page County supply system with water from Lake Michigan 
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Table 22. Du Page County Supply System with Water 
from Lake Michigan 
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Table 23. Comparative and Alternative Unit 
Costs of Water Supply for Du Page County 
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from 36.63 to 48.23 ç/1000 gal. With conjunctive use of shallow groundwater 
the alternative price of Chicago water varies from 38.76 to 50.96 ç/1000 gal. 
If the negotiated 2010 unit cost of water from Chicago (assuming system costs 
in 1980 dollars) is less than the alternative cost, it will be economical to 
supply the system with Chicago water. 
Northwestern Cook County Supply System 
There are 26 towns or user entities in northwestern Cook County and 
northern Du Page County. Sixteen towns are in townships 48, 49, 50, 53, 54, 
and 55 of Cook County and 10 towns in townships 73, 74, and 75 of Du Page 
County. Towns of Barrington, Barrington Hills, South Barrington, Inverness, 
and Waycinden have or can develop adequate supply from groundwater aquifers, 
and Buffalo Grove and Wheeling have already been considered on the Lake 
County system. Exclusion of these 7 towns makes the transmission pipe net-
work more compact. Bartlett and Wayne in Du Page County can develop ade-
quate supplies, mostly from shallow aquifers. The remaining 17 towns are 
considered on the supply system with supply from the city of Chicago just 
east of O'Hare International Airport. These towns are listed in table 24 
together with their 2010 demands and the capacity of shallow and deep wells 
to meet these demands. Existing capacity from these wells is given in paren-
theses. The capacity for shallow wells has been reduced if needed so that 
the total well capacity in a township approximates the potential yield of the 
sand and gravel and/or dolomite aquifers in that township. The towns of 
Table 24. Northwestern Cook County System 
2010 Demands and Well Capacities 
Note: Capacity of wells for Itasca and Roselle is given on the basis of 
alternate scheme (table 13) 
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I t a sca and Rosel le have been considered on the system because they l i e c l o s e 
to the system network. They can develop shal low a q u i f e r s for meeting t h e i r 
demands under the a l t e r n a t e scheme ( t a b l e 13) at a cos t of 73.6 and 72.4 
ç/1000 ga l , r e s p e c t i v e l y . 
Water Supply from Chicago 
Treated water w i l l be obtained from the c i t y of Chicago for a nego-
t i a t e d p r i c e j u s t e a s t of O'Hare I n t e r n a t i o n a l Ai rpor t ( f igure 2 3 ) . The 
nor thern and southern p a r t s of the system network ca r ry water to the s e r v i c e 
a rea . These p a r t s can be considered as independent subsystems. The towns 
served, t h e i r 2010 demands, and annual and u n i t c o s t s for 5 of the 20 system 
v a r i a t i o n s i n v e s t i g a t e d a r e given in t a b l e 25. System demands range from 
46.09 to 75.89 mgd. Unit cos t of t r a n s m i t t i n g water from Chicago supply 
poin t to the system use r s v a r i e s from 23.92 to 26.05 ç/1000 ga l . System 2 
and 4 d i f f e r from 1 and 3 in excluding I t a s c a and Rose l le from the r e s p e c -
t i v e systems. 
Water from Lake Michigan 
A system which inc ludes laying an in take in Lake Michigan, t r a n s p o r -
t ing raw water to the t rea tment p l a n t , and c a r r y i n g t r e a t e d water to user 
e n t i t i e s v i a a p i p e l i n e network has been i n v e s t i g a t e d as a p o s s i b l e a l t e r n a -
t i ve to us ing t r e a t e d water from the c i t y of Chicago. The 1-mile p i p e l i n e 
in take extends in to the l a k e near the Lake-Cook County l i n e . A raw water 
pumping s t a t i o n on the lake shore pumps the water to the t rea tment p l an t 
near the Des P la ines River , I l l i n o i s 58, and t h e Chicago and Northwestern 
Rai l road (C&NW) t r a c k s (De Leuw, Cather & Company, 1972). The l o c a t i o n s of 
the raw water p i p e l i n e and t reatment p l an t are the same as for the Du Page 
County system. The supply system p i p e l i n e network is shown in f igu re 24. 
P i p e l i n e cost m u l t i p l i e r s of 3.0 and 2.0 have been used for the l a k e in t ake 
p i p e l i n e and raw water t ransmiss ion main, r e s p e c t i v e l y . Cost information is 
given in t ab le 25. Unit cos t ranges from 60.59 to 62.28 ç/1000 gal for the 
5 systems. This is 35.42 to 36.91 ç/1000 gal more than the conveyance cost 
of water from Chicago, and i s , thus , the a l t e r n a t i v e p r i c e of Chicago water . 
Conjunctive Use of Groundwater from the Shallow Aquifers 
Most of the towns served by the system have some wel l s in the shallow 
a q u i f e r s . The demand t h a t can be met from t h i s source equa ls the 2010 d e -
mand mu l t i p l i ed by the shal low-well capac i ty and divided by the shal low-and-
deep-well capac i ty . The remaining demand can be met from t h e system car ry ing 
water from t h e c i t y of Chicago, or d i r e c t l y from Lake Michigan. Only those 
towns which can ob t a in more than 1 mgd from shal low wel l s a r e considered for 
the conjunct ive use of sur face and groundwater and these a r e l i s t e d in t a b l e 
26A. Also included a r e the demands met by groundwater and the system, and 
un i t cos t s of raw shallow groundwater (SGW), t r e a t e d shal low groundwater 
(SGWT), and t r e a t e d shal low and deep groundwater (SDGWT) to meet the 2010 
demand. Annual c o s t s for conveyance of water from Chicago, t r e a t e d shallow 
groundwater, and the o v e r a l l un i t cos t for each of the 5 systems is given in 
tab le 26B. The annual c o s t s and o v e r a l l un i t c o s t s for conjunct ive use of 
t r e a t e d shallow groundwater and d i r e c t l y suppl ied t r e a t e d Lake Michigan water 
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Figure 23. Northwestern Cook County supply system 
with water from the city of Chicago 
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Table 25. Northwest Cook County Supply System 
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Figure 24. Northwestern Cook County supply system 
with water from Lake Michigan 
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Table 26. Groundwater and Overall Unit Costs with Conjunctive 
Use of Groundwater 
Groundwater use and unit costs 
B. Costs with conjunctive use 
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are a l so given in t a b l e 26B. The d i f fe rence between the un i t cos t for d i -
r e c t l y supplied l a k e water and the un i t cos t for conveyance of water from 
Chicago is t he a l t e r n a t i v e p r i ce for water purchased from Chicago. This 
p r i c e v a r i e s from 35.88 to 37.31 ç/1000 gal (37.31 = (9837-3880) x 1000/ 
(3652 x 4 3 . 7 2 ) ) . 
Fox River Water for Kane County 
Nine out of the 20 towns or user e n t i t i e s in Kane County, l i s t e d in 
t ab l e 13 , can meet t h e i r 2010 demand from sand and grave l a q u i f e r s . The r e -
maining 11 towns, two of the 9 towns (South Elgin and Valley View which a re 
very c lose to any proposed Fox River water supply system), and West Chicago 
in Du Page County a r e l i s t e d in t ab le 27 with t h e i r 2010 demand and capac i ty 
of shal low and deep wel l s to meet t h a t demand. Numbers in paren theses i n d i -
c a t e the e x i s t i n g capac i t y . 
The small towns of Burl ington, Elburn, and Hampshire a re at a c o n s i d e r -
able d i s t ance from the Fox River and can meet t h e i r 2010 demand from the 
shallow a q u i f e r , us ing the deep we l l s as a s tandby. Montgomery and Boulder 
Hi l l are south of Aurora and the supply system from the Fox River may at 
the most extend to Aurora. West Dundee is nor th of the proposed r i v e r i n -
take and can meet the 2010 demand from the sand and grave l aqu i f e r , wi th 
deep wel l s as a standby. West Chicago in Du Page County is included because 
i t is c l o s e r to the Fox River than to e i t h e r Lake Michigan or the Kankakee 
River . The system conf igura t ion serving 8 towns in the v a l l e y and West 
Chicago is shown in f igure 25. 
Table 27. Fox River Supply System 2010 Demands and Well Capac i t i e s 
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Figure 25. Fox River Valley supply system 
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Water from the Fox River 
The proposed intake is located near the Illinois 72 bridge over the 
river between East Dundee and West Dundee, about 6 miles downstream of the 
USGS gaging station at Algonquin. No water for water supply will be with-
drawn from the river when the flow is equal to or less than 51 cfs (or 33 
mgd), the 7-day 10-year low flow. Available daily flow at Algonquin has 
been considered to apply at the intake 6 miles downstream because the drain-
age area above the intake is only 17 sq mi more than that of 1403 sq mi at 
Algonquin. Information on the duration and frequency of flow deficiency is 
given in the section on Availability of Water from Fox, Du Page, and Kankakee 
Rivers. The deficit duration in months is shown in figure 26 for meeting 
water supply demands up to 50 mgd, as a function of deficit recurrence 
intervals of 5, 10, 20, 30, and 40 years. The area below the curve for a 
given recurrence interval from zero to a selected water demand is the stor-
age volume required for that demand and recurrence interval. 
The storage required for a 40-year drought was adjusted for evaporation 
and leakage from the reservoir by adding a volume equal to 1.5 times the 
evaporation loss. Net evaporation loss, E, in feet for the duration shown 
in figure 26 for a 40-year drought is obtained by averaging the values for 
Rockford and Chicago (Roberts and Stall, 1967). Because the water surface 
area in a reservoir decreases with declining water level, the evaporation 
loss, Ve, in acre-feet is calculated from 
Ve = 0.7 A E 
in which A is the water surface area of the reservoir at normal pool level, 
in acres. The provision for losses increases the storage by about 9 percent. 
Reservoir costs were determined with the cost equations in the section on 
cost functions. 
The probability of river water being unavailable for various durations 
and three water supply demands, 10, 30, and 50 mgd, is shown in figure 27. 
Data points are obtained from figure 26 for recurrence intervals of 5, 10, 
20, 30, and 40 years, which correspond to nonexceedance probabilities of 
0.2, 0.1, 0.05, 0.033, and 0.025, respectively. The deficit duration is 
assumed to be equal to the value at 0.025 for probabilities less than 0.025. 
The deficit duration is assumed to decrease linearly from its value at 0.2 
to zero at probability 1.0. The area under each curve yields the average 
deficit duration in months over a long period of years. 
The system capability needed during a drought will probably be in the range 
of 20 to 50 mgd. If groundwater from deep wells is used to augment the 
reservoir storage during deficit periods, it may also be used to cover any 
period of high turbidity in river water, a chemical spill pollution episode, 
and some pumping to keep the wells and groundwater collection system in good 
working order. Thus, groundwater pumping at an average of 15 percent of a 
year will be used when conjunctive groundwater use is contemplated to help 
tide over deficit periods. 
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Figure 26. Deficit duration as a function of water demand and deficit 
recurrence interval for the Fox River at Algonquin 
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Figure 27. Deficit durations and associated probabilities 
for meeting three water demands 
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Groundwater Collection System and Cost 
The city of Elgin has 13 deep sandstone wells with a total capacity 
of 22.18 mgd, or an average of 1.6A mgd per well. Concentrations of total 
dissolved solids and hardness in the Fox River and the deep sandstone aq-
uifer water are not much different. Iron content is lower in the ground-
water but alpha radioactivity is much higher than in the river water. The 
treatment and sludge disposal costs may be slightly increased with the 
conjunctive use of groundwater. 
The water from the deep wells can be used to supplement the river with-
drawals during periods of low river flow and in emergencies. The location 
of wells and the collection system to transport groundwater to the storage 
reservoir are shown in figure 28. Costs are computed for 5 groundwater 
collection systems, from 8 wells yielding 8.14 mgd to 17 wells yielding 
19.60 mgd. In all cases, one well is considered a standby. The relevant 
cost data are given in table 28. The energy cost is obtained by multiplying 
the annual energy cost by 0.15 to account for pumpage over an average 15 
percent of the time. Annual capital costs of wells and collection system 
(consisting of pipelines and suitable pumping facilities) are not adjusted 
because the entire system is to be amortized irrespective of the percent 
time it is operated. Additional wells are needed for the two large systems, 
numbers 4 and 5 in table 28, and these are indicated in figure 28 as wells 
number 13-16. 
Table 28. Annual Cost of Groundwater Collection System 
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Figure 28. Location of wells and groundwater collection system 
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Fox River Valley System 
Two systems have been cons idered: Fox River as the s i n g l e supply 
source, and Fox River with conjunct ive use of groundwater during d e f i c i t 
months. [Use of Lake Michigan water was considered l a t e r , see Appendix I . ] 
Fox River as the S ing le Supply Source. The n ine towns on t h i s system 
and t h e i r 2010 demands a r e given in t a b l e 29. Nine system v a r i a t i o n s , 
towns served, and system demands a re a l s o inc luded. A study of water use 
during t h e d e f i c i t pe r iod , u s u a l l y between June and October, showed the 
average monthly demand in mgd not to exceed 1.2 times the average for the 
year . For each of the sys tems, the s to rage r equ i r ed to provide 1.2 t imes 
the average yea r ly demand r a t e over the 40-year d e f i c i t d u r a t i o n , the annual 
c o s t s of s t o r a g e , l ime-soda t r ea tment , and t ransmiss ion ( inc ludes p i p e l i n e 
and pumping cos t s of the conveyance system), and the t o t a l annual and u n i t 
c o s t s are given in t ab l e 29. The u n i t c o s t s , 87.35 to 92.74 ç/1000 g a l , a r e 
qu i t e c lose for the l i s t e d system c o n f i g u r a t i o n s . The system demands range 
from 19.95 to 38.85 mgd. Reservoir s to rage c a p a c i t i e s vary from 6,200 to 
15,800 a c - f t and the r e s e r v o i r sur face a rea from 460 to 1,030 a c r e s . S c a r c i t y 
of l a r g e a r ea s for c o n s t r u c t i n g high capac i ty r e s e r v o i r s wi thin a r easonab le 
d i s t a n c e of Elgin would probably l i m i t the ' r i v e r only system' c a p a c i t y to 
28 mgd or l e s s . 
Fox River with Conjunctive Use of Groundwater. The deep sandstone w e l l 
f i e l d s in and around Elgin can be used to supplement t h e r e s e r v o i r s to rage 
when f u l l demand cannot be met from t h e Fox River . This w i l l reduce t h e 
s t o r a g e r equ i r ed because groundwater w i l l be pumped i n t o t h e r e s e r v o i r du r -
ing low withdrawals from t h e r i v e r . P r a c t i c a l sus ta ined y ie ld e s t ima tes 
(Schicht , Adams, and S t a l l , 1976) a s s i g n 4 .3 mgd to the Elgin a r e a . About 
28 mgd groundwater can be pumped for 15 pe rcen t of the time to equal an an 
nual r a t e of 4 .3 mgd. Groundwater pumpages of 14 .40 , 17 .00 , and 19.60 mgd 
were used to supplement r i v e r water in each of the 9 systems i n v e s t i g a t e d 
with the Fox River as the s i n g l e supply source . 
In add i t ion to the d i r e c t cos t of the r e s e r v o i r and groundwater c o l l e c -
t i o n system, two adjustments in the t r ansmiss ion and t reatment c o s t s were 
made in eva lua t ing the system cost wi th con junc t ive use of groundwater. One 
was the reduct ion in pumping cost for l i f t i n g r i v e r water in to the r e s e r v o i r 
during per iods of low wi thdrawals . The o ther was t h e increased t rea tment cos t 
to reduce alpha r a d i o a c t i v i t y in groundwater to the accep tab le l i m i t . 
For computing the i n c r e a s e in t rea tment and s ludge d i sposa l c o s t , a 
va lue of 14 pCi/1 was used for alpha r a d i o a c t i v i t y . No inc rea se in the use 
of chemicals occurs at t h i s l e v e l and the t rea tment cos t by the l ime-soda 
process remains unchanged. However, t h e r e is an incremental cos t for s ludge 
d i s p o s a l . I t depends on t h e r e l a t i v e p ropor t ion of groundwater in the water 
to be t r e a t e d . An average of 60 percent deep-aqui fer water is considered 
during the conjunct ive use pe r iod . 
Table 30 is arranged in 3 s e c t i o n s for t h e 3 groundwater supply r a t e s 
of 14.40, 17.00, and 19.60 mgd. Annual cos t common to t he se s e c t i o n s for 
systems 1 through 9 inc ludes t h e cost of t r ea tmen t , d i s t r i b u t i o n network, 
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Table 29. Fox River Valley System Costs 
(Fox River as the Single Supply Source) 
Table 30. Fox River Valley System Costs 
(Fox River with conjunctive use of groundwater) 
Concluded on next page 
Table 30. Concluded 
extra sludge disposal cost, and credit for not pumping river water during 
drought periods. The common cost is added to the annual cost and unit cost 
for each section. Reservoir storage and reservoir area required for each 
of the 9 systems and 3 groundwater supply rates are also given in table 30. 
The unit costs range from 85.80 to 91.62 ç/1000 gal. Comparative minimum 
cost systems are: 
Selection of one or the other system will depend largely on the avail-
ability and cost of area for the storage reservoir and on the number of towns 
to be served by the Fox River Valley system, with or without conjunctive 
use of groundwater during low river flow periods. 
Kankakee River Water for Will and Du Page Counties 
Water from the Kankakee River is considered for 23 towns or user 
entities in western Will County, central and southern Du Page County, and 
for Aurora in Kane County. The towns of Channahon and Shorewood can meet 
their combined water demand of 1.81 mgd from wells in the deep sandstone 
aquifer, or they can be easily supplied from any proposed Kankakee River 
supply system. The towns of Woodridge, Warrenville, Willowbrook, and Burr 
Ridge in Du Page County can develop adequate groundwater supplies (mostly 
from the shallow aquifers) and are not considered a part of the system. 
Winfield and Clarendon Hills have been included in some system configura-
tions when the conveyance network passed through or close to these towns. 
In Will County, the towns of Romeoville, Plainfield, Crest Hill, and Rock-
dale have been considered on the system because of their proximity to the 
network. Up to 23 towns can be served by the system. These are listed in 
table 31, together with their 2010 water demand and capacity of shallow 
and deep wells to meet these demands. Existing well capacities are given 
in parentheses. Many towns have more wells drilled in Silurian dolomite 
but the aquifer potential is such that not all wells can be pumped at their 
design capacity. The maximum that would be available has been assumed in 
such cases. 
Intense present and increased future demands on the deep sandstone 
aquifer will cause critical pumping levels and reduced well capacities 
before 2010 in Joliet, Aurora, and many towns in southeastern Du Page County. 
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Table 31 . Towns in System Serv ice Area 
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The Kankakee River may be used as a supply source to r e s o l v e t h i s impending 
problem. The supply system conf igu ra t ion is shown in f i g u r e 29. 
Water from the Kankakee River 
Off-channel s t o r a g e is needed to meet water supply demands when the se 
cannot be met from t h e r i v e r dur ing low flow p e r i o d s . The b e s t s i t e a v a i l -
ab le is j u s t south of t h e Kankakee River and west of I - 5 5 . The r e s e r v o i r 
l o c a t i o n sugges ts t h a t dam and i n t a k e s t r u c t u r e be l o c a t e d about 0.5 mi le 
downstream of the I-55 b r idge . The dam, i n t a k e , r e s e r v o i r , and t rea tment 
p l a n t a r e shown in f i g u r e 29. The r i v e r i n t a k e w i l l be 4 mi les below 
Wilmington and 6 mi les above the confluence wi th t h e Des P l a ines to form the 
I l l i n o i s River . The pool from the Dresden I s l and Dam extends to about 2 .5 
mi les downstream of t h e i n t a k e s i t e . A dam about 8 f e e t high and 600 f e e t 
long a t t he s i t e i s es t imated to cos t $1,000,000, providing a pool for t h e 
i n t a k e s t r u c t u r e and ins t ream s t o r a g e of about 900 a c - f t . 
Off-channel s to rage has been ca l cu l a t ed for two c o n d i t i o n s . The f i r s t 
condi t ion cons iders withdrawing water from the r i v e r even at the expense of 
reducing flow below t h e dam (6 miles to I l l i n o i s River) to l e s s than the 
7-day 10-year low flow. An off -channel s to rage of 1.2 times the average 
system demand for a month is considered adequate to meet emergencies such 
, a s chemical s p i l l s , r e p a i r s to dam, and extremely low r i v e r flow, as well 
as to meet any high system demand during per iods of low flow. Under the 
second cond i t ion , water may be withdrawn from the r i v e r only to the ex t en t 
the flow exceeds the 7-day 10-year low flow of 450 c f s at Wilmington. The 
s to rage requirements a re determined with t h e methodology d e t a i l e d e a r l i e r 
for the Fox River water for Kane County. The curves e x h i b i t i n g t h e r e l a t i o n 
between d e f i c i t d u r a t i o n and supp l i e s to be developed for drought r ecur rence 
i n t e r v a l s varying from 10 to 40 yea r s a r e shown in f i gu re 30. 
Kankakee River System 
Many d i f f e r e n t system conf igu ra t ions were analyzed with r e s p e c t to 
t o t a l system demand and u n i t cos t wi th t h e computer program developed for 
t h i s purpose. F i f t een t y p i c a l system v a r i a t i o n s have been chosen to cover 
the range of system demand as wel l as t h e range of a rea served. The towns 
served by each of t he se systems a r e l i s t e d in t a b l e 32. System demand in 
mgd, annual c o s t , u n i t cos t in ç/1000 g a l , and s t o r a g e requi rements a r e 
a l s o given in t a b l e 32. 
The r e s e r v o i r s t o r age volume and sur face area needed for systems 1 
through 15 for the two cond i t i ons (one month s t o r age to meet 1.2 t imes the 
system demand, and s t o r age to meet a 40-yr drought episode) a r e given in 
t a b l e 32. Storage requi rements range from 1,800 to 10,100 a c - f t for one 
month supply and from 2,300 to 28,800 a c - f t for supply dur ing a 40-yr 
drought . The corresponding r e s e r v o i r a r ea s range from 160 to 700, and 190 
to 1,740 a c r e s , r e s p e c t i v e l y . The topographic maps i n d i c a t e t h a t it may be 
p o s s i b l e to develop a r e s e r v o i r wi th a maximum area of about 2,000 a c r e s . 
Unit cost for the f i r s t condi t ion v a r i e s from 79.16 to 89.90, and for t h e 
second condi t ion i t v a r i e s from 82.56 to 92.38 ç/1000 g a l . 
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Figure 29. Kankakee River supply system 
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Figure 30. Deficit duration as a function of water demand and deficit 
recurrence interval for the Kankakee River at Wilmington 
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Table 32. Kankakee River System 
Kankakee River and Shallow Groundwater 
Most of the towns on the system have some w e l l s in t h e shallow dolomite 
a q u i f e r . The demand t h a t can be met from them is obta ined by mul t ip ly ing the 
2010 demand with sha l low-aqu i fe r -we l l capac i ty and d iv id ing the product by t h e 
t o t a l shal low-and-deep-wel l capac i ty ( t a b l e 33) . The remaining demand can be 
met from t h e Kankakee River if deep we l l s a r e not to be used. 
The por t ion of t h e 2010 demand t h a t can be met from t h e shallow w e l l s and 
t h a t to be suppl ied by the Kankakee River a r e given in t a b l e 33 for a l l the 23 
towns. The towns of Rockdale, West Chicago, and Aurora have no shallow wel l s 
and, t he r e fo r e , no shallow groundwater supply. Winfield and Bolingbrook can 
meet t h e i r 2010 demands from t h e shallow aqui fe r a l o n e . Unit groundwater cost! 
a r e given in t a b l e 33 for 3 c a s e s : 1) raw groundwater at t he wel l ( inc ludes 
wel l and pumping c o s t s ) , 2) t r e a t e d groundwater inc luding cos t of conveyance 
to the t reatment p l a n t , and 3) t r e a t e d shal low and deep groundwater for meet-
ing the 2010 demand. Cost of raw groundwater from shallow wel l s ranges from 
4.41 to 7.50, of t r e a t e d shallow groundwater from 65.34 to 122.02, and of 
t r e a t e d shallow and deep aqu i f e r water from 72.16 to 131.86 ç/1000 g a l . 
System c o s t s and r e s e r v o i r s t o r a g e , a r e a , and c o s t s a r e given in t a b l e 
34 for the 15 systems when shal low groundwater is used to supplement r i v e r 
water supply. The s to rage and a rea requirements a r e given both for one month's 
demand and the 40-yr drought . To provide adequate s to rage for t h e one month 
supply at 1.2 times the average system demand, t h e r e s e r v o i r s to rage and area 
vary from 1100 to 7300 a c - f t and 100 to 530 a c r e s , r e s p e c t i v e l y . If s to rage 
is provided to meet water demand equal to 1.2 t imes the system demand during 
the 40-yr drought , t he r e s e r v o i r s t o r a g e and area range from 1,400 to 16,400 
a c - f t , and 130 to 1,070 a c r e s , r e s p e c t i v e l y . 
Tota l un i t c o s t s for t h e 15 systems with Kankakee River and shal low 
groundwater a r e given in t a b l e 34 for t h e two s to rage c o n d i t i o n s : 1.2 times 
the 1-month system demand and 40-yr drought demand, and cons ider ing ground-
water with and without t r ea tmen t . The following in fe rences a r e drawn from 
the t abu la ted informat ion . 
1) Conjunctive use systems with no l ime-soda or ion-exchange sof ten ing 
of groundwater a r e t h e cheapest bu t t h e f in i shed water w i l l have 
g r e a t e r hardness than the Lake Michigan water . 
2) 'Kankakee River o n l y ' systems a r e s l i g h t l y cheaper than the conjunc-
t i v e use systems when groundwater is f u l l y t r e a t e d and 1-month 
s t o r age is provided. Most of the systems have a t o t a l cos t between 
79 to 85 and 82 to 87 ç/1000 ga l wi th 1-month and 40-yr drought 
s t o r a g e , r e s p e c t i v e l y ( t a b l e 32 ) . 
3) Most of the conjunc t ive use systems with f u l l t rea tment range in 
t o t a l cos t from 80 to 87 and 83 to 88 ç/1000 gal wi th 1-month and 
40-yr drought s t o r a g e , r e s p e c t i v e l y . 
4) The change in annual cost with a change of 1 ç/1000 gal in t h e uni t 
cos t is given below for c e r t a i n demands: 
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Table 33. Kankakee River System and Groundwater from Shallow Aquifers 
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Table 34. Kankakee River System Costs with Shallow Groundwater 
The selection of a system or systems for further study (staging and 
optimization) wi l l depend on the amount of water which can be with-
drawn from the Kankakee River, the required storage volume depending 
on whether the 7-day 10-year low flow below the intake up to the 
I l l i n o i s River (a distance of 6 miles) is to be maintained, the fea-
s i b i l i t y of constructing a reservoir with adequate storage, the 
al location of Lake Michigan water to eastern Du Page County, and the 
conjunctive use of the shallow aquifer potential yield. 
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OPTIMAL REGIONAL SUPPLY SYSTEMS 
A number of system configurations have been considered for each of the 
six regional supply systems and these have been described in the last section. 
The towns served, annual and unit costs of supplying water to meet the 2010 
demands, and the layout of the conveyance pipelines are given for each con-
figuration investigated. An economical design for a given system can be 
found by dynamically optimizing the components to meet the water demands 
over the period from 1985 through 2010. This involves consideration of com-
ponent staging, inflation, construction schedules, etc. 
One or more of the system configurations for each regional supply system 
were selected for optimization after discussions with the Division of Water 
Resources staff and county representatives. The selected systems are con-
sidered to be in operation by July 1985. System demands are computed at 5-
year intervals over the period 1985 to 2010. Annual and unit costs of water 
for the years 1985, 1990, 1995, 2000, 2005, and 2010 illustrate the effect 
of increase in demand and inflation on these costs. 
Costs are computed with the equations in the section on cost functions. 
Inflation rates of 0 and 5% and an interest rate of 8% have been used in the 
cost calculations. Staged construction was investigated for treatment plants 
and conveyance system pumping equipment. Pipelines, reservoirs, wells, and 
pumping stations are assumed to be completed by July 1985. Accumulated cap-
ital costs in 1985 are developed for each system and include construction 
costs (with 0 or 5% inflation), interest accrued on construction expendi-
tures until 1985, and contingencies at 20% of capital expenditures as well 
as interest thereon. The optimization studies indicate that staging of 
treatment plant capacity in 1995 is economical for some systems. The addi-
tional capital cost of the increased plant capacity is given separately and 
not included in the 1985 accumulated capital cost. A treatment plant is as-
sumed to have a maximum capacity of 1.5 times the average system demand. 
Thus, a 10 mgd plant will have a maximum capacity of 15 mgd. Pipelines and 
pumping stations are optimized to meet demands varying from 0.6 to 1.8 times 
the average demand over a year as indicated in the description of conveyance 
system components in the section on cost functions. Pump stations are assumed 
to be built by 1985 to accommodate the pumping equipment required in 2010. 
Pumping equipment capacity and horsepower will be increased at 5-year inter-
vals as required to meet increased demands. 
Lake County Supply System 
Water demands for 17 towns which may be supplied with Lake Michigan water 
are given in table 35A. Five of these towns (Hainesville, Hawthorn Woods, 
Round Lake, Round Lake Beach, and Vernon Hills) can meet their water demands 
from shallow aquifers. Two supply systems, A and B, have been selected for 
optimization. System A serves all 17 towns with Lake Michigan water. System 
B supplies lake water to the 12 towns that cannot meet their 2010 demands 
with shallow groundwater. The intake in Lake Michigan is 1 mile from shore 
near the town of Lake Bluff. 
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Table 35. Lake County System Water Demands 
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System A 
P i p e l i n e l eng th , s t a t i c head, c o n s t r u c t i o n cost m u l t i p l i e r , and diameter 
a re shown on t h e schematic plan given in f i g u r e 31 ( see f i g u r e 17 for a 
system map). Cap i t a l requirements a r e : conveyance system, $32,842,000; 
t rea tment p l a n t , $19,421,000; and t o t a l $52,263,000 wi th 0% i n f l a t i o n . This 
is with a 22.18 mgd p l an t b u i l t by 1985. An a d d i t i o n a l p l an t of 5.62 mgd c a -
pac i t y is needed by 1995 at an a d d i t i o n a l cos t of $7,174,000. With 5% i n -
f l a t i o n , the 1985 c a p i t a l requirements a r e : conveyance system, $39,618,000; 
t reatment p l a n t (27.80 mgd), $28,809,000; and t o t a l , $68,427,000. Unit c o s t s 
of the conveyance system, t r ea tmen t , and t o t a l system a r e given in t a b l e 36 
for both 0 and 5% i n f l a t i o n r a t e s . To ta l system u n i t c o s t s vary from 65.6 
to 83.9 ç/1000 gal wi th 0% i n f l a t i o n and from 102.4 to 121.1 ç/1000 gal w i th 
5% i n f l a t i o n . The i n s t a l l e d horsepower for each pumping s t a t i o n is given in 
t a b l e 37 as an example of t h e i n c r e a s e in pumping power requirements with 
t ime. 
System B 
P i p e l i n e l e n g t h , s t a t i c head, c o n s t r u c t i o n cos t m u l t i p l i e r , and diameter 
a r e given on f i gu re 32. With 0% i n f l a t i o n , c a p i t a l requirements in 1985 a r e : 
conveyance system, $28,183,000; an 18.30 mgd t rea tment p l a n t , $16,678,000; 
and t o t a l , $44,861,000. A 4.26 mgd t rea tment p l a n t a d d i t i o n w i l l be r equ i red 
in 1995 at a cos t of $5,992,000. With 5% i n f l a t i o n , c a p i t a l requirements in 
1985 a r e : conveyance system, $33,764,000; a 22.56 mgd t rea tment p l a n t , 
$24,266,000; and t o t a l , $58,030,000. Tota l i n s t a l l e d horsepower v a r i e s from 
3721 in 1985 to 7504 in 2010 with 0% i n f l a t i o n and from 3400 in 1985 to 6572 
in 2010 wi th 5% i n f l a t i o n . Unit c o s t s a r e given in t a b l e 38. Tota l system 
u n i t c o s t s vary from 68.7 to 86 .1 ç/1000 ga l wi th 0% i n f l a t i o n and from 105.1 
to 123.9 ç/1000 gal with 5% i n f l a t i o n . 
Comparative Unit Costs 
Unit c o s t s in ç/1000 gal of raw and t r e a t e d l o c a l l y developed shallow 
groundwater in 2010 as given in t a b l e 16 for s e l f - s u f f i c i e n t towns a r e : 
H a i n e s v i l l e , 7.5 and 122.2; Hawthorn Woods, 8.4 and 120 .0 ; Round Lake, 7.5 
and 103 .1 ; Round Lake Beach, 7.7 and 1 0 6 . 1 ; and Vernon H i l l s , 7.5 and 1 0 4 . 1 . 
The marginal cost of supplying these f ive towns with Lake Michigan water is 
obtained from the u n i t c o s t s for Lake County systems A and B. As an example, 
the marginal cost of supplying 2.85 mgd more water with system A than with 
system B in 1985 with 0% i n f l a t i o n i s : 
[ (83 .9 x 17.66) - (86.1 x l 4 . 8 1 ) ] / 2 . 8 5 = 72.5 ç/1000 gal 
The marginal cos t of l ake water is then compared with the weighted average 
cost of l o c a l l y supplied groundwater. Marginal and groundwater cos t s are 
given in t a b l e 39. The marginal cos t of supplying Lake Michigan water to 
these 5 towns is about one-half the cos t of ind iv idua l community ground-
water s u p p l i e s , i f the groundwater is softened to a f in i shed water hardness 
equal to t h a t of Lake Michigan water . If the groundwater is not softened, 
but ch lo r ina ted and t r e a t e d with f l o u r i d e and polyphosphate , it would be more 
economical for these towns to use groundwater. 
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Figure 31. Lake County supply system A 
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Table 36. Unit Cost of Water: Lake County System A 
(Interest rate 8%) 
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Table 37. Increase in Total Installed Horsepower 
With Time: Lake County System A 
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Figure 32. Lake County supply system B 
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Table 38. Unit Cost of Water: Lake County System B 
(Interest rate 8%) 
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Table 39. Marginal and Groundwater Costs of Water Supply 
to Hainesville, Hawthorn Woods, Round Lake, 
Round Lake Beach, and Vernon Hills 
Southern Cook County Supply System 
Eight towns are supplied with water from Lake Michigan and their water 
demands for the years 1985, 1990, 1995, 2000, 2005, and 2010 are in table 40. 
Costs are computed for a supply system obtaining water from Lake Michigan 
and for a system conveying water purchased from the city of Chicago to these 
eight towns. Relatively poor water quality and questions about intercounty 
transfer of groundwater make an alternative groundwater supply from local 
wells and from wells in the Silurian dolomite aquifer in Will County undesir-
able. Thus, such a supply system is not considered for optimization. 
Supply from Lake Michigan 
This supply system will have an intake structure 2 miles northeast from 
67th Street and the lake shore where a raw water pumping station will be 
located. The pipeline will follow 67th Street west to Stony Island Avenue, 
go south along Stony Island Avenue to the Calumet Expressway, and follow the 
expressway to the treatment plant which will be located near 130th Street and 
the Calumet Expressway. From there, the pipeline will go west along 130th 
Street to the Illinois Central Gulf right-of-way, follow the railroad tracks 
south to Halsted Street, and go along this street to the vicinity of the 
eight towns on the system. This conveyance system with pipeline length, 
static head, pipeline cost multiplier, and diameter is shown schematically in 
figure 33 (see figure 20 for a system map). 
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Table 40. Southern Cook County System Demands 
With 0% i n f l a t i o n , t h e c a p i t a l requirements in 1985 a r e : conveyance 
system, $42,929,000; t rea tment p l a n t , $17,862,000; and t o t a l , $60,791,000. 
With 5% i n f l a t i o n , the 1985 c a p i t a l requirements a r e : conveyance system, 
$50,419,000; t reatment p l a n t , $22,009,000; and t o t a l , $72,428,000. The 
t o t a l i n s t a l l e d horsepower inc reases from 4014 in 1985 to 6708 in 2010 for 
0% i n f l a t i o n , and from 3901 in 1985 to 6621 in 2010 with 5% i n f l a t i o n . Unit 
c o s t s for conveyance, t r ea tmen t , and t h e t o t a l system a r e given in t a b l e 4 1 . 
The 2010 u n i t cos t is 85.9 ç/1000 gal wi th 0% i n f l a t i o n and 150.6 ç/1000 ga l 
with 5% i n f l a t i o n . 
Supply from the City of Chicago 
The water w i l l be purchased from t h e c i t y of Chicago for a nego t ia ted 
un i t cos t and w i l l be picked up at 130th S t r e e t and the I l l i n o i s Centra l 
Gulf t r a c k s , j u s t west of S. Indiana Avenue. The p i p e l i n e l eng th , s t a t i c 
head, cons t ruc t ion cost m u l t i p l i e r , and diameter a r e shown in f i gu re 34. 
The conveyance system c a p i t a l requirements in 1985 a re $19,873,000 with 0% 
i n f l a t i o n , and $23,463,000 with 5% i n f l a t i o n . The t o t a l i n s t a l l e d horsepower 
inc reases from 2196 in 1985 to 3502 in 2010 for 0% i n f l a t i o n and from 2092 in 
1985 to 3415 in 2010 for 5% i n f l a t i o n . Unit c o s t s of conveyance a r e given in 
Table 42. The 2010 u n i t conveyance c o s t s a r e 27.0 and 45.2 ç/1000 ga l with 0 
and 5% i n f l a t i o n , r e s p e c t i v e l y . The nego t i a t ed u n i t cos t of water from the 
c i t y of Chicago w i l l be added to t h e u n i t conveyance cos t s to obta in the t o t a l 
u n i t c o s t s . 
Comparative Unit Costs 
Total system uni t cos t for the Lake Michigan supply system as well as the 
un i t conveyance cost for the water purchased from Chicago a re shown in f i g u r e 
35A for 0% i n f l a t i o n r a t e . The d i f fe rence in the two un i t c o s t s , in ç/1000 
ga l , v a r i e s from 71.0 in 1985 to 58.9 in 2010. This d i f fe rence i n d i c a t e s the 
a l t e r n a t i v e cost of water from t h e c i t y of Chicago. Total system un i t c o s t 
for the Lake Michigan supply system as well as t h e un i t conveyance cost for 
the water purchased from Chicago is shown in f igure 35B for 5% i n f l a t i o n r a t e . 
141 
Figure 33. Southern Cook County supply system 
with water from Lake Michigan 
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Table 41. Unit Cost of Water: Southern Cook System, 
Supply from Lake Michigan 
(Interest rate 8%) 
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Figure 34. Southern Cook County supply system 
with water from the city of Chicago 
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Figure 35. Unit cost of water supply for the Southern Cook County supply system 
Table 42. Unit Cost of Water: Southern Cook System, 
Supply from Chicago 
(Interest rate 8%) 
The difference in the two unit costs, in ç/1000 gal, varies from 85.9 in 1985 
to 105.4 in 2010. This difference indicates the alternative cost of water 
from the city of Chicago. If the negotiated unit cost of water from Chicago 
is less than the alternative cost, it will be economical to supply the 8 
towns with Chicago water. 
Du Page County Supply System 
Nineteen towns are supplied with water from Lake Michigan. Water demands 
for the years 1985, 1990, 1995, 2000, 2005, and 2010 are given in table 43. 
Costs are computed for a supply system obtaining water from Lake Michigan and 
for a system conveying water purchased from the city of Chicago to the user 
towns. Costs are not computed for a system with conjunctive use of existing 
shallow groundwater supplies. Water quality and corrosion problems require 
treatment of groundwater and blending with lake water before pumping into the 
distribution system. Towns may retain shallow wells for emergency use, but 
this is not considered in system design. The system which is optimized is 
number 7 in table 20. 
Supply from Lake Michigan 
The 1-mile long intake extends into the lake near the Lake-Cook County 
line. A raw water pumping station on the lake shore pumps the water to the 
treatment plant near the Des Plaines River, Illinois 58, and the Chicago and 
Northwestern Railroad (C&NW) tracks (De Leuw, Cather & Company, 1972). The 
pipeline extends west along Lake-Cook County Road to the C&NW tracks, and 
continues along the railroad in a southwesterly direction to the treatment 
plant. The main, carrying treated water, follows the C&NW and connects with 
the service system south of Bensenville. Pipeline length, static head, con-
struction cost multiplier, diameter, and pump station locations are shown on 
the schematic plan in figure 36 (see figure 22 for a system map). With 0% 
inflation, the 1985 capital requirements are: conveyance system, $117,936,000; 
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Table 4 3 . Du Page County Supply System Demands 
66.07 mgd t rea tment p l a n t , $49,422,000; and t o t a l , $167,358,000. Treatment 
p l an t c apac i t y w i l l be increased by 11.48 mgd in 1995 at a c a p i t a l c o s t of 
$11,518,000. With 5% i n f l a t i o n , the 1985 c a p i t a l requirements a r e : convey-
ance system, $142,918,000; 77.55 mgd t rea tment p l a n t , $71,311,000; and t o t a l , 
$214,229,000. I n s t a l l e d horsepower i n c r e a s e s from 13,532 in 1985 to 33,024 
in 2010 for 0% i n f l a t i o n and from 12,039 in 1985 to 27,978 in 2010 for 5% 
i n f l a t i o n . Unit cos t s of conveyance, t r ea tmen t , and the t o t a l system are 
given in t a b l e 44 for both 0 and 5% i n f l a t i o n r a t e s . Total system u n i t cos t s 
range from 70.4 to 86.5 ç/1000 gal with 0% i n f l a t i o n and from 104.2 to 127.6 
ç/1000 gal with 5% i n f l a t i o n . 
Water Supply from Chicago 
Treated Lake Michigan water w i l l be purchased from the c i t y of Chicago 
to serve the towns on the system. The supply po in t is on the boundary b e -
tween Chicago and Oak Park, at the i n t e r s e c t i o n of Austin and Washington 
Blvds. The water t r a n s p o r t network and p i p e l i n e l e n g t h , s t a t i c head, con-
s t r u c t i o n cos t m u l t i p l i e r , and diameter a re shown in f i g u r e 37 (see f i gu re 
21 for a system map). Capi ta l requirements in 1985 a re $70,788,000 for 0% 
i n f l a t i o n and $87,001,000 for 5% i n f l a t i o n . The i n s t a l l e d horsepower i n -
creases from 8724 in 1985 to 22,488 in 2010 for 0% i n f l a t i o n and from 7729 in 
1985 to 18,169 in 2010 for 5% i n f l a t i o n . The u n i t cos t of conveyance is given 
in tab le 45 . The u n i t cos t of conveyance from Chicago to the system v a r i e s 
from 28.5 to 34.8 ç/1000 gal with 0% i n f l a t i o n and from 40.5 to 51.6 with 5% 
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Figure 36. Du Page County supply system with water from Lake Michigan 
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Table 44. Unit Cost of Water: Du Page County System, 
Lake Michigan Supply 
(Interest rate 8%) 
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Figure 37. Du Page County supply system with water 
from the city of Chicago 
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Table 45. Unit Cost of Water: Du Page County System, 
Supply from Chicago 
(Interest rate 8%) 
inflation. The negotiated unit cost of water purchased from the city of 
Chicago will be added to the unit conveyance costs to obtain the total unit 
costs. 
Comparative Unit Costs 
Total system unit cost for the Lake Michigan supply system as well as 
the unit conveyance cost for the water purchased from the city of Chicago is 
shown in figure 38A for 0% inflation rate. The difference in the two unit 
costs in ç/1000 gal (varies from 51.7 in 1985 to 41.9 in 2010) indicates the 
alternative cost for water from the city of Chicago. Total system unit cost 
for the Lake Michigan supply system as well as the unit conveyance cost for 
the water purchased from Chicago is shown in figure 38B for 5% inflation 
rate. The difference in the two unit costs in ç/1000 gal (varies from a 
minimum of 63.4 in 2000 to a maximum of 76.0 in 2010) indicates the alter-
native cost for water from the city of Chicago. If the negotiated unit cost 
of water from Chicago is less than the alternative cost, it will be economical 
to supply the 19 towns with Chicago water. 
Northwestern Cook County Supply System 
Fourteen towns in northern Du Page and northwestern Cook Counties are 
supplied with water from Lake Michigan. Water demands for the years 1985, 
1990, 1995, 2000, 2005, and 2010 are in table 46. Costs are computed for a 
supply system obtaining water from Lake Michigan and for a system conveying 
water purchased from the city of Chicago to the user towns. Costs are not 
computed for a system with conjunctive use of existing shallow groundwater 
supplies. Water quality and corrosion problems require treatment of ground-
water and blending with lake water before pumping into the distribution net-
work. Towns may retain shallow wells for emergency use, but this is not 
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Figure 40. Northwestern Cook County supply system with water from the city of Chicago 
Table 46 . Northwestern Cook County System Demands 
considered in system des ign . I t a s ca and Rosel le may obta in t h e i r 2010 demand 
from shallow aqu i fe r s for about 73 ç/1000 ga l . The optimized system is num-
ber 3 in t a b l e 25. 
Supply from Lake Michigan 
The i n t a k e , raw water p i p e l i n e , and t reatment p l an t a r e l oca t ed c lo se to 
s i m i l a r elements for the Du Page County supply system. P ipe l ine l e n g t h , 
s t a t i c head, cons t ruc t ion cost m u l t i p l i e r , d iameter , and pump s t a t i o n l o c a -
t i o n s a re shown on the schematic plan in f i gu re 39 (see f i g u r e 24 fo r a system 
map). With 0% i n f l a t i o n , the 1985 c a p i t a l requirements a r e : conveyance 
system, $78,061,000; 55.46 mgd t reatment p l a n t , $42,583,000; and t o t a l , 
$120,644,000. An a d d i t i o n a l 6.13 mgd capac i ty of t reatment w i l l be b u i l t by 
1995 at a c a p i t a l cos t of $7,591,000. With 5% i n f l a t i o n , the 1985 c a p i t a l 
requirements a r e : conveyance system, $95,149,000; 61.59 mgd t reatment p l a n t , 
$57,680,000; and t o t a l , $152,829,000. The i n s t a l l e d horsepower i nc rea se s 
from 13,183 in 1985 to 22,263 in 2010 for 0% i n f l a t i o n and from 11,482 in 
1985 to 18,587 in 2010 for 5% i n f l a t i o n . Unit cos t s of conveyance, t r e a t -
ment, and the t o t a l system are given in t a b l e 47 for both 0 and 5% i n f l a t i o n 
r a t e s . Total system un i t cos t s range from 63.2 to 70.7 ç/1000 gal with 0% 
i n f l a t i o n and from 89.3 to 115.0 ç/1000 gal with 5% i n f l a t i o n . 
Water Supply from Chicago 
Treated Lake Michigan water w i l l be purchased from the c i t y of Chicago 
to serve the towns on the system. The supply point is j u s t eas t of O'Hare 
I n t e r n a t i o n a l A i r p o r t . Northern and southern branches of t h e t ransmiss ion 
system ca r ry water to the s e r v i c e a rea . The water t r a n s p o r t network and 
p ipe l i ne data are shown in f igure 40 (see f igure 23 for a system map). 
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Figure 38. Unit cost of water supply for the Du Page County supply system 
Table 47. Unit Cost of Water: Northwestern Cook County System, 
Supply from Lake Michigan 
( I n t e r e s t r a t e 8%) 
Capi ta l requirements in 1985 a re $53,721,000 with 0% i n f l a t i o n and $65,811,000 
with 5% i n f l a t i o n . The t o t a l i n s t a l l e d horsepower i nc rea se s from 8695 in 
1985 to 14,770 in 2010 with 0% i n f l a t i o n and from 7554 in 1985 to 12,192 in 
2010 with 5% i n f l a t i o n . The un i t cos t of conveyance is given in t a b l e 48 . 
The un i t cos t of conveyance from Chicago to the system v a r i e s from 25.8 to 
29.6 ç/1000 gal with 0% i n f l a t i o n and from 35.9 to 46.0 with 5% i n f l a t i o n . 
The nego t i a t ed u n i t cos t of water purchased from the c i t y of Chicago w i l l be 
added to the u n i t conveyance c o s t s to obtain the t o t a l u n i t c o s t s . 
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Figure 39. Northwestern Cook County supply system with water from Lake Michigan 
Table 48. Unit Cost of Water: Northwestern Cook County 
System, System Supply from Chicago 
(Interest rate 8%) 
Comparative Unit Costs 
Total system unit cost for the Lake Michigan supply system as well as the 
unit conveyance cost for the water purchased from Chicago is shown in figure 
41A for 0% inflation rate. The difference in the two unit costs in ç/1000 
gal (varies from minimum of 41.1 in 1985 to 37.4 in 2010) indicates the al-
ternative cost of water from the city of Chicago. 
Total system unit cost for the Lake Michigan supply system as well as 
the unit conveyance cost for the water purchased from Chicago is shown in 
figure 41B for 5% inflation rate. The difference in the two unit costs in 
ç/1000 gal (varies from minimum of 53.4 in 1985 to 69.0 in 2010) indicates 
the alternative cost of water from the city of Chicago. 
If the negotiated unit cost of water from Chicago is less than the 
alternative cost, it will be economical to supply the 14 towns with Chicago 
water. A long-term contract for the purchase of Chicago water is required to 
make this comparison over the system design period from 1985 to 2010. 
Advisability of a Single Intake, Raw Water Pipeline, and Treatment Plant 
Since the Lake Michigan intake, raw water transmission pipeline, and 
treatment plant are in the identical locations for the northwestern Cook and 
Du Page County supply systems, common raw water conveyance and water treat-
ment facilities are possible. System and combined water demands are given 
in table 49 for Du Page and northwestern Cook supply systems. Unit costs for 
raw water conveyance are given in table 49A. With 0% inflation the combined 
conveyance system has a unit cost which is 4.1 and 3.1 ç/1000 gal less than 
the weighted average of the separate systems in 1985 and 2010, respectively. 
This represents a cost saving of about $1,500,000 per year. The installed 
horsepower is about 7% less for the single system. Diameter of the 1-mile 
long lake intake line is 60 inches for northwestern Cook, 66 inches for 
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Figure 41. Unit cost of water for the northwestern Cook County supply system 
Table 49. Unit Cost of Raw Water Conveyance and Water Treatment 
D stands for Du Page and NWC for Northwestern Cook supply systems. 
Du Page, and 84 inches for the single pipeline. With 5% inflation, the raw 
water line has 66 inches diameter for the northwestern Cook, 72 inches diameter 
for the Du Page, and 84 inches for the single pipeline. 
Unit costs of water treatment are given in table 49B. With 0% annual 
inflation, the single treatment plant has unit costs between 0.6 and 1.0 
ç/1000 gal less than the weighted average unit cost of treatment in two sep-
arate plants. Total unit cost for conveyance plus treatment are given in 
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49C. With 0% i n f l a t i o n , t he s i n g l e system is l e s s c o s t l y by 4 .8 ç/1000 gal 
in 1985 and 4.0 ç/1000 gal in 2010. The corresponding annual sav ings a r e 
$1,800,000 in 1985 and $2,000,000 in 2010. Table 49 a l s o inc ludes cos t s for 
5% i n f l a t i o n . The s i n g l e conveyance system and t reatment p l an t a r e more 
economical in t h i s case , t oo . Economics favors the cons t ruc t i on and o p e r -
a t i o n of s i n g l e raw water i n t a k e , t r ansmiss ion l i n e , and t rea tment p l an t to 
d e l i v e r f in i shed water to the nor thwestern Cook and Du Page County supply 
systems. 
I f twin p i p e l i n e s a r e b u i l t to provide f l e x i b i l i t y to r e p a i r a p i p e l i n e 
or meet emergencies, t he cos t s a r e very s i m i l a r to those for s e p a r a t e s y s -
tems because most of the savings a re made on t h e conveyance system. The 
s i n g l e system r e q u i r e s cooperat ion in p lann ing , des ign, and c o n s t r u c t i o n of 
the two supply systems. 
Fox River Supply System 
Eight towns in the Fox River Valley can be served from a system w i t h -
drawing water from the Fox River . The water w i l l be pumped to a s t o r a g e 
r e s e r v o i r , t r e a t e d by l ime-soda so f t en ing , and de l ive red to the towns through 
a conveyance system. Because s u f f i c i e n t water cannot be withdrawn from the 
r i v e r dur ing low flows, the r e s e r v o i r s t o r a g e w i l l be used to meet the d e -
mands during low flow per iods of shor t d u r a t i o n . The a v a i l a b l e water supply 
dur ing long low flow pe r iods can be augmented by pumping water from t h e deep 
sandstone wel l s in and around Elg in . A p i p e l i n e system for c o l l e c t i n g t h i s 
groundwater and conveying i t to the r e s e r v o i r is an i n t e g r a l p a r t of the 
Fox River system. The 8 towns and t h e i r demands a r e given in t a b l e 50. 
Table 50. Fox River System Water Demands 
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To keep the system demand low, because of limited availability of river 
water and lack of large areas for suitable reservoir sites, the town of 
St. Charles is assumed to develop up to 3.24 mgd from shallow and deep wells. 
At least 70% of the water is from the shallow wells. Aurora has the largest 
demand of the 8 towns and uses about 45% of the system demand. The practical 
sustained yield of the deep sandstone aquifer at Aurora is estimated to be 
6.7 mgd. South Elgin can meet its demand by developing groundwater from 
shallow aquifers at a unit cost of 95.5 ç/1000 gal. Valley View can de-
velop a shallow aquifer supply at a cost of 152.6 ç/1000 gal. Thus, two 
systems were selected for optimization: A, which serves all 8 towns; and B, 
which serves 7 towns. System B does not supply South Elgin and supplies 
Aurora the balance of its demand above the 6.7 mgd available from the deep 
sandstone aquifer. Systems A and B correspond respectively to system config-
urations 7 and 8 in table 30. 
On a long-term average the deep sandstone wells near Elgin will be needed 
about 10% of the year, but an allowance of 15% use has been made. The aver-
age barium concentration is 6.6 mg/1 from the available well-test data. 
Considering its dilution with river water in the reservoir and the softening 
of mixed water (which reduces barium concentration), the 
barium concentration in the treated water may be about 1.0 mg/1 during a 
40-year drought. The permissible concentration under present safe drinking 
water standards is 1 mg/1. For lesser drought events, the concentration will 
be lower because of less use of groundwater from the deep sandstone aquifer. 
Fox River System A 
This system includes a 5900 ac-ft reservoir with a surface area of 440 
acres. The groundwater collection system consists of 13 existing and 4 new 
deep wells, with a safe yield of 19.60 mgd. The capital required in 1985 is 
given in table 51. With 0% inflation a 29.08 mgd treatment plant is built by 
Table 51. Accumulated Capital Costs in 1985: 
Fox River System A 
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1985. A 6.53 mgd capacity addition will be built by 1995 for $8,701,000. 
With 5% inflation a 35.61 mgd capacity plant is built by 1985. The installed 
horsepower in the conveyance system increases from 4124 in 1985 to 9942 in 
2010 with 0% inflation and from 3901 in 1985 to 9078 in 2010 with 5% infla-
tion. Component and system unit costs are given in table 52. Total system 
unit costs in 2010 are 91.3 and 179.2 ç/1000 gal with 0 and 5% inflation, 
respectively. Pipeline length, static head, cost multiplier, and diameter 
are given in figure 42 for both the conveyance and groundwater collection 
systems (see figures 25 and 28 for system maps). 
Fox River System B 
The reservoir needed for this system has a volume of 5300 ac-ft and a 
surface area of 400 acres. The groundwater collection system consists of 
11 existing wells, with a safe yield of 12.52 mgd. Pipeline length, static 
head, construction cost multiplier, and diameter are given in figure 43 for 
both conveyance and groundwater collection systems. The capital required in 
1985 is given in table 53. Installed horsepower for the conveyance system 
increases from 2768 in 1985 to 8983 in 2010 with 0% inflation and from 2557 
in 1985 to 7870 in 2010 with 5% inflation. Unit costs are given in table 
54. The total system unit cost in 2010 is 95.9 ç/1000 gal with 0% inflation 
and 186.7 ç/1000 gal with 5% inflation. 
Feasibility of Shallow Groundwater for Aurora 
An area south of Sugar Grove and 6 miles west of Aurora has been ex-
plored for developing water from sand and gravel aquifers. About 4 mgd can 
be developed from the sand and gravel aquifer in a bedrock valley. A system 
of 9 wells, a collection network, treatment plant, and pipeline conveying 
4 mgd to Aurora can be built for a total capital cost of $9,629,000 in 1985 
with 0% inflation. The unit cost of 92.2 ç/1000 gal is higher than the 
78 ç/1000 gal cost of treated deep sandstone water at Aurora and the 75 to 
78 ç/1000 gal marginal cost of supplying water to Aurora from the Fox River 
system. With 5% inflation, shallow groundwater is still the most expensive 
supply option for Aurora. In addition, importing shallow water, especially 
from Kendall County, is legally and politically uncertain. If only the 
portion of the aquifer in Kane County is developed, the potential yield is 
2 mgd and Sugar Grove, as well as rural residents near the well field, would 
probably have serious objections. Thus, importing shallow groundwater to 
meet a part of Aurora water demand appears to be impractical. 
Fox River Systems with Water from Lake Michigan 
The cost of water supply for systems A and B were derived considering 
Lake Michigan as the source. The details are given in Appendix I. The 1985 
unit costs for the 'lake only' systems are 16 to 28 percent higher than the 
conjunctive use systems. 
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Table 52. Unit Cost of Water: Fox River System A 
Figure 42. Fox River supply system A 
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Figure 43. Fox River supply system B 
Table 53 . Accumulated Cap i t a l Costa in 1985 
Fox River System B 
Table 54. Unit Cost of Water: Fox River System B 
Kankakee River Supply System 
Fifteen system configurations serving 2 to 23 user entities with 9.96 
to 91.80 mgd of Kankakee River water are given in the section on preliminary 
studies of regional supply systems. From discussions with Division of Water 
Resources and Will County personnel, it was decided to 1) keep the Kankakee 
River systems entirely within Will County, 2) optimize moderate sized sys-
tems, and 3) locate the river intake upstream of the existing dam in the 
Kankakee River at Wilmington. Locating the intake upstream from the dam at 
Wilmington eliminates the need to build a new diversion structure. Since 
Wilmington has considered using the river for water supply, this town will 
be included on the system. Channahon and Shorewood, as well as Plainfield, 
are considered for inclusion on the system because they are dependent on 
deep wells for water supply. Frankfort, Mokena, and New Lenox can meet 
their 2010 demands with water from the Silurian dolomite aquifer. However, 
this water is highly mineralized and the Kankakee River is the nearest 
source of better quality water. 
Three systems, A, B, and C, which supply 4, 7, or 10 towns are consid-
ered for optimization. Town and system demands for the years 1985, 1990, 
1995, 2000, 2005, and 2010 are given in table 55. Supply systems with the 
Kankakee River as the only source are indicated by subscript 1, and systems 
with Kankakee River water and 6 mgd of groundwater from the Hadley Valley 
sand and gravel aquifer are indicated by subscript 2. The 6 mgd of ground-
water from the Hadley Valley aquifer will be treated so that it is chemically 
compatible with the Kankakee River water with which it will be commingled 
in the Joliet distribution system. Pipeline length, static head, cost 
multiplier, and diameter are shown in figure 44 for this groundwater system. 
Wells 1 to 5 are new wells as recommended in Water Survey Report of Investi-
gation 47 (Prickett et al., 1964). The other 5 wells (numbers 10 to 14) are 
existing wells, owned by the city of Joliet. With 0% inflation, the capital 
requirements in 1985 for the groundwater system are: wells and pumps, 
$224,000; collection system, $4,026,000; treatment plant, $4,863,000; and 
total, $9,113,000. With 5% inflation, the 1985 capital requirements are: 
wells and pumps, $286,000; collection system, $4,696,000; treatment plant, 
$5,992,000; and total, $10,974,000. The unit cost of this groundwater is 
given in table 56 for 0 and 5% inflation rates. 
The water from the Kankakee River will be pumped from an intake struc-
ture upstream of the dam at Wilmington to a reservoir to provide storage for 
meeting 1.2 times the average demand during low river flow periods. The 
treatment plant will be adjacent to the reservoir. From the treatment plant 
the water transmission main follows Illinois Route 53 to Interstate 80 in the 
southern part of Joliet. From there the water is transported along state 
or federal highways to one delivery point in each town. A separate trans-
mission main will connect with the Wilmington water distribution system. 
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Table 55. Kankakee River System Water Demands 
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Figure 44. Groundwater collection system for the Hadley Valley wells 
Table 56. Unit Cost in ç/1000 gal of 6 mgd of Groundwater 
from t h e Hadley Val ley for J o l i e t 
170 
System A 
Systems A1 and A1 se rve J o l i e t , Lockport , Rockdale, and Wilmington. 
Kankakee River water requirements range from 12.61 to 18.66 mgd for A1 and 
from 6.61 to 12.66 mgd for A2 over t h e period 1985 to 2010. P i p e l i n e l eng th , 
s t a t i c head, cos t m u l t i p l i e r , and diameter a r e shown for both the water c o l -
l e c t i o n and conveyance systems in f i g u r e 45. The r e s e r v o i r s to rage and s u r -
face area for system A1 a r e 2270 a c - f t and 190 a c r e s and for system A2 they 
are 1540 a c - f t and 140 a c r e s , r e s p e c t i v e l y . Cap i t a l requirements a r e given 
in t a b l e 57A for system A1 and in t a b l e 57B for system A2. Unit c o s t s of 
each component of the system a r e in t a b l e 58 for system A1 and in t a b l e 59 
for system A2. The u n i t c o s t s for the t o t a l system in t a b l e 59 (as wel l as 
in s i m i l a r t a b l e s for systems B2 and C2) a r e weighted sums of the c o s t s of 
r i v e r water and groundwater. For example, wi th 0% i n f l a t i o n , the t o t a l u n i t 
cos t in 1985 is computed a s : 
[(154.4 x 6.61) + (67.0 x 6 . 0 0 ) ] / ( 6 . 6 1 + 6.00) = 112.8 ç/1000 gal 
From 1985 to 2010 the i n s t a l l e d horsepower i n c r e a s e s from 2151 to 5972 for 
system A1 with 0% i n f l a t i o n , from 1248 to 3115 for system A1 with 5% i n f l a -
t i o n , from 1019 to 4580 for system A2 with 0% i n f l a t i o n , and from 921 to 
3976 for system A2 with 5% i n f l a t i o n . 
System B 
Systems B1 and B2 serve 7 towns inc lud ing Channahon, P l a i n f i e l d , and 
Shorewood as well as the 4 towns served by systems k\ and A2. Total r i v e r 
water demands vary from 14.30 to 21.29 for system B1 and from 8.30 to 15.29 
mgd for system B2 over the period 1985 to 2010. Channahon, P l a i n f i e l d , and 
Shorewood w i l l use l o c a l groundwater, mostly from t h e deep sandstone aqu i f e r , 
i f they a re not on t h e Kankakee River supply system. P ipe l i ne l e n g t h , s t a t i c 
head, cons t ruc t ion cos t m u l t i p l i e r , and diameter for systems B1 and B2 are 
given in f igure 46. The r e s e r v o i r s to rage and sur face area for system B1 
are 2590 a c - f t and 210 ac res and for system B2 they a re 1860 a c - f t and 160 
ac re s , r e s p e c t i v e l y . The c a p i t a l r equ i red in 1985 for systems B1 and B2 is 
given in t a b l e 60. Unit c o s t s are given in t a b l e 61 for system B1 and in 
tab le 62 for system B2 . From 1985 to 2010 the i n s t a l l e d horsepower i n c r e a s e s 
from 1757 to 4927 for system B1 with 0% i n f l a t i o n , from 1683 to 4771 for 
system B1 with 5% i n f l a t i o n , from 1179 to 4890 for system B2 with 0% i n -
f l a t i o n , and from 1096 to 4710 for system B2 wi th 5% i n f l a t i o n . 
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Figure 45. Kankakee River conveyance systems A 
Table 57. Accumulated Capi ta l Costs in 1985: 
Kankakee River Systems A1 and A2 
Notes: 
115.26 mgd plant to meet 1995 demand built by 1985; another plant with 
3.40 mgd supply capacity to be added by 1995 at a cost of $5.693 
million with 0% inflation rate. With 5% inflation, an 18.66 mgd supply 
capacity plant is built by 1985. 
29.26 mgd plant to meet 1995 demand built by 1985; another plant with 
3.40 mgd supply capacity to be added by 1995 at a cost of $5.693 
million with 0% inflation rate. With 5% inflation a 12.66 mgd supply 
capacity plant is built by 1985. 
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Table 58. Unit Cost of Water: Kankakee River System A1 
(Interest rate 8%) 
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Table 59. Unit Cost of Water: Kankakee River System A2 
Figure 46. Kankakee River conveyance systems B 
Table 60. Accumulated Capital Costs in 1985 
Kankakee River Systems B1 and B2 
Notes: 
1 17.41 mgd p lan t to meet 1995 demand b u i l t by 1985; another p l a n t with 
3.88 mgd supply capac i ty to be added by 1995 at a cos t of $6.203 m i l l i o n 
with 0% i n f l a t i o n r a t e . With 5% i n f l a t i o n a 21.29 mgd supply capac i ty 
i s b u i l t by 1985. 
2 11 .41 mgd p lan t to meet 1995 demand b u i l t by 1985; another p l a n t with 
3.88 mgd supply capac i ty to be added by 1995 at a cos t of $6.203 m i l l i o n 
with 0% i n f l a t i o n r a t e . With 5% i n f l a t i o n , a 15.29 mgd supply capac i ty 
p l an t i s b u i l t i n 1985. 
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Table 61. Unit Cost of Water: Kankakee River System B1 
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Table 62. Unit Cost of Water: Kankakee River System B2 
System C 
Systems C1 and C2 supply 10 towns including Frankfort, Mokena, and New 
Lenox as well as the 7 towns on systems B1 and B2. Total river water demand 
ranges from 15.79 to 25.33 mgd for system C1 and from 9.79 to 19.33 mgd for 
system C2 over the period 1985 to 2010. Frankfort, Mokena, and New Lenox 
will obtain their water supply from the Silurian dolomite aquifer if they are 
not on the Kankakee River system. Pipeline data for systems C1 and C2 are 
given in figure 47. The reservoir storage and surface area for system C1 
are 3080 ac-ft and 250 acres and for system C2 they are 2350 ac-ft and 200 
acres, respectively. The capital required in 1985 for systems C1 and C2 is 
given in table 63. Unit costs are given for system C1 in table 64 and for 
system C2 in table 65. From 1985 to 2010 the installed horsepower increases 
from 2317 to 7790 for system C1 with 0% inflation, from 2151 to 7272 for sys-
tem C1 with 5% inflation, from 1574 to 7518 for system C2 with 0% inflation, 
and from 1431 to 6919 for system C2 with 5% inflation. 
Comparative unit costs 
Total system unit costs are summarized in table 66 for each system and 
with both 0 and 5% inflation rates. Comparison of subscript 1 with subscript 
2 for systems A, B, and C shows that the unit cost of the subscript 1 system 
is lower than the unit cost of the same system with subscript 2 in all three 
cases. The unit cost difference is between 1 and 4 ç/1000 gal with 0% infla-
tion and between 3 and 21 ç/1000 gal with 5% inflation. Thus, economics 
supports the construction of a system using the Kankakee River as the only 
source of supply over a system with conjunctive use of the Hadley Valley 
groundwater and river water. 
The marginal cost of providing water to additional towns can be used to 
choose the more economical system: A1 or B1, A2 or B2, B1 or C1, B2 or C2. 
The marginal cost of supplying water to the additional towns is compared 
with the weighted average cost of local groundwater supplies for these towns. 
The first part of table 66A and 66B gives the system demands and the in-
crease in demand between the smaller and larger system. Marginal cost compu-
tations are best explained by a sample calculation. The marginal cost of 
supplying 1.69 mgd more water in system B1 than is supplied in system A1 for 
0% inflation in 1985 is: 
[(115.6 x 14.30) - (108.8 x 12.61)1/1.69 = 166.3 ç/1000 gal 
The marginal cost of supplying Channahon, Plainfield, and Shorewood 
(with B1 instead of A1, or B2 instead of A2) is less than the alternative 
cost of local groundwater supplies. Thus, it will be economical to supply 
these three towns from system B1 because the unit cost of water from B1 is 
less than that from B2. 
The marginal cost of supplying water to Frankfort, Mokena, and New Lenox 
is lower in the first half and higher in the second half of the 25-year 
period than the alternative cost with 0% inflation; but is higher in the first 
half and lower in the second half than the alternative cost with 5% inflation. 
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Figure 47. Kankakee River conveyance systems C 
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Table 63. Accumulated Capital Costs in 1985: 
Kankakee River System C1 and C2 
Notes: 
120.03 mgd p l a n t to meet 1995 demand b u i l t by 1985; another p l a n t with 
5.30 mgd supply capac i ty to be added by 1995 at a cos t of $7.597 mi l l i on 
with 0% i n f l a t i o n r a t e . With 5% i n f l a t i o n , a 25.33 mgd supply capac i ty 
p l a n t i s b u i l t by 1985. 
2 14.03 mgd p l a n t to meet 1995 demand b u i l t by 1985; another p l a n t with 
5.30 mgd supply capac i ty to be added by 1995 at a cos t of $7.597 m i l l i o n 
with 0% i n f l a t i o n r a t e . With 5% i n f l a t i o n , a 19.33 mgd supply capac i ty 
p l a n t i s b u i l t by 1985. 
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Table 64. Unit Cost of Water: Kankakee River System C1 
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Table 65. Unit Cost of Water: Kankakee River System C2 
Table 66. Marginal and Alternative Unit Costs of Water Supply 
A. Systems A and B (marginal and alternative costs of supplying Channahon, 
Plainfield, and Shorewood) 
Notes: 
Subscript 1 denotes systems supplied entirely from the Kankakee River. 
Subscript 2 denotes systems with 6 mgd shallow groundwater from the Joliet 
area. 
Alternative cost is the cost of a local supply of water from the deep sand-
stone aquifer for Channahon, Plainfield, and Shorewood. 
Concluded on next page 
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Table 66. Concluded 
B. Systems B anc C (marginal and alternative costs of supplying Frankfort, 
Mokena, and New Lenox) 
Notes: 
Subscript 1 denotes systems supplied entirely from the Kankakee River. 
Subscript 2 denotes systems with 6 mgd shallow groundwater from the Joliet 
area. 
Alternative cost is the cost of a local supply of water from the Silurian 
dolomite aquifer for Frankfort, Mokena, and New Lenox. 
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There is not much difference when present worths are calculated over the 25-
year period. Thus, inclusion of these three towns will depend on the expe-
diency of increased supply from the Kankakee River, abandonment of existing 
dolomite wells, and the agreement between all the towns to be served by the 
system. 
Economic considerations indicate construction of system B1 which sup-
plies Kankakee River water to Channahon, Joliet, Lockport, Plainfield, 
Rockdale, Shorewood, and Wilmington for unit costs which decrease from 115.6 
ç/1000 gal in 1985 to 91.8 ç/1000 gal in 2010 with 0% inflation. With 5% 
inflation, the 1985 cost is 148.0 ç/1000 gal and the 2010 cost is 180.7 
ç/1000 gal. Economic considerations do not determine whether or not the 
towns of Frankfort, Mokena, and New Lenox should be supplied from the Kanka-
kee River. Water quality requirements may have a significant influence in 
this decision. Recent Illinois EPA reports list the following water quality 
parameters for these towns. 
The dolomite aquifer water is highly mineralized, especially at New Lenox 
which has total dissolved minerals exceeding the 1000 mg/1 standard for 
drinking water. Reverse osmosis is a treatment method to reduce the total 
mineral content of water. Including chemical costs, estimates from USEPA 
data yield unit costs with 0% inflation of about 93 ç/1000 gal for a 1 mgd 
and 83 ç/1000 gal for a 2 mgd plant. These unit costs are 10 to 15 ç/1000 
gal more than the unit costs for ion-exchange softening. If reduction in 
total dissolved minerals is required to meet drinking water standards, 
economics will probably support construction of system C1 to supply Kankakee 
River water to all the 10 towns. 
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SYSTEMS SUMMARY. 
Six systems have been developed to furnish surface water to towns with 
inadequate groundwater resources. Two of the systems use river water and 
four of the systems use Lake Michigan water, either obtained directly or 
purchased from the city of Chicago,. Preliminary studies of each system 
considered a wide range of service area, conjunctive use of shallow ground-
water, and various sources of water. The unit costs of furnishing water to 
meet the 2010 demands for a number of configurations for each system were 
useful in selecting one or more configurations for optimization over the 
period 1985 to 2010. Information from the Division of Water Resources staff 
and county representatives was also used in the selection process. 
Staged construction of treatment plants, incremental installation of 
pumping equipment in the system pumping stations, and increase of water 
demand with time have been considered in system optimization. An interest 
rate of 8% and inflation rates of either 0 or 5% have been assumed. The 
construction of reservoirs, intake structures, pipelines, pump station build-
ings, and well fields has been scheduled so that system operation can begin 
in July 1985. If inflation is neglected, staging of treatment plant capacity 
is indicated for most of the systems. With an inflation rate of 5%, staging 
of treatment plant capacity is not indicated. The diameter of some pipe-
lines in the conveyance networks is one size larger with 5% inflation than 
with 0% inflation, and the installed horsepower is lower with inflation than 
without inflation. All cost functions for the system components and sub-
components are in terms of July 1980 dollars. Inflation in the costs applies 
to expenditures incurred after that time. The optimal system configurations, 
for each of the six systems, correspond to one or more of the configurations 
included in the preliminary studies with the exception of the Kankakee River 
supply system. Comparison of the unit costs of water supply for the optimal 
system and the preliminary system with the same configuration can be used as 
a guide to estimate the unit cost of water for optimal systems corresponding 
to other configurations in the preliminary study. Unit costs for the case 
with 0% inflation are given in the following summaries of the six systems. 
System demands and unit costs are used to show the variation in system ca-
pacity and water supply cost for the years 1985 and 2010. 
Lake County Supply System 
Water from Lake Michigan is supplied to 17 towns, including Buffalo 
Grove and Wheeling in Cook County. The system demand increases from 17.66 
mgd in 1985 to 27.80 mgd in 2010 with corresponding unit costs of 83.9 and 
65.6 ç/1000 gal. Five towns (Hainesville, Hawthorn Woods, Round Lake, Round 
Lake Beach and Vernon Hills) can develop groundwater from the shallow aquifers 
to meet their demands, which total 2.85 mgd in 1985 and 5.24 mgd in 2010, at 
corresponding unit costs of 158.7 and 107.4 ç/1000 gal. The system demand 
for the 12 towns that cannot meet their demands by developing the shallow 
aquifers increases from 14.81 mgd in 1985 to 22.56 mgd in 2010, and the cor-
responding unit costs are 86.1 and 68.7 ç/1000 gal. The marginal cost 
(obtained from the unit costs of supplying 12 towns and 17 towns) of supply-
ing lake water to the five towns is about one-half the cost of groundwater 
supply for these towns. Thus, the system serving 17 towns is more economical. 
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Southern Cook County Supply System 
This system s u p p l i e s e igh t towns with Lake Michigan water and has a 
demand which i n c r e a s e s from 16.04 mgd in 1985 to 19.98 mgd in 2010. The 
system developing groundwater from t h e S i l u r i a n dolomite (both l o c a l and 
imported from Will County) was not considered for op t im iza t i on . The u n i t 
c o s t , in ç/1000 g a l , of water suppl ied d i r e c t l y from Lake Michigan decreases 
from 102.6 in 1985 to 85.9 in 2010. The u n i t c o s t , in ç/1000 g a l , for con-
veyance of water purchased from Chicago dec reases from 31.6 in 1985 to 27.0 
in 2010. The d i f f e r e n c e , in ç/1000 g a l , between the u n i t cos t s for the two 
methods of supply is 71.0 in 1985 and 58.9 in 2010. This d i f f e r ence is the 
a l t e r n a t i v e un i t c o s t of water from Chicago. I f the nego t i a t ed p r i c e of 
water from Chicago is l e s s than the a l t e r n a t i v e c o s t , the system w i l l be 
more economically suppl ied by purchasing water from Chicago. 
Du Page County Supply System 
Nineteen towns, inc luding Bellwood and Western Springs in Cook County, 
a re suppl ied with water from Lake Michigan or with water purchased from 
Chicago. The system demand inc reases from 53.13 mgd in 1985 to 77.55 mgd in 
2010. Conjunctive use of shallow groundwater, which is a v a i l a b l e in some 
towns in small q u a n t i t i e s , was not considered because i t is more expensive 
than water from the system. The un i t c o s t , in ç/1000 g a l , of supplying Lake 
Michigan water is 86.5 in 1985 and 70.4 in 2010. The corresponding u n i t 
c o s t s of conveying water from the c i t y of Chicago to the system towns a r e 
34.8 and 28 .5 . The d i f f e r e n c e , in ç/1000 g a l , between the un i t c o s t s for the 
two methods of supply v a r i e s from 51.7 in 1985 to 41.9 in 2010. This d i f -
ference i s the a l t e r n a t i v e u n i t cos t of water from Chicago. I f the n e g o t i -
ated p r i c e of water from Chicago is l e s s than the a l t e r n a t i v e cos t , the 
system with water purchased from Chicago w i l l be more economical. 
Northwestern Cook County Supply System 
Fourteen towns in nor the rn Du Page County and nor thwestern Cook County 
a re suppl ied with water from Lake Michigan or purchased from Chicago to meet 
system demands which inc rease from 48.70 mgd in 1985 to 61.59 mgd in 2010. 
Conjunctive use of shal low groundwater was not considered as pa r t of optimal 
systems for the same reasons as s t a t e d for the Du Page County system. The 
u n i t cos t , in ç/1000 g a l , of supplying Lake Michigan water is 70.7 in 1985 
and 63.2 in 2010. The corresponding u n i t c o s t s of conveying water from 
Chicago to the system towns a re 29.6 and 25.8 ç/1000 g a l . The d i f f e r e n c e , 
in ç/1000 g a l , between the un i t cos t s for the two supply methods is 41 .1 in 
1985 and 37.4 in 2010. This d i f fe rence is t h e a l t e r n a t i v e u n i t cos t of water 
from Chicago. If the nego t i a t ed p r i c e of water from Chicago is l e s s than the 
a l t e r n a t i v e cos t , the system with water purchased from Chicago wi l l be more 
economical. 
Since the l o c a t i o n s of the Lake Michigan i n t a k e , raw water t ransmiss ion 
p i p e l i n e , and t reatment p l an t are i d e n t i c a l for the Du Page County and nor th-
western Cook County supply systems, j o i n t raw water and treatment f a c i l i t i e s 
are p o s s i b l e . The demand for the combined system inc reases from 101.83 mgd 
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in 1985 to 139.14 mgd in 2010. The weighted u n i t c o s t s , in ç/1000 gal, for 
conveying raw water from Lake Michigan to the t rea tment p l a n t s in s e p a r a t e 
p i p e l i n e s a r e 17.5 in 1985 and 14.5 in 2010, and t h e corresponding u n i t c o s t s 
of conveyance in a s i n g l e p i p e l i n e a r e 13.4 and 11.4 ç/1000 gal . Thus, a 
s i ng l e in take and raw water p i p e l i n e i s 4 . 1 to 3 .1 ç /1000 gal l e s s c o s t l y 
than two separa te raw water systems. . S i m i l a r l y , the weighted un i t c o s t s 
of t reatment in s epa ra t e p l a n t s a re 28.4 and 25 .1 ç/1000 g a l , and the c o r -
responding u n i t c o s t s with a s i n g l e t rea tment p l a n t a re 27.7 and 24.2 
ç /1000 g a l . A s i n g l e t rea tment p l a n t i s l e s s c o s t l y than two s e p a r a t e 
t rea tment p l a n t s by 0.7 to 0 .9 ç/1000 g a l . The conveyance networks which 
convey water from the t rea tment p l an t to the user towns w i l l be s e p a r a t e for 
the two systems. 
Fox River Supply System 
This system withdraws water from the Fox River , pumps it to a s t o r age 
r e s e r v o i r , augments the water s to red in the r e s e r v o i r w i th groundwater 
c o l l e c t e d from wel l s in the deep sandstone aqu i fe r dur ing per iods of low 
flow in the r i v e r , t r e a t s water withdrawn from the r e s e r v o i r , and conveys i t 
to a c e n t r a l l o c a t i o n in each of t h e e igh t user towns in the Fox River Val ley . 
St . Char les is assumed to develop up to 3.24 mgd of groundwater from shal low 
and deep we l l s and w i l l be suppl ied with water from the system when i t s d e -
mand exceeds 3.24 mgd. Aurora is assumed e i t h e r to be f u l l y suppl ied from 
the system or to augment i t s supply from the system with 6.7 mgd of ground-
water from the deep sandstone aqu i f e r . South Elgin can be suppl ied from t h e 
system because of i t s proximity to the system, or i t can develop an adequate 
supply from the shal low a q u i f e r s . Val ley View is a l so very c l o s e to the s y s -
tem network and is included because the u n i t cos t of developing a supply 
from t h e shal low a q u i f e r s w i l l be 152.6 ç/1000 g a l . The p o s s i b i l i t y of shal low 
groundwater t r a n s f e r from an a rea south of Sugar Grove to augment Aurora ' s 
supply was evaluated and determined to be i n f e a s i b l e . 
Two systems were optimized cons ider ing f u l l or p a r t i a l supply for 
Aurora and inc lud ing or excluding South E lg in . System A serves e igh t towns 
with a system demand of 24.10 mgd in 1985 and 35.61 mgd in 2010. A 5950 
a c r e - f e e t ( a c - f t ) r e s e r v o i r with a sur face a rea of 440 ac r e s is r equ i r ed to 
s t o r e water withdrawn from the r i v e r . The groundwater c o l l e c t i o n system, 
with 17 wel ls in the deep sandstone aqu i f e r , has a capac i ty of 19.60 mgd. 
I t w i l l be used to augment the r e s e r v o i r s to rage dur ing per iods of low flow 
in the r i v e r . Groundwater is expected to be used l e s s than 15% of the time 
as a long- term average . Total u n i t c o s t s , in ç/1000 g a l , a r e 115.3 in 1985 
and 91.3 in 2010. 
System B does not supply South Elgin but i t supp l i e s Aurora with water 
to meet i t s demand in excess of 6.7 mgd. A 5300 a c - f t r e s e r v o i r with a s u r -
face area of 400 a c r e s is r e q u i r e d . Groundwater is c o l l e c t e d from 11 w e l l s 
in the deep sandstone aqu i f e r with a safe y i e l d of 12.52 mgd. Total system 
u n i t c o s t s , in ç/1000 g a l , a r e 131.2 in 1985 and 95.9 in 2010. 
Unit cos t s for systems A and B with water from Lake Michigan as the 
sole supply source a re given in Appendix I . Unit c o s t s , in ç/1000 gal , 
for system A a re 136.0 and 107.6 and for system B 167:5 and 209.9 in years 
1985 and 2010, r e s p e c t i v e l y . 
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Kankakee River Supply System 
From discussions with the Division of Water Resources and Will County 
personnel, it was decided to 1) serve towns in Will County only, 2) optimize 
three moderate-sized systems not considered in the preliminary analyses, and 
3) locate the intake upstream of the existing dam at Wilmington. The basic 
system includes Joliet, Lockport, Rockdale, and Wilmington. Channahon, 
Plainfield, and Shorewood have been considered because they are dependent 
on deep wells for water supply. Frankfort, Mokena, and New Lenox have also 
been considered because groundwater from the Silurian dolomite aquifer is 
highly mineralized in these towns. 
System A serves Joliet, Lockport, Rockdale, and Wilmington, and the sys-
tem demand increases from 12.61 mgd in 1985 to 18.66 mgd in 2010. System B 
serves Channahon, Plainfield, and Shorewood in addition to the four towns 
served by system A, and its demand increases from 14.30 mgd in 1985 to 21.29 
mgd in 2010. System C serves Frankfort, Mokena, and New Lenox in addition 
to the seven towns served by system B, its demand increasing from 15.79 mgd 
in 1985 to 25.33 mgd in 2010. Development of 6 mgd from the Hadley Valley 
aquifer for use in Joliet was an option on each of the three systems. The 
system demands decrease by 6 mgd with this option. 
For all three systems, the system using the Kankakee River as the only 
source was less costly than the system with conjunctive use of groundwater 
and river water. Comparison of the marginal cost of supplying river water 
and the unit cost of groundwater for Channahon, Plainfield, and Shorewood 
indicates that system B is more economical than system A. Similar compari-
sons for Frankfort, Mokena, and New Lenox do not show a clear choice between 
systems B and C. Inclusion of these three towns on the system will depend 
on the expediency of increased supply from the Kankakee River, abandonment 
of existing dolomite wells, concerns about groundwater quality, and agreement 
of all towns to be served by the system. 
Economic considerations appear to indicate construction of system B, 
which supplies Kankakee River water to Channahon, Joliet, Lockport, Plainfield, 
Rockdale, Shorewood, and Wilmington for a unit cost, in ç/1000 gal, of 115.6 
in 1985 and 91.8 in 2010. 
Availability of Lake Michigan Water 
The towns on systems with Lake Michigan or Chicago as the source and 
the towns currently using lake water together with some other towns in Cook 
County are considered as potential candidates for water supply from the 
lake. This is the maximum demand since the systems may not include all the 
proposed towns. Lake water demands by county for current users and proposed 
systems are given in table 67. The current users have less demand in 2010 
than in 1985 due to the projected decrease in water demand for Chicago. 
The towns served by the proposed systems, with water either obtained directly 
from Lake Michigan or purchased from Chicago, have a sufficient increase in 
demand to increase the total water demand on the lake. 
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Table 67. Lake Michigan Water for Public Water Supply 
Notes: 
1 Chicago demands computed using NIPC per c a p i t a consumption and popu la t ion 
p r o j e c t i o n s . 
2Some use rs not c u r r e n t l y on lake water and not on the systems a re a l so 
included. 
3Maximum s i z e systems without conjunctive use a r e cons idered wi th demands 
t o t a l e d by county. 
Conjunctive use of up to 42.69 mgd or 66.04 cfs of groundwater is 
poss ib le (Cook County deep sandstone u se r s could use 10.40 mgd and shal low 
groundwater use in the proposed systems could be 32.29 mgd). Conjunctive 
use of groundwater w i l l decrease the t o t a l water supply demand by about 43 
mgd. However, the groundwater cos t s if water is to be t r e a t e d and the p r o b -
lems with commingling of groundwater and l a k e water w i l l have to be 
considered. 
Table 68 shows water supply and o the r uses with a l l o c a t i o n s as given in 
the Division of Water Resources LMO 77-1 (1977). Water q u a l i t y improvement 
is the goal of the d i s c r e t i o n a r y d i v e r s i o n . From 1980 to 1985, i n s t r e a m 
ae ra t ion is assumed. Phase one of the deep tunnel plan (TARP I) is sched-
uled for completion in 1986. The column labe led 1985 with TARP I assumes 
other uses at 1985 l e v e l s , but nav iga t ion makeup and d i s c r e t i o n a r y d ive r s ion 
at 1986 l e v e l s . The d i f fe rence between the allowed d ive r s ion of 3200 c f s 
and the t o t a l of water supply demands and o the r a l l o c a t i o n s is the amount of 
d ivers ion tha t can be used to balance the storm runoff and provide water for 
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Table 68. Projected Use of Lake Michigan Divers ion, in c f s 
Notes: 
1Complet ion of TARP I is scheduled for 1986. Navigation makeup and d i s c r e - •'. 
t i ona ry d ivers ion a re reduced by TARP I. Instream a e r a t i o n is assumed. 
TARP II is p ro jec ted for completion in 1995. This would e l imina te d i s -
c r e t i ona ry d ive r s ion and nav iga t ion makeup of 101 and 10 c f s , r e s p e c t i v e l y . 
2Glenview NAS, Great Lakes NTC, I l l i n o i s Beach S t . Park, Loyola Medical-
Center , Madden MHC, and V.A. Hines Hosp i t a l . 
o ther purposes. The 686 cfs a v a i l a b l e for storm runoff in 1985 without 
TARP I has been exceeded 15 years in the 100-year period (Keifer , 1977b). 
After the completion of TARP I, there is s u f f i c i e n t water a v a i l a b l e for a l l 
requirements inc luding the maximum annual runoff of 795.cfs or the h ighes t 
5-year moving average of 816 c f s computed by Keifer (1977b). 
Conjunctive use of groundwater by towns on the supply systems can r e -
duce l ake water demands by about 66 c f s . Although TARP II has an es t imated 
completion date of 1995, i t is not needed to assure adequate water for publ ic 
water supply in the study period ending in 2010. I t w i l l e l iminate a l l d i s -
c r e t i ona ry d ive rs ion and naviga t ion makeup, thus f reeing about 111 c f s for 
o ther uses . 
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APPENDIX I 
LAKE MICHIGAN WATER FOR THE FOX VALLEY SYSTEMS 
It has been shown in table 68 that a minimum of 923 cfs water is avail-
able for balancing storm runoff diversion and for other purposes after com-
pletion of TARP I in 1986, when all the 4 regional systems depending on lake 
water and other towns including Chicago (which are presently using lake water) 
meet their future water demands up to 2010 from Lake Michigan. Recently 
accepted changes in the accounting procedure, agreed to by all the parties 
in the litigation governing the diversion of water from the lake, will make 
additional water available for domestic purposes for an additional 1.5 million 
people because of an increase in the accounting period from 5 to 40 years, 
providing greater flexibility and better use of diverted lake water. The 
change in the accounting procedure may make 200 cfs or more water available 
for domestic use in addition to 923 cfs. The towns served by the Fox River 
supply systems can also be served by water from the lake, if considered 
desirable. The recent accounting procedure agreement does urge the State of 
Illinois to reduce withdrawals from the deep sandstone aquifer. The indivi-
dual and regional systems proposed in this study will reduce the deep sand-
stone withdrawals (including industrial pumping) to about this aquifer's 
long-term sustained yield. 
The water from Lake Michigan can be conveyed to the Fox Valley treatment 
plant location (figures 25, 42, and 43) through a 48-in diameter and 36-mile 
long pipeline with 3 pumping stations. The 36-inch diameter intake pipeline 
extends 1 mile from the shore into the lake. The M values for the intake 
and the main are taken as 3.0 and 2.0, respectively. The system demand in 
mgd varies from 24.10 in 1985 to 35.61 in 2010 for A and from 16.84 in 1985 
to 27.97 in 2010 for B as shown in table 50.' The accumulated capital costs 
for the two systems with water from Lake Michigan are given in table 69. 
The installed horsepower in the conveyance network for system A increases 
from 8259 in 1985 to 22,504 in 2010 with 0% inflation and from 8077 in 1985 
to 21,740 in 2010 with 5% inflation rate. The installed horsepower is more 
than double that required for the system with water from the Fox River and 
supplemental groundwater as shown in figure 42. The installed horsepower in 
the conveyance network for system B increases from 4318 in 1985 to 15,201 in 
2010 with 0% inflation and from 4107 in 1985 to 14,153 in 2010 with 5% infla-
tion rate. This is less than double that required for the system as shown 
in figure 43. Unit costs of water from Lake Michigan for systems A and B are 
given In tables 70 and 71, respectively. A comparison of unit costs with 
'conjunctive (Fox River water and groundwater) use' and 'lake only' systems 
is given in table 72. 
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Table 69. Accumulated Capital Costs1 in 1985 
Lake Michigan Water for Fox Valley Systems 
1Includes system construction costs, with or without inflation, till 1985; 
capitalized interest during construction; and contingencies at 20% and 
interest thereon. 
2 Construction costs are assumed to increase at the specified rate of 
inflation from July 1980 onward. 
3 29.08 mgd plant to meet 1995 demand built by 1985; another plant with 
6.53 mgd supply capacity to be added by 1995 at a cost of $7.910 
million with zero inflation rate. With 5% inflation a 35.61 mgd supply 
capacity plant is built by 1985. 
4 21.62 mgd plant to meet 1995 demand built by 1985; another plant with 6.35 
mgd capacity to be added by 1995 at a cost of $7.767 million with zero 
inflation rate. With 5% inflation a 27.97 mgd supply capacity plant is 
built by 1985. 
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Table 70. Unit Cost of Water: Fox Valley System A 
Lake Michigan Supply (interest rate 8%) 
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Table 71. Unit Cost of Water: Fox Valley System B 
Lake Michigan Supply (interest rate 8%) 
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Table 72. Comparison of Unit Costs of 'Conjunctive Use' 
and 'Lake Only' Systems 
The following inferences can be made from the comparative costs: 
1. 'Lake only' systems are more capital and energy intensive than the 'conjunc-
tive use' only, but their OM&R costs are lower. 
2. For the 'lake only' alternative, system A will be more economical than B. 
3. Overall unit costs for the 'lake only' systems are higher than the 'conjunc-
tive use' systems but the 'lake only' systems avoid construction of 
storage reservoirs and use of Fox River water which may not be appealing 
to many residents of the valley. 
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APPENDIX II 
SYSTEM COST DIFFERENCES FROM OTHER REPORTS 
When the Division of Water Resources staff reviewed this report, they 
expressed their concern about substantial differences between the unit costs 
of water supply herein and those in a draft of a new report by Keifer and 
Associates. These differences were discussed at a meeting in Chicago. 
Keifer's new study uses cost functions which are essentially the same as 
those used in this report for various components of water supply systems. 
The differences in unit costs are largely due to the following variations 
in methodology. 
1) Keifer uses 33% of the construction cost for contingency, 
engineering, and bond flotation costs. This report uses 
about 23% of construction costs (20% of construction cost 
and capitalized interest) for these items. A brief review 
of four other engineering reports found this factor to 
vary from 12.8 to 29.6%. 
2) Capitalized interest is taken as 32% of construction cost 
by Keifer. In this report the factor for capitalized 
interest is about 20% for pipeline, 10% for treatment 
plants, and 8% for pumping stations; with construction 
scheduled over 5, 3, and 2 years, respectively. 
3) Staged construction of some system components reduced unit 
costs in this report as compared with unit costs with no 
staging. Keifer does not consider staged construction., 
4) The annual capital cost of pipelines is based on amorti-
zation periods of 50 years in this report and 30 years in 
Keifer's study. 
5) Keifer applies a 20% contingency factor to operation, main-
tenance, and repair costs, but this report does not include 
such a factor. 
6) This report considers design period from 1985 to 2010 whereas 
Keifer uses 1985 to 2020. His ratio of 2020 to 1985 water 
demands is much higher than the ratio of 2010 and 1985 demands 
in this report. This increases his 1985 unit water cost 
because of less utilization of the system designed for a much 
higher demand. 
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The data on the contingency, engineering, and bond flotation cost 
factors and an example of unit cost computations for the northwestern Cook 
County supply system are given here for the reader's information. 
Contingency, Engineering, and Bond Flotation 
The information listed in table 73 for typical values of the factors 
for contingency, engineering, and bond flotation costs is taken from the 
following reports. 
1. Clark, Dietz, Painter. & Associates, 1963, "Report on the Feas-
ibility of Rend Lake Intercity Water System." 
2. Clark, Dietz, Painter & Associates, 1964, "Preliminary Report of 
the Rend Lake Intercity Water System, Phase II—Water Treatment 
Facilities." 
3. De Leuw, Cather & Company, 1972, "Report on Lake Michigan Water 
Supply for the Elmhurst-Villa Park-Lombard Water Commission." 
4. Consoer, Townsend & Associates, 1972, "Preliminary Engineering 
Report on Kankakee River Water Supply System for Public Water 
Commission of Frankfort, Joliet, Lockport, Mokena, New Lenox, 
Rockdale, and Romeoville." 
5. Keifer & Associates, Inc., 1977, "Regional Water Supply: A 
Planning Study for Northeastern Illinois." 
6. Illinois State Water Survey, 1980, "Adequacy and Economics of 
Water Supply in Northeastern Illinois: Proposed Groundwater 
and Regional Surface Water Systems, 1985-2010." 
Example System Unit Cost Computation 
The northwestern Cook County supply system in this report serves 14 
towns with a system demand of 48.70 mgd in 1980 and 61.59 mgd in 2010. 
The capital costs, annual costs, and unit cost of water in 1985 are tab-
ulated in table 74. The cost functions in this report are used in the 
methodologies of this report and Keifer. 
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Table 73. Percentages of Construction Cost for Contingencies 
Engineering, and Bond Flotation 
*This percentage is taken on construction cost plus capitalized interest. 
The percentage based on construction cost alone is 23% which may be con-
sidered to be 10% contingencies, 10% engineering, and 3% bond flotation. 
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Table 74. Comparison of Costs in 1985 for Northwestern Cook County 
Supply Systems with Water From Lake Michigan 
205 
*Pump station is built for 2010 demand, but pumping equipment has an 
installed horsepower of 13,183 in 1985 and 22,263 in 2010. 
Notes: 
1Applied to construction cost plus capitalized interest; equivalent to 23.9% on construction cost alone. 
2Equivalent to 21.6% on construction cost. 
3Equivalent to 22.0% on construction cost. 
4Keifer applied 20% contingency factor to OM&R costs. 
5Keifer extends the planning period to 2020 and uses higher system demands in their new report. The 
ratio of water demands in 2010 and 1985 is 1.26 in this report. The ratio of water demands in 2020 
and 1985 is 1.58 in Keifer's new report and would result in a 1985 unit cost of about 120 ç/1000 gal. 
